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KR Series 2+6 Flange Panel Mount
SongDeng13206636-06

UNIT:mm

5  Glue 1 Resin

4  Female Pin 2  Copper Alloy

3 Male Pin 6  Copper Alloy

2 Gasket 1 Silica Gel

1 Housing 1  Black

ITEN PART NAME QTY Description  

BOMFront View

Recommended Panel Cut-Out
Panel Thickhness Max 3mm. 

性能参数:
1.工作温度:-40�$�C～+105�$�C℃
2.绝缘电阻:20M�^� Min at DC500V.
3.额定电压:72V DC
4.额定电流:电源端电流 40A*2(10AWG) 30A*2(12AWG)
       信号端电流 2A*6
5.耐压:1500V AC，60s，无击穿 漏电流不超过2mA
6.公母对配防护等级:IP67
7.符合RoHS

Specification:
1.Operation Tenperature:-40�$�C~+105�$�C.
2.Insulatoin Resistance:100M�^� at DC500V.
3.Contect Resistance:Power Pin＜1m�^�,Signal Pin＜10m�^�.
4.Rated Current:40A*2(10AWG) + 2A*6.
5.Rated Voltage:72V DC.
6.Withstand Voltage:1500V AC, 60s,Leaking Curret ＜2mA.
7.Environmental Protection :IP67(Mated).）
8.RoHS Compliant.
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