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THIS SERIES FULLY CONFORMS TO 

THE EUROPEAN UNION DIRECTIVES 

2011/65/EU FOR RoHS COMPLIANCY.COMPLIANT

POWER PIN HEADER R/A TYPE CONNECTOR
FOR BACKPLANE SERVER
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NOTES:

MATERIAL:
HOUSING: L.C.P HIGH TEMPERATURE, UL-94V-0
SWITCH: SUS304
CONTACT: COPPER ALLOY, GOLD FLASH PLATING ON CONTACT AREA

MATTE TIN PLATING ON SOLDER TAIL OVER 50µ" MIN.
NICKEL UNDER PLATING

Ø
1.440±0.04

8.00
REMOVE THE 

TERMINAL 3 & 4

2

3

1

8.00
REMOVE THE 

TERMINAL 3 & 4

REMOVE THE 
TERMINAL 3 & 4

2.
28 6.80

31

32

2.
10

2.
7

01.00

0.80

3.10 2.50±0.30

5

6

3

4

1

4.
25

2
.5

0

6.
50

2.
25

2

65.70

60.00

RECOMMAND PCB LAYOUT
(COMPONENT SIDE) THICKNESS 2.34mm

4.00

2.
50

0
±0

.2
0

0.
3

0

3.
35

0±
0

.2
0

31

32

6.
0

0
2.

30

5

6

1

2

0.
30

60.00

65.70

70.60

31

4.00
TYP

32

4.00

2.00

2.
35

2.
50

30
.0

0

Ø
1.

45
±0

.0
5

51 3

62 4

RECOMMAND PCB LAYOUT
(COMPONENT SIDE) THICKNESS 1.60mm

64.00

9
.0

1.05TYP.

2.
80

±0
.3

0

10
.0

0

3 SWITCH 2 SUS304 -

2 CONTACT 30 COPPER ALLOY
TIN PLATING ON SOLDERING END OVER 

50u" MIN. NICKEL UNDER-PLATING

1 HOUSING 1 HIGH TEMPERATURE, UL94 V-0 -

NO. DESCRIPTION QTY. MATERIAL FINISH


