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Benennung/description:  Werkstoff:
material:  

Protective Cap see BOM
Allgemeintoleranz/general tol.:
DIN ISO 2768-mH
Tolerierung  / Tolerancing:
DIN ISO 8015   

AMC Series T
Maßstab: 
scale:

CAD-Nr.:
design-ID:

2:1
Status/state: Version: 

revision:
00150907 Format:

size:Approved A Teile-ID:
part-ID:

A4
Erstellt/prepared13.11.2018jaigner 50273453 Einheit:

dim.:     mm Geaendert/revised12.04.2021jaigner Oxaion-Nr.:

Freigabe/released13.04.2021chobmaier 7TH.297.001.661.000 Bl.: 

ODU-MUEHLDORF Datum/date Name/name Ursprung/origin.: sheet:  1

1) For crimp information see
  assembly instruction 010.645.001.000.005

Cap pluggable to Series T: Push-Pull Plug and Break-Away Plug
Attention: This cap is only qualified for tin-nickel-plated Plugs

Red area as
full-mating indication

Delivery condition
Cap
Material: Aluminium
Surface: Anthracite 
        tin-nickel over
        electroless nickel

Crimp ferrule 1)
Material: Brass
Surface: Black zinc-nickel
        over nickel

Lanyard
Material: Black aramid

A-A

knot

Crimp ferrule 1)
Material: Brass
Surface: Black zinc-nickel
        over nickel

Cable lug 1)
Material: Copper
Surface: Black zinc-nickel

A
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