
Features and Benefits:

• Designed to meet IEEE802.3bz for 

2.5GBase-T and 5GBase-T 

• Compatible with all Major PHYs

• Low profile package 

• 4P PoE 60W

• Operates from -40C to +85C 

• High volume, High reliability 

manufacturing

www.Networking.pulseelectronics.com | © Copyright 2019, Pulse Electronics All rights reserved.

2.5G/5GBase-T Low Profile 

Ethernet Magnetics

Applications:

• Access Points

• NIC Cards

• Base Stations

• Video Displays

Pulse electronics introduces 2.5GBase-T 

and 5GBase-T Ethernet magnetics 

supporting 4P PoE connections in a new 

low profile package for multiple Ethernet 

applications.  The parts are compatible with 

all major 2.5G/5GBase-T PHY suppliers.  

The parts are ideal for applications 

requiring higher bandwidth, PoE function, 

and lower overall package height such as 

base stations, 802.11ac access points, NIC 

cards, and video displays.   

Datasheets Order Samples

Pulse Part Speed Ports PoE Operating Temp.

HX4110NL 2.5GBASE-T Single 60W -40C to +85C

HX51010NL 5GBASE-T Single 60W -40C to +85C

Buy Now

https://www.networking.pulseelectronics.com/resources/datasheets?__hstc=122318356.2c1d03bc4c786ead99dc2612477d492f.1543347170103.1544199001100.1547825570078.10&__hssc=122318356.1.1547825570078&__hsfp=2584898834&_ga=2.79243926.306555400.1547501445-538591815.1543330958
https://www.samplecomponents.com/scripts/samplecenter.dll?PULSE
http://www.linkedin.com/company/1507941
http://www.facebook.com/pulseelectronics
https://www.youtube.com/channel/UCkln-8a12jC2A15u7NWkegA
https://products.networkingpulseelex.com/?_ga=2.113969797.306555400.1547501445-538591815.1543330958#!/signal-transformers/ethernet-magnetics/HX4110NL
https://products.networkingpulseelex.com/?_ga=2.113969797.306555400.1547501445-538591815.1543330958#!/signal-transformers/ethernet-magnetics/HX5G1010NL
http://www.pulseelectronics.com/stock_check?SearchToken=HU4&eciasearchbutton=Search

