
3M Nederland BV

Amsterdamseweg 61

3812 RR Amersfoort

TEST REPORT The Netherlands

Specification : Quantity: (m)

Lot Number: Invoice number :

Product I.D: Date of Manufacture:

Color code: Test date:

SPECIFICATION ACTUAL

(inches)  (mm.) (inches) (mm.)

EXP I.D. min.

EXP. WT min.

EXP. WT max.

CONC. EXP.

REC. I.D.

REC. WT min.

REC. WT max.

CONC. REC.

Long. Ch. -7

COLOR MIL STD 104 Pass

TENSILE 1500 PSI MIN. (10.3 N/mm2)

ELONG. 200%

LOW TEMPFLEX NO CRACK Pass

HEAT SHOCK NO CRACK/DRIP/FLOW Pass

TENSILE STRESS Not Applicable N.A.

SECANT MODULUS 25000 PSI MAX. (172.4 N/mm2)

FLAMMABILITY SELF EXTINGUISHING Pass

ACTUAL LENGTH Pass

Comments                  

3M Electrical Products Division

Certificate of Conformance: We hereby certify that the items shipped against the

indicated order have been fabricated, processed, and inspected or tested in

compliance with the requirements of that order, and meets all requirements,

including shelf life, of the applicable specifications as of the date of shipment.
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Arthur Vriend

Laboratory 3M Nederland B.V.

MIL-DTL-23053/5-106-0

TE100045141

36 * 61

HQ00170571 / 1
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