
    Notice #160506‐03 

Product End Of Life Notification Date 
May 6, 2016 

Product  Digi ConnectCore i.MX51 

Reason for Change 

  Technical Requirement     Product Transition 

  Customer Requirement     Product Discontinuation 

  Quality Improvement    Product Enhancement 

    Other  (Brand Change) 

 

Description of change   General optimization of SKU mix in product line. Selected SKUs only. 

 

Affected Part Numbers  See Appendix 

 

Timing of Change  Effective immediately. 

 

Replacement Product  See Digi price list to review migration options using other available 
ConnectCore i.MX51 SKU variants, or contact Digi sales for guidance. 

 

Technology Introduction  2011 

 

Last Time Buy   LTB order requests are NCNR and subject to final allocation and order 
confirmation. 
 
LTB order requests must be received no later than May 31, 2016. 
 
Last time shipment for allocated and confirm orders is September 1, 2016. 

 

Quality Issues  None 

 

Notes  Please identify receiving end‐customer in all LTB order requests.  

 

Authorization  Jon Nyland, Vice President Manufacturing and Quality, Digi International 
Mike Rohrmoser, Director Product Management, Digi International 
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Appendix 
 
 
 

Part Number  Description 

CC‐WMX‐MB58‐VM  ConnectCore Wi‐i.MX51 600 MHz, 256/256 1xENET 

CC‐WMX‐MB58‐VM‐B  ConnectCore Wi‐i.MX51 600 MHz, 256/256 1xENET (25) 

CC‐WMX‐LB58‐VM  ConnectCore Wi-i.MX51 800 MHz, 256/256 1xENET 

CC‐WMX‐LB58‐VM‐B  ConnectCore Wi-i.MX51 800 MHz, 256/256 1xENET (25) 

CC‐WMX‐LB47‐VM  ConnectCore Wi‐i.MX51 800 MHz, 128/128 1xENET 

CC‐WMX‐LB47‐VM‐B  ConnectCore Wi‐i.MX51 800 MHz, 128/128 1xENET (25) 

CC‐WMX‐LB69‐VM  ConnectCore Wi‐i.MX51 800 MHz,512/512,1xENET 

CC‐WMX‐LB69‐VM‐B  ConnectCore Wi‐i.MX51 800 MHz,512/512,1xENET (25) 

CC‐WMX‐LB69‐EYK1  ConnectCore Wi‐i.MX51 800 MHz, 512/512 2xENET (RMA) 

CC‐WMX‐LB69‐EYK  ConnectCore Wi‐i.MX51 800 MHz, 512/512 2xENET (25) 

CC‐MX‐LB6B‐ZM  ConnectCore i.MX51 800 MHz, 2GB ND/512 1xENET 

CC‐MX‐LB6B‐ZM‐B  ConnectCore i.MX51 800 MHz, 2GB ND/512 1xENET (25) 

CC‐MX‐MB58‐ZM  ConnectCore i.MX51 600 MHz, 256/256 1xENET 

CC‐MX‐MB58‐ZM‐B  ConnectCore i.MX51 600 MHz, 256/256 1xENET (25) 

CC‐MX‐LB47‐ZM  ConnectCore i.MX51 800 MHz, 128/128 1xENET 

CC‐MX‐LB47‐ZM‐B  ConnectCore i.MX51 800 MHz, 128/128 1xENET (25) 

CC‐MX‐LB47‐ZM  ConnectCore i.MX51 800 MHz, 128/128 1xENET 

CC‐MX‐LB47‐ZM‐B  ConnectCore i.MX51 800 MHz, 128/128 1xENET (25) 

CC‐ACC‐MX51‐ETM  ETM Adapter Kit ‐ ConnectCore for i.MX51 

 


