
 
 
NO: SV-015 PRODUCT:  W-Series Servo System 
DATE: July 2012 TYPE:  Discontinuation Notice 

W-Series Servos R88D-W/R88M-W will be Discontinued 
March 2013; Migrate to G5-Series Servos R88D-K/R88M-K 
Effective March 30, 2013, Omron Automation and Safety will discontinue the W-Series servos that 
include R88D-W servo drivers and R88M-W servo motors. The recommended replacement is 
G5-Series servos that include R88D-K servo drivers and R88M-K servo motors.  

Affected Parts 
Product Discontinuation Recommended Replacement 

R88M-W10030H R88M-K10030H 
R88D-WT01H R88D-KT01H 
R88D-WN01H-ML2 R88D-KN01H-ML2 
R88M-W3K030H R88M-K3K030H 
R88D-WT30H R88D-KT30H 
R88D-WN30H-ML2 R88D-KN30H-ML2 
R88M-W15K015T R88M-K15K015T 
R88D-WT150H R88D-KT150H 

 

Precautions Using Recommended Replacements 
 Please check “Combination Servo Driver and Servomotor” for each recommended 

Replacement. This information is described at end of this sheet. 

 All of the motor, driver and encoder cables need to be changed when using the 
Recommended Replacement products. 

 Some of the recommended replacement products are different in external and mounting 
dimensions. 

 When using the recommended replacement products, parameter settings are required. 

 When replacing W-Series servo drivers with MECHATROLINK-II motion network (-ML2), 
recommend migrating both the servo driver and motion network to EtherCAT for designs that 
require long-term support. 

Detailed Comparison 
Body Color 

Product discontinuation Recommended Replacement

R88D-W: Ivory-White 
R88M-W:-Black 

R88D-K: Black 
R88M-K (50-750W: 3000r/min): Metallic 
R88M-K (Others): Black 
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Dimensions  [Unit: mm] 
Product discontinuation 

R88D-WT 
Recommended Replacement 

R88D-KT 

R88D-WTA3HL/-WTA5HL/-WT01HL/ 
-WTA3H/-WTA5H/-WT01H/-WT02H 

 
 
 
 
 
R88D-WT02HL/ -WT04H 

 
 
 
 
 
 
 
 
 
 
 

R88D-KTA5L/-KT01L/ -KT01H/-KT02H 
 

R88D-KT02L/ -KT04H 
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Product discontinuation 

R88D-WT 
Recommended Replacement 

R88D-KT 

R88D-WT05H/-WT08H 

 
 
 
 
R88D-WT10H 

 
 
 

R88D-WT15H 

 

R88D-KT08H 

 
 

R88D-KT10H 

 
R88D-KT15H 
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Product discontinuation 

R88D-WT 
Recommended Replacement 

R88D-KT 

R88D-WT20H 

 
 

R88D-WT30H 

 
 
 
R88D-WT50H 

R88D-KT20H 

 
R88D-KT30H 

 
 
 
 
R88D-KT50H 
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Product discontinuation 

R88D-WT 
Recommended Replacement 

R88D-KT 

R88D-WT60H/-WT75H 

 
R88D-WT150H 

 

R88D-KT75H 

 
 

R88D-KT150H 
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Product discontinuation 

R88D-WN 
Recommended Replacement 

R88D-KN 

R88D-WNA5L-ML2/-WN01L-ML2/ 
 -WNA5H-ML2/-WN01H-ML2/-WN02H-ML2 

 
 
 
R88D-WN02L-ML2 

 
 
 
R88D-WN04L-ML2 

R88D-KNA5L-ML2/-KN01L-ML2/ 
-KN01H-ML2/-KN02H-ML2 

 

 
R88D-KN02L-ML2 

 
 
 
R88D-KN04L-ML2 
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Product discontinuation 

R88D-WN 
Recommended Replacement 

R88D-KN 

R88D-WN04H-ML2 

 

R88D-WN05H-ML2/-WN08H-ML2 

 
 
 

R88D-WN10H-ML2 

R88D-KN04H-ML2 

 
 
R88D-KN08H-ML2 

 
 
R88D-KN10H-ML2 
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Product discontinuation 

R88D-WN 
Recommended Replacement 

R88D-KN 

R88D-WN15H-ML2 

 
 
 
R88D-WN20H-ML2 

 
 
 
 
 
R88D-WN30H-ML2 

 

R88D-KN15H-ML2 

 

R88D-KN20H-ML2 

 
 
 
R88D-KN30H-ML2 
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Product discontinuation 
R88D-WT+FNY-NS115 

Recommended Replacement 
R88D-KN 

FNY-NS115 (Mount on R88D-WT right side) 

 
 
R88D-WTA3HL/-WTA5HL/-WT01HL/ 
-WTA3H/-WTA5H/-WT01H/-WT02H 

 
 
 
 
 
R88D-WT02HL/-WT04H 
 

 

Included in R88D-KN 
 
 
 
 
 
 
 
 
 
 
 
 
 
R88D-KNA5L-ML2/-KN01L-ML2/ 
-KN01H-ML2/-KN02H-ML2 

 
 
R88D-KN02L-ML2/-KN04H-ML2 
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Product discontinuation 
R88D-WT+FNY-NS115 

Recommended Replacement 
R88D-KN 

R88D-WT05H/-WT08H 

 
 
 
 
 
R88D-WT10H 

 
 
 
R88D-WT15H 

 
 
 
 
 
 
 
 
 

R88D-KN08H-ML2 

 
 
R88D-KN10H-ML2 

 
R88D-KN15H-ML2 
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Product discontinuation 
R88D-WT+FNY-NS115 

Recommended Replacement 
R88D-KN 

R88D-WT20H 

 
 
 
R88D-WT30H 

 
 

R88D-WT50H 

R88D-KN20H-ML2 

 
 
 
R88D-KN30H-ML2 

 
 
R88D-KN50H-ML2 
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Product discontinuation 
R88D-WT+FNY-NS115 

Recommended Replacement 
R88D-KN 

R88D-WT60H/-WT75H 

 
 
 
 
 
 
R88D-WT150H 

 
 

R88D-KN75H-ECT 

 
 
R88D-KN150H-ECT 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W03030/-W05030/-W10030 

 

 
 
R88M-W20030/-W40030/-W75030 
 

 

 

R88M-K05030/-K10030 

 
 
R88M-K20030/-K40030 

 
 
R88M-K75030 
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Product discontinuation 
R88M-W 

Recommended Replacement 
R88M-K 

R88M-W03030-B/-W05030-B 
 /-W10030-B 

 

 
R88M-W20030-B/-W40030-B 
/-W75030-B 
 

 

R88M-K05030-B /-K10030-B 

 
 
 
 
 
 

R88M-K20030B /-K40030-B 

 
 
R88M-K75030 -B 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W1K030/-W1K530/-W2K030 

 
 
 
 
 
R88M-W3K030/-W4K030/-W5K030 

 

R88M-K1K030/-K1K530/-K2K030 

 

 
 

R88M-K3K030 

 
 
R88M-K4K030/-K5K030 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W1K030-B/-W1K530 -B/ 
-W2K030-B 

 
 
 
 
 

R88M-W3K030-B/-W4K030-B/ 
-W5K030-B 

 

R88M-K1K030-B/-K1K530-B/-K2K030-B 

 
 
R88M-K3K030-B 

 
R88M-K4K030-B/-K5K030-B 

 
 



17 

Product discontinuation 
R88M-W 

Recommended Replacement 
R88M-K 

R88M-W45015T/-W85015T/ 
-W1K315T/-W1K815T 

 
 

 
 
 
 
 
R88M-W2K915T/-W4K415T 

 
 

 
 

R88M-K1K020T/-K1K520T/ 
-K2K020T/-K3K020T 
 

 

 
R88M-K4K020T/-K5K020T 

 

 
 
 
 
 
 
 
 
 

 

 Model 

 

Dimensions (mm) 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W5K515T/-W7K515T/ 
-W11K015T/-W15K015T 

 
 

 
 
 
 

R88M-K7K515T 

 

 
R88M-K11K015T/-K15K015T 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W45015T-B/-W85015T-B/ 
-W1K315T-B/-W1K815T-B 

 
 

 
 
 
 
 
 
 
R88M-W2K915T-B/-W4K415T-B 

 
 

 
 

R88M-K1K020T-B/-K1K520T-B/ 
-K2K020T-B/-K3K020T-B 
 

 
 

 
 
R88M-K4K020T-B/-K5K020T-B 
 

 

 
 
 
 
 
 

 

 Model 

 

Dimensions (mm) 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W5K515T-B/-W7K515T-B/ 
-W11K015T-B/-W15K015T-B 

 
 

 
 

R88M-K7K515T-B 

 
 
 

 
 
 
 
R88M-K11K015T-B/-K15K015T-B 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W30010/-W60010 / 
-W90010/-W1K210/-W2K010/-W3K010 

 

R88M-K90010 

 
 

 
 
R88M-K2K010/-K3K010 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W4K010/-W5K510 R88M-K4K510T 

 

 
R88M-K6K010T 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W30010-B/-W60010-B/-W90010-B/ 
-W1K210-B/-W2K010-B/-W3K010-B 

 

 
 
 
 

R88M-K90010-B 

 

 
 
R88M-K2K010-B/-K3K010-B 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-W4K010-B/-W5K510-B 

 
 

 
 
 
 

R88M-K4K510T-B 

 

 
R88M-K6K010T-B 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-WP10030/-WP20030/ 
-WP40030 

 

 
 
 
 
 
R88M-WP75030 

 

R88M-K10030 

 

 
 
R88M-K20030/-K40030 

 

 
 
R88M-K75030 
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Product discontinuation 
R88M-W 

Recommended Replacement 
R88M-K 

R88M-WP1K530 

 
 
Model Basic servomotor dimensions 

LL LR C D1 D2 F G Z S 

R88M-WP 
1K530- 

114.5 40 120 145 110h7 3.5 10 10 19h6 

 

R88M-K1K530 
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Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-WP10030-B/-WP20030-B/ 
-WP40030-B 

 

 
 
 
R88M-WP75030-B 

 
 

 
 

R88M-K10030-B 
 

 

 
 
R88M-K20030-B/-K40030-B 

 

 
 

R88M-K75030-B 



28 

  
Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 

R88M-WP1K530-B 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

R88M-K1K530-B 

 
 

 

40 120 145 110h7 3.5 10 10 
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Terminal Arrangement/Wiring 
Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 
 
■R88D-WTA3HL/-WTA5HL/-WT01HL 
/-WT02HL/-WTA3H/-WTA5H/-WT01H 
/-WT02H/-WT04H 

 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 
 
■R88D-KTA5L/-KT01L/-KT02L 
-KT01H/-KT02H/-KT04H 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 

■R88D-WT05H/-WT08H/-WT10H/-WT15H 
 

 
 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KT08H/-KT10H/-KT15H 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 

■R88D-WT15H/-WT20H 
 

 
 
 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KT15H/-KT20H 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 

■R88D-WT15H/-WT20H/-WT30H/-WT50H 
 

 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KT30H/-KT50H 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 

■R88D-WT60H/-WT75H 
 

 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KT75H 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 

■R88D-WT150H 

 

 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KT150H 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 
■R88D-WNA5L-ML2/-WN01L-ML2/ 

-WN02L-ML2/-WN04L-ML2/ 
-WNA5H-ML2/-WN01H-ML2/ 
-WN02H-ML2/-WN04H-ML2 

 

 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 
■R88D-KNA5L-ML2/-KN01L-ML2/ 

-KN02L-ML2/-KN04L-ML2/ 
-KN01H-ML2/-KN02H-ML2/ 
-KT04H-ML2 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 

■R88D-WN08H-ML2 

 

 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KN08H-ML2 
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Product discontinuation 

R88[]-W series 
Recommended Replacement 

R88[]-K series 

●Servo Drive/Servomotor-Wiring 
 
■R88D-WN05H-ML2/-WN10H-ML2/-WN15H-ML2 

 

 
 
 
 
 
 
 
 

●Servo Drive/Servomotor-Wiring 

■R88D-KN10H-ML2/-KN15H-ML2 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 
●Servo Drive/Servomotor-Wiring 

■R88D-WN15H-ML2/-WN20H-ML2 

 

●Servo Drive/Servomotor-Wiring 

■R88D-KN20H-ML2 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 
●Servo Drive/Servomotor-Wiring 
■R88D-WN30H-ML2 
 

●Servo Drive/Servomotor-Wiring 
■R88D-KN30H-ML2 
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Product discontinuation 

R88D-WT+FNY-NS115,R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 
■FNY-NS115+ 
R88D-WTA3HL/-WTA5HL/-WT01HL/-WT02HL/ 
-WTA3H/-WTA5H/-WT01H/-WT02H/-WT04H 
 

 

●Servo Drive/Servomotor-Wiring 
■R88D-KNA5L-ML2/-KN01L-ML2/-KN02L-ML2/ 
-KN01H-ML2/-KN02H-ML2/-KN04H-ML2 
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Product discontinuation 

R88D-WT+FNY-NS115,R88-W series 
Recommended Replacement 

R88-K series 

Servo Drive/Servomotor-Wiring 
■FNY-NS115+ 
R88D-WT05H/-WT08H/-WT10H/-WT15H 
 

 

●Servo Drive/Servomotor-Wiring 
■R88D-KN08H-ML2/-KN10H-ML2/-KN15H-ML2 
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Product discontinuation 

R88D-WT+FNY-NS115,R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 
■FNY-NS115+ 
R88D-WT15H/-WT20H 
 

 

●Servo Drive/Servomotor-Wiring 
■R88D-KN20H-ML2 
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Product discontinuation 

R88D-WT+FNY-NS115,R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 
■FNY-NS115+ 
R88D-WT15H/-WT20H/-WT30H/-WT50H 
 

 

●Servo Drive/Servomotor-Wiring 
■R88D-KN30H-ML2/-KN50H-ML2 
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Product discontinuation 

R88D-WT+FNY-NS115,R88-W series 
Recommended Replacement 

R88-K series 
●Servo Drive/Servomotor-Wiring 
■FNY-NS115+ 
R88D-WT60H/-WT75H 
 

 

●Servo Drive/Servomotor-Wiring 
■R88D-KN75H-ECT 
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Product discontinuation 

R88D-WT+FNY-NS115,R88-W series 
Recommended Replacement 

R88-K series 

●Servo Drive/Servomotor-Wiring 
■FNY-NS115+ R88D-WT150H 
 

●Servo Drive/Servomotor-Wiring 
■R88D-KN150H-ECT 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Control I/Os 
■R88D-WT (In Position Control) 
 

 
 
 

●Control I/Os 
■R88D-KT (In Position Control) 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Control I/Os 
■R88D-WT  (In Speed Control) 
 

 
 
 

●Control I/Os 
■R88D-KT  (In Speed Control) 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Control I/Os 
■R88D-WT (In Torque Control) 
 

 
 

●Control I/Os 
■R88D-KT (In Torque Control) 
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Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Control I/Os 
■R88D-WN-ML2 
 

 
 

●Control I/Os 
■R88D-KN-ML2 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



50 

 
Product discontinuation 

R88-W series 
Recommended Replacement 

R88-K series 

●Control I/Os 
■FNY-NS115+R88D-WT 

 
 
 
 
 
 
 
 
 
 
 
■FNY-NS115+ 
R88D-WT 

●Control I/Os 
■R88D-KN-ML2 

 
 
 
■R88D-KN-ECT 
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Rated Performance 
Items  Product discontinuation 

R88D-WT 
Recommended Replacement 

R88D-KT 

Input voltage R88D-WTHL 
Main circuit: Single-phase AC100/115V, 
50/60 Hz 
Control: Single-phase AC100/115V, 50/60 Hz
 
R88D-WTA3H/-WTA5H/-WT01H/ 
-WT02H/-WT04H 

Main circuit: Single-phase AC200/230V, 
50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz
 
R88D-WT05H/-WT08H/-WT10H/-WT15H 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz
 
R88D-WT20H/-WT30H/-WT50H/ 
-WT60H/-WT75H/-WT150H 

Main circuit: 3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz

R88D-KTL 
Main circuit: Single-phase AC100-120V, 
50/60 Hz 
Control: Single-phase AC100-120V,  
50/60 Hz 
 
R88D-KT01H/-KT02H/-KT04H 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60Hz  
Control: Single-phase AC200-240V,  
50/60 Hz 
 
 
R88D-KT08H/ -KT10H/-KT15H 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60 Hz  
Control: Single-phase AC200-240V,  
50/60 Hz 
 
R88D-KT20H/-KT30H/-KT50H/-KT75H/ 
-KT150H 

Main circuit: 3-phase AC200-230V,  
50/60 Hz 
Control: Single-phase AC200-230V,  
50/60 Hz 

Ambient operating 
temperature • humidity 

0 to +55C 
90%RH or less (No consolidation) 

0 to +55C 
 90%RH or less (No consolidation) 

Ambient storage 
temperature • humidity 

-20 to +85C 
90%RH or less (No consolidation) 

-20 to +65C 
90%RH or less (No consolidation) 

Insulation resistance Between power line terminals and case: 0.5 
MΩ min. (at 500 VDC) 

Between power line terminals and case: 
0.5 MΩ min. (at 500 VDC) 

Dielectric strength Between power line terminals and case: 
1,500 VAC for 1 min at 50/60 Hz 
Between each control signal and case:  
500 VAC for 1 min 

Between power line terminals and case: 
1,500 VAC for 1 min at 50/60 Hz 

Speed control range 1 : 5000 1 : 5000 

Load fluctuation rate ±0.01% max. at 0% to 100% 
 (at rated rotation speed)  

±0.01% max. at 0% to 100% 
(at rated rotation speed) 

Voltage fluctuation rate 0% at rated voltage ±10%  
(at rated rotation speed) 

0% at rated voltage ±10%  
(at rated rotation speed) 

Temperature fluctuation 
rate 

±0.1% max. at 0 to 50°C  
(at rated rotation speed) 

±0.01% max. at 0 to 50°C  
(at rated rotation speed) 

Torque control 
repeatability 

±2% ±1% 
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Items  Product discontinuation 

R88D-WN 
Recommended Replacement 

R88D-KN 
Input voltage R88D-WNL-ML2 

Main circuit: Single-phase AC100/115V, 
50/60 Hz 
Control: Single-phase AC100/115V, 50/60 Hz
 
R88D-WNA5H-ML2/-WN01H-ML2/ 
 -WN02H-ML2/-WN04H-ML2/-WN08H-ML2 
Main circuit: Single-phase AC200/230V, 
50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz
 
R88D-WN05H-ML2/-WN10H-ML2/ 
-WN15H-ML2 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz
 
R88D-WN20H-ML2/ -WN30H-ML2 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz

R88D-KNL-ML2 
Main circuit: Single-phase AC100-120V, 
50/60 Hz 
Control: Single-phase AC100-120V,  
50/60 Hz 
 
R88D-KN01H-ML2/-KN02H-ML2/ 
-KN04H-ML2/-KN08H-ML2 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60 Hz  
Control: Single-phase AC200-240V,  
50/60 Hz 
 
 
R88D-KN10H-ML2/-KN15H-ML2 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60 Hz  
Control: Single-phase AC200-240V,  
50/60 Hz 
 
 
R88D-KN20H-ML2/-KN30H-ML2 
Main circuit: 3-phase AC200-230V,  
50/60 Hz  
Control: Single-phase AC200-230V,  
50/60 Hz 

Ambient operating 
temperature • humidity 

0 to +55C 
90%RH or less (No consolidation) 

0 to +55C 
90%RH or less (No consolidation) 

Ambient storage 
temperature • humidity 

-20 to +85C 
90%RH or less (No consolidation) 

-20 to +65C 
90%RH or less (No consolidation) 

Insulation resistance Between power line terminals and case:  
0.5 MΩ min. (at 500 VDC) 

Between power line terminals and case: 
0.5 MΩ min. (at 500 VDC) 

Dielectric strength Between power line terminals and case: 
1,500 VAC for 1 min at 50/60 Hz 
Between each control signal and case:  
500 VAC for 1 min 

Between power line terminals and case: 
1,500 VAC for 1 min at 50/60 Hz 
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Items  Product discontinuation 

R88D-WT+FNY-NS115 
Recommended Replacement 

R88D-KN 
Input voltage R88D-WTHL 

Main circuit: Single-phase AC100/115V, 
50/60 Hz 
Control: Single-phase AC100/115V,  
50/60 Hz 
 
R88D-WTA3H/-WTA5H/-WT01H/ 
-WT02H/-WT04H 
Main circuit: Single-phase AC200/230V, 
50/60 Hz 
Control: Single-phase AC200/230V,  
50/60 Hz 
 
R88D-WT08H 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V, 50/60 Hz
 
R88D-WT05H/-WT10H/-WT15H 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V,  
50/60 Hz 
 
R88D-WT20H/-WT30H/-WT50H/ 
-WT60H/-WT75H/-WT150H 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V,  
50/60 Hz 
 
R88D-WT60H/-WT75H/-WT150H 
Main circuit:3-phase AC200/230V, 50/60 Hz 
Control: Single-phase AC200/230V,  
50/60 Hz 

R88D-KNL-ML2 
Main circuit: Single-phase AC100-120V, 
50/60 Hz 
Control: Single-phase AC100-120V,  
50/60 Hz 
 
R88D-KN01H-ML2/-KN02H-ML2/ 
-KN04H-ML2/-KN08H-ML2 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60 Hz  
Control: Single-phase AC200-240V,  
50/60 Hz 
 
R88D-KN08H-ML2 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60Hz  
Control: Single-phase AC200-240V,  
50/60 Hz 
 
R88D-KN10H-ML2/-KN15H-ML2 
Main circuit: Single-phase, or 3-phase 
AC200-240V, 50/60Hz  
Control:   Single-phase AC200-240V, 
50/60 Hz 
 
R88D-KN20H-ML2/-KN30H-ML2/ 
-KN50H-ML2 
Main circuit: 3-phase AC200-230V,  
50/60 Hz  
Control: Single-phase AC200-230V,  
50/60 Hz 
 
R88D-KN75H-ECT/-KN150H-ECT 
Main circuit: 3-phase AC200-230V,  
50/60 Hz  
Control: Single-phase AC200-230V,  
50/60 Hz 

Ambient operating 
temperature humidity 

0 to +55C 
90%RH or less (No consolidation) 

0 to +55C 
90%RH or less (No consolidation) 

Ambient storage 
temperature humidity 

-20 to +85C 
90%RH or less (No consolidation) 

-20 to +65C 
90%RH or less (No consolidation) 

Insulation resistance Between power line terminals and case:  
0.5 MΩ min. (at 500 V DC) 

Between power line terminals and case: 
0.5 MΩ min. (at 500 V DC) 

Dielectric strength Between power line terminals and case: 
1,500 VAC for 1 min at 50/60 Hz 
Between each control signal and case:  
500 VAC for 1 min 

Between power line terminals and case: 
1,500 VAC for 1 min at 50/60 Hz 
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Items  Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 
Ambient operating 
temperature/ 
humidity 

0 to +40C 
20 to 80%RH (No consolidation) 

0 to +40C 
85%RH or less (No consolidation) 

Ambient storage 
temperature/ 
humidity 

-20 to +60C 
20 to 80%RH (No consolidation) 

-20 to +65C 
85%RH or less (No consolidation) 

Protective structure R88M-W30 (50-750W): IP55 
Excluding around the shaft. 

R88M-W30 (1K-5KW): IP67 
Without oil seals: Excluding around the shaft. 
With oil seals: Including around the shaft. 

R88M-W15: IP67 
Without oil seals: Excluding around the shaft. 
With oil seals: Including around the shaft. 

R88M-W10: IP67 
Without oil seals: Excluding around the shaft. 
With oil seals: Including around the shaft. 

R88M-WP30: IP55 (-W type: IP67) 
Without oil seals: Excluding around the shaft. 
With oil seals: Excluding around the shaft. 
With water-resistance processing:  
Including around the shaft. 
Excluding around motor connector and 
encoder connector connection pins 

IP67 (Excluding around shaft, and 
connection pins of Motor connector and 
encoder connector) 
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Items  Product discontinuation 

R88M-W 
Recommended Replacement 

R88M-K 
Speed/Position 
detection 

R88M-W30L/-W30H (50-750W): 
Incremental encoder 
Optical encoder 13-bit  
(2048 pulses/revolution) 

R88M-W30H(1k-5kW): 
Incremental encoder 
Optical encoder 17-bit  
(32,768 pulses/revolution) 

R88M-W10: 
Incremental encoder 
Optical encoder 17-bit  
(32,768 pulses/revolution) 

R88M-WP30L/-WP30H: 
Incremental encoder 
Optical encoder 13-bit  
(2048 pulses/revolution) 

R88M-W30S/-W30T(50-750W): 
Absolute encoder 
Optical encoder 16-bit  
(16,384 pulses/revolution) 

R88M-W30T(1kW-5kW): 
Absolute encoder 
Optical encoder 17-bit  
(32,768 pulses/revolution) 

R88M-W15T: 
Absolute encoder 
Optical encoder 17-bit  
(32,768 pulses/revolution) 

R88M-W10T: 
Absolute encoder 
Optical encoder 17-bit  
(32,768 pulses/revolution) 

R88M-WP30S/-WP30T: 
Absolute encoder 
Optical encoder 16-bit  
(16,384 pulses/revolution) 

R88M-KL/-KH: Incremental encoder 
Optical encoder 20-bit  
(262,144 pulses/revolution) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

R88M-K]S/-KT: Absolute encoder 
Optical encoder 17-bit  
(32,768 pulses/revolution) 
 

 
Operating Characteristics 

Items  Product discontinuation 
R88D-W/R88M-W 

Recommended Replacement 
R88D-K/R88M-K 

Max. response frequency 
(Command pulse response) 

R88D-WT 
Line driver: 500kpps 
Open collector: 200kpps 

R88D-KT 
Line driver: 4Mpps 
Open collector: 500kpps 

Speed command input R88D-WT: ±2 to ±10V R88D-KT 
CN1-14,15: ±10V 

Torque command input R88D-WT: ±1 to ±10V R88D-KT 
CN1-14,15:  ±10V 
CN1-16,18:  ±12V 
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AC Servomotor/Servo Drive Replacement Models 
● Analog/Pulse Input Type 

3000 r/min Motor 

Input Power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Single-phase 
AC100V 
/115V 

30W WTA3HL W03030L/S 
50W KTA5L K05030H/T 

50W WTA5HL W05030L/S 
100W WT01HL W10030L/S 100W KT01L K10030L/S 
200W WT02HL W20030L/S 200W KT02L K20030L/S 

Single-phase 
AC200V 
/230V 

30W WTA3H W03030H/T 
50W KT01H K05030H/T 

50W WTA5H W05030H/T 
100W WT01H W10030H/T 100W KT01H K10030H/T 
200W WT02H W20030H/T 200W KT02H K20030H/T 
400W WT04H W40030H/T 400W KT04H K40030H/T 
750W WT08H W75030H/T 750W KT08H K75030H/T 

3-phase 
AC200V 
/230V 

750W WT08H W75030H/T 750W KT08H K75030H/T 
1.0kW WT10H W1K030H/T 1.0kW KT15H K1K030H/T 
1.5kW WT15H W1K530H/T 1.5kW KT15H K1K530H/T 
2.0kW WT20H W2K030H/T 2.0kW KT20H K2K030H/T 
3.0kW WT30H W3K030H/T 3.0kW KT30H K3K030H/T 
4.0kW WT50H W4K030H/T 4.0kW KT50H K4K030H/T 
5.0kW WT50H W5K030H/T 5.0kW KT50H K5K030H/T 

1500 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

3-phase 
AC200V 
/230V 

450W WT05H W45015T 1.0kW KT10H K1K020H/T 
850W WT10H W85015T 1.5kW KT15H K1K520H/T 
1.3kW WT15H W1K315T 2.0kW KT20H K2K020H/T 
1.8kW WT20H W1K815T 3.0kW KT30H K3K020H/T 
2.9kW WT30H W2K915T 4.0kW KT50H K4K020H/T 
4.4kW WT50H W4K415T 5.0kW KT50H K5K020H/T 
5.5kW WT60H W5K515T 7.5kW KT75H K7K515T 
7.5kW WT75H W7K515T 7.5kW KT75H K7K515T 
11kW WT150H W11K015T 11kW KT150H K11K015T 
15kW WT150H W15K015T 15kW KT150H K15K015T 

1000 r/min Motor 

Input 
Power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

3-phase 
AC200V 
/230V 

300W WT05H W30010H/T 900W KT15H K90010H/T 
600W WT08H W60010H/T 900W KT15H K90010H/T 
900W WT10H W90010H/T 900W KT15H K90010H/T 
1.2kW WT15H W1K210H/T 2.0kW KT30H K2K010H/T 
2.0kW WT20H W2K010H/T 2.0kW KT30H K2K010H/T 
3.0kW WT30H W3K010H/T 3.0kW KT50H K3K010H/T 
4.0kW WT50H W4K010H/T 4.5kW KT50H K4K510T 
5.5kW WT60H W5K510H/T 6.0kW KT75H K6K010T 
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3000 r/min Motor Flat type 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Single-phase 
AC100V 
/115V 

100W WT01HL WP10030L/S 100W KT01L K10030L/S 

200W WT02HL WP20030L/S 200W KT02L K20030L/S 

Single-phase 
AC200V 
/230V 

100W WT01H WP10030H/T 100W KT01H K10030H/T 
200W WT02H WP20030H/T 200W KT02H K20030H/T 
400W WT04H WP40030H/T 400W KT04H K40030H/T 
750W WT08H WP75030H/T 750W KT08H K75030H/T 

3-phase 
AC200V 
/230V 

750W WT08H WP75030H/T 750W KT08H K75030H/T 

1.5kW WT15H WP1K530H/T 1.5kW KT15H K1K530H/T 
 
 

● With Built-in MECHATROLINK-II Type 

3000 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Single-phase 
AC100V 
/115V 

50W WNA5L-ML2 W05030H/T 50W KNA5L-ML2 K05030H/T 
100W WN01L-ML2 W10030H/T 100W KN01L-ML2 K10030L/S 
200W WN02L-ML2 W20030H/T 200W KN02L-ML2 K20030L/S 
400W WN04L-ML2 W40030H/T 400W KN04H-ML2 K40030L/S  

Single-phase 
AC200V 
/230V 

50W WNA5H-ML2 W05030H/T 50W KN01H-ML2 K05030H/T 
100W WN01H-ML2 W10030H/T 100W KN01H-ML2 K10030H/T 
200W WN02H-ML2 W20030H/T 200W KN02H-ML2 K20030H/T 
400W WN04H-ML2 W40030H/T 400W KN04H-ML2 K40030H/T 
750W WN08H-ML2 W75030H/T 750W KN08H-ML2 K75030H/T 

3-phase 
AC200V 
/230V 

1.0kW WN10H-ML2 W1K030H/T 1.0kW KN15H-ML2 K1K030H/T 
1.5kW WN15H-ML2 W1K530H/T 1.5kW KN15H-ML2 K1K530H/T 
2.0kW WN20H-ML2 W2K030H/T 2.0kW KN20H-ML2 K2K030H/T 
3.0kW WN30H-ML2 W3K030H/T 3.0kW KN30H-ML2 K3K030H/T 

1500 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

3-phase 
AC200V 
/230V 

450W WN05H-ML2 W45015T 1.0kW KN10H-ML2 K1K020H/T 
850W WN10H-ML2 W85015T 1.5kW KN15H-ML2 K1K520H/T 
1.3kW WN15H-ML2 W1K315T 2.0kW KN20H-ML2 K2K020H/T 
1.8kW WN20H-ML2 W1K815T 3.0kW KN30H-ML2 K3K020H/T 
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1000 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

3-phase 
AC200V 
/230V 

300W WN05H-ML2 W30010H/T 900W KN15H-ML2 K90010H/T 
600W WN10H-ML2 W60010H/T 900W KN15H-ML2 K90010H/T 
900W WN10H-ML2 W90010H/T 900W KN15H-ML2 K90010H/T 
1.2kW WN15H-ML2 W1K210H/T 2.0kW KN30H-ML2 K2K010H/T 
2.0kW WN20H-ML2 W2K010H/T 2.0kW KN30H-ML2 K2K010H/T 
3.0kW WN30H-ML2 W3K010H/T 3.0kW KN50H-ML2 K3K010H/T 

3000 r/min Motor Flat type 

Input  
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Single-phase 
AC100V 
/115V 

100W WN01L-ML2 WP10030L/S 100W KN01L-ML2 K10030L/S 

200W WN02L-ML2 WP20030L/S 200W KN02L-ML2 K20030L/S 

Single-phase 
AC200V 
/230V 

100W WN01H-ML2 WP10030H/T 100W KN01H-ML2 K10030H/T 
200W WN02H-ML2 WP20030H/T 200W KN02H-ML2 K20030H/T 
400W WN04H-ML2 WP40030H/T 400W KN04H-ML2 K40030H/T 
750W WN08H-ML2 WP75030H/T 750W KN08H-ML2 K75030H/T 

3-phase 
AC200V 

/230V 
1.5kW WN15H-ML2 WP1K530H/T 1.5kW KN15H-ML2 K1K530H/T 

 

● MECHATROLINK-II Option Unit 

3000 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Single-phase 
AC100V 
/115V 

30W WTA3HL W03030L/S 
50W KNA5L-ML2 K05030H/T 

50W WTA5HL W05030L/S 
100W WT01HL W10030L/S 100W KN01L-ML2 K10030L/S 
200W WT02HL W20030L/S 200W KN02L-ML2 K20030L/S 

Single-phase 
AC200V 
/230V 

30W WTA3H W03030H/T 
50W KN01H-ML2 K05030H/T 

50W WTA5H W05030H/T 
100W WT01H W10030H/T 100W KN01H-ML2 K10030H/T 
200W WT02H W20030H/T 200W KN02H-ML2 K20030H/T 
400W WT04H W40030H/T 400W KN04H-ML2 K40030H/T 
750W WT08H W75030H/T 750W KN08H-ML2 K75030H/T 

3-phase 
AC200V 
/230V 

750W WT08H W75030H/T 750W KN08H-ML2 K75030H/T 
1.0kW WT10H W1K030H/T 1.0kW KN15H-ML2 K1K030H/T 
1.5kW WT15H W1K530H/T 1.5kW KN15H-ML2 K1K530H/T 
2.0kW WT20H W2K030H/T 2.0kW KN20H-ML2 K2K030H/T 
3.0kW WT30H W3K030H/T 3.0kW KN30H-ML2 K3K030H/T 
4.0kW WT50H W4K030H/T 4.0kW KN50H-ML2 K4K030H/T 
5.0kW WT50H W5K030H/T 5.0kW KN50H-ML2 K5K030H/T 

- When the MECHATROLINK-II option unit (Model: FNY-NS115) is attached on the Servo Driver. 
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1500 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

3-phase 
AC200V 
/230V 

450W WT05H W45015T 1.0kW KN10H-ML2 K1K020H/T 
850W WT10H W85015T 1.5kW KN15H-ML2 K1K520H/T 
1.3kW WT15H W1K315T 2.0kW KN20H-ML2 K2K020H/T 
1.8kW WT20H W1K815T 3.0kW KN30H-ML2 K3K020H/T 
2.9kW WT30H W2K915T 4.0kW KN50H-ML2 K4K020H/T 
4.4kW WT50H W4K415T 5.0kW KN50H-ML2 K5K020H/T 
5.5kW WT60H W5K515T 7.5kW* KN75H-ECT K7K515T 
7.5kW WT75H W7K515T 7.5kW* KN75H-ECT K7K515T 
11kW WT150H W11K015T 11kW* KN150H-ECT K11K015T 
15kW WT150H W15K015T 15kW* KN150H-ECT K15K015T 

When the MECHATROLINK-II option unit (Model: FNY-NS115) is attached on the Servo Driver. 
* It is necessary to build a network with EtherCAT, instead of MECHATROLINK-II. 

1000 r/min Motor 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

3-phase 
AC200V 
/230V 

300W WT05H W30010H/T 900W KN15H-ML2 K90010H/T 
600W WT08H W60010H/T 900W KN15H-ML2 K90010H/T 
900W WT10H W90010H/T 900W KN15H-ML2 K90010H/T 
1.2kW WT15H W1K210H/T 2.0kW KN30H-ML2 K2K010H/T 
2.0kW WT20H W2K010H/T 2.0kW KN30H-ML2 K2K010H/T 
3.0kW WT30H W3K010H/T 3.0kW KN50H-ML2 K3K010H/T 
4.0kW WT50H W4K010H/T 4.5kW KN50H-ML2 K4K510T 
5.5kW WT60H W5K510H/T 6.0kW* KN75H-ECT K6K010T 

When the MECHATROLINK-II option unit (Model: FNY-NS115) is attached on the Servo Driver. 
* It is necessary to build a network with EtherCAT, instead of MECHATROLINK-II. 

3000 r/min Motor Flat type 

Input 
power 

Product discontinuation Recommended Replacement 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Motor 
capacity 

Servo Drive 
Model 
R88D - 

Servomotor 
Model 
R88M - 

Single-phase 
AC100V 
/115V 

100W WT01HL WP10030L/S 100W KN01L-ML2 K10030L/S 

200W WT02HL WP20030L/S 200W KN02L-ML2 K20030L/S 

Single-phase 
AC200V 
/230V 

100W WT01H WP10030H/T 100W KN01H-ML2 K10030H/T 
200W WT02H WP20030H/T 200W KN02H-ML2 K20030H/T 
400W WT04H WP40030H/T 400W KN04H-ML2 K40030H/T 
750W WT08H WP75030H/T 750W KN08H-ML2 K75030H/T 

3-phase 
AC200V 
/230V 

750W WT08H WP75030H/T 750W KN08H-ML2 K75030H/T 

1.5kW WT15H WP1K530H/T 1.5kW KN15H-ML2 K1K530H/T 

When the MECHATROLINK-II option unit (Model: FNY-NS115) is attached on the Servo Driver. 
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3000 r/min Motor 

Product 
discontinuation 

R88M- 

Recommended 
Replacement 

R88M- 

Applicable inertia 

(kg・㎡) 

Rated torque 

(N・m) 

Momentary maximum 

Torque (N・m) 

R88M-W R88M-K R88M-W R88M-K R88M-W R88M-K 
W03030L/S K05030 H/T 4.98 E-05 7.50 E-05 0.0955 0.16 0.286 0.48
W05030L/S K05030 H/T 6.60 E-05 7.50 E-05 0.159 0.16 0.477 0.48
W10030L/S K10030 L/S 1.09 E-04 1.53 E-04 0.318 0.32 0.955 0.95
W20030L/S K20030 L/S 3.18 E-04 4.20 E-04 0.637 0.64 1.91 1.91
W03030H/T K05030 H/T 4.98 E-05 7.50 E-05 0.0955 0.16 0.286 0.48
W05030H/T K05030 H/T 6.60 E-05 7.50 E-05 0.159 0.16 0.477 0.48
W10030H/T K10030 H/T 1.09 E-04 1.53 E-04 0.318 0.32 0.955 0.95
W20030H/T K20030 H/T 3.18 E-04 4.20 E-04 0.637 0.64 1.91 1.91
W40030H/T K40030 H/T 5.19 E-04 7.80 E-04 1.27 1.3 3.82 3.80
W75030H/T K75030 H/T 1.34 E-03 1.74 E-03 2.39 2.4 7.16 7.10
W1K030H/T K1K030 H/T 1.74 E-03 3.05 E-03 3.18 3.18 9.54 9.55
W1K530H/T K1K530 H/T 2.47 E-03 4.26 E-03 4.90 4.77 14.7 14.3
W2K030H/T K2K030 H/T 3.19 E-03 5.52 E-03 6.36 6.37 19.1 19.1
W3K030H/T K3K030 H/T 7.00 E-03 9.75 E-03 9.80 9.55 29.4 28.6
W4K030H/T K4K030 H/T 9.60 E-03 1.94 E-02 12.6 12.7 37.8 38.2
W5K030H/T K5K030 H/T 1.23 E-02 2.61 E-02 15.8 15.9 47.6 47.7

1500 r/min Motor 

Product 
discontinuation 

R88M- 

Recommended 
Replacement 

R88M- 

Applicable inertia 

(kg・㎡) 

Rated torque 

(N・m) 

Momentary maximum 

Torque(N・m) 

R88M-W R88M-K R88M-W R88M-K R88M-W R88M-K 
W45015T K1K020T 3.62E -03 4.60 E-03 2.84 4.77 8.92 14.3 
W85015T K1K520T 6.95 E-03 6.70 E-03 5.39 7.16 13.8 21.5 
W1K315T K2K020T 1.03 E-02 8.72 E-03 8.34 9.55 23.3 28.6 
W1K815T K3K020T 1.59 E-02 1.29 E-02 11.5 14.3 28.7 43.0 
W2K915T K4K020T 2.30 E-02 3.76 E-02 18.6 19.1 45.1 57.3 
W4K415T K5K020T 3.38 E-02 4.80 E-02 28.4 23.9 71.1 71.6 
W5K515T K7K515T 4.45 E-02 5.05 E-02 35.0 47.8 87.6 119.0 
W7K515T K7K515T 6.25 E-02 5.05 E-02 48.0 70.0 119 119.0 
W11K015T K11K015T 1.41 E-01 1.06 E-01 70.0 70.0 175 175.0 
W15K015T K15K015T 1.58 E-01 1.51 E-01 95.4 95.5 224 224.0 

1000 r/min Motor 

Product 
discontinuation 

R88M- 

Recommended 
Replacement 

R88M- 

Applicable inertia 

(kg・㎡) 

Rated torque 

(N・m) 

Momentary maximum 

Torque (N・m) 

R88M-W R88M-K R88M-W R88M-K R88M-W R88M-K 
W30010 H/T K90010 H/T 7.24 E-03 6.70 E-03 2.84 8.59 7.17 19.3
W60010 H/T K90010 H/T 1.39 E-02 6.70 E-03 5.68 8.59 14.1 19.3
W90010 H/T K90010 H/T 2.05 E-02 6.70 E-03 8.62 8.59 19.3 19.3
W1K210 H/T K2K010 H/T 3.17 E-02 3.03 E-02 11.5 19.1 28.0 47.7
W2K010 H/T K2K010 H/T 4.60 E-02 3.03 E-02 19.1 19.1 44.0 47.7
W3K010 H/T K3K010 H/T 6.75 E-02 4.84 E-02 28.4 28.7 63.7 71.7
W4K010 H/T K4K510 T 8.90 E-02 7.91 E-02 38.2 43.0 107 107.0
W5K510 H/T K6K010 T 1.25 E-01 1.01 E-01 52.6 57.3 137 143.0
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3000 r/min Motor Flat type 

Product 
discontinuation 

R88M- 

Recommended 
Replacement 

R88M- 

Applicable inertia 

(kg・㎡) 

Rated torque 

(N・m) 

Momentary maximum 

Torque(N・m) 

R88M-W R88M-K R88M-W R88M-K R88M-W R88M-K 
WP10030L/S K10030 L/S 1.23E-01 1.53 E-04 0.318 0.32 0.955 0.95
WP20030L/S K20030 L/S 2.90E-04 4.20 E-04 0.637 0.64 1.91 1.91
WP10030H/T K10030 H/T 1.23E-01 1.53 E-04 0.318 0.32 0.955 0.95
WP20030H/T K20030 H/T 2.90E-04 4.20 E-04 0.637 0.64 1.91 1.91
WP40030H/T K40030 H/T 4.97E-04 7.80 E-04 1.27 1.3 3.82 3.80
WP75030H/T K75030 H/T 3.15E-03 1.74 E-03 2.39 2.4 7.16 7.10
WP1K530H/T K1K530 H/T 4.02E-03 4.26 E-03 4.77 4.77 14.3 14.3

 
 

 

● Peripheral Devices R88A-  Models Discontinuation Dates 
Product Name Model Date of discontinuation 

DeviceNet Option Unit R88A-NCW152-DRT Mar, 2020
Parameter Unit R88A-PR02W Mar, 2020
Encoder Cable R88A-CRWC0R3C Mar, 2020
Encoder Cable R88A-CRWA003C Mar, 2020
Encoder Cable R88A-CRWA005C Mar, 2020
Encoder Cable R88A-CRWA010C Mar, 2020
Encoder Cable R88A-CRWA015C Mar, 2020
Encoder Cable R88A-CRWA020C Mar, 2020
Encoder Cable R88A-CRWA030C Mar, 2020
Encoder Cable R88A-CRWA040C Mar, 2020
Encoder Cable R88A-CRWA050C Mar, 2020
Encoder Cable R88A-CRWR0R3D Mar, 2020
Encoder Cable R88A-CRWS0R3D Mar, 2020
Encoder Cable R88A-CRWH0R3D Mar, 2020
Encoder Cable R88A-CRWH0R5M Mar, 2020
Encoder Cable R88A-CRWR0R5M1 Mar, 2020
Encoder Cable R88A-CRWR0R5M2 Mar, 2020
Encoder Cable R88A-CRWB003N Mar, 2020
Encoder Cable R88A-CRWB005N Mar, 2020
Encoder Cable R88A-CRWB010N Mar, 2020
Encoder Cable R88A-CRWB015N Mar, 2020
Encoder Cable R88A-CRWB020N Mar, 2020
Encoder Cable R88A-CRWB030N Mar, 2020
Encoder Cable R88A-CRWB040N Mar, 2020
Encoder Cable R88A-CRWB050N Mar, 2020
Encoder Cable R88A-CRWS0R5M Mar, 2020
Encoder Cable R88A-CRW001 Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA010CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA003CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA005CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA015CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA020CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA030CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA040CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWA050CR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB003NR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB005NR Mar, 2020
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Product Name Model Date of discontinuation 
Encoder Cable (Robot cable) R88A-CRWB010NR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB015NR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB020NR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB030NR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB040NR Mar, 2020
Encoder Cable (Robot cable) R88A-CRWB050NR Mar, 2020
Power Cable R88A-CAWA003B Mar, 2020
Power Cable R88A-CAWA005B Mar, 2020
Power Cable R88A-CAWA010B Mar, 2020
Power Cable R88A-CAWA015B Mar, 2020
Power Cable R88A-CAWA020B Mar, 2020
Power Cable R88A-CAWA030B Mar, 2020
Power Cable R88A-CAWA040B Mar, 2020
Power Cable R88A-CAWA050B Mar, 2020
Power Cable R88A-CAWA003S Mar, 2020
Power Cable R88A-CAWA005S Mar, 2020
Power Cable R88A-CAWA010S Mar, 2020
Power Cable R88A-CAWA015S Mar, 2020
Power Cable R88A-CAWA020S Mar, 2020
Power Cable R88A-CAWA030S Mar, 2020
Power Cable R88A-CAWA040S Mar, 2020
Power Cable R88A-CAWA050S Mar, 2020
Power Cable R88A-CAWB003B Mar, 2020
Power Cable R88A-CAWB005B Mar, 2020
Power Cable R88A-CAWB010B Mar, 2020
Power Cable R88A-CAWB015B Mar, 2020
Power Cable R88A-CAWB020B Mar, 2020
Power Cable R88A-CAWB030B Mar, 2020
Power Cable R88A-CAWB040B Mar, 2020
Power Cable R88A-CAWB050B Mar, 2020
Power Cable R88A-CAWB003S Mar, 2020
Power Cable R88A-CAWB005S Mar, 2020
Power Cable R88A-CAWB010S Mar, 2020
Power Cable R88A-CAWB015S Mar, 2020
Power Cable R88A-CAWB020S Mar, 2020
Power Cable R88A-CAWB030S Mar, 2020
Power Cable R88A-CAWB040S Mar, 2020
Power Cable R88A-CAWB050S Mar, 2020
Power Cable R88A-CAWC003B Mar, 2020
Power Cable R88A-CAWC005B Mar, 2020
Power Cable R88A-CAWC010B Mar, 2020
Power Cable R88A-CAWC015B Mar, 2020
Power Cable R88A-CAWC020B Mar, 2020
Power Cable R88A-CAWC030B Mar, 2020
Power Cable R88A-CAWC040B Mar, 2020
Power Cable R88A-CAWC050B Mar, 2020
Power Cable R88A-CAWC003S Mar, 2020
Power Cable R88A-CAWC005S Mar, 2020
Power Cable R88A-CAWC010S Mar, 2020
Power Cable R88A-CAWC015S Mar, 2020
Power Cable R88A-CAWC020S Mar, 2020
Power Cable R88A-CAWC030S Mar, 2020
Power Cable R88A-CAWC040S Mar, 2020
Power Cable R88A-CAWC050S Mar, 2020
Power Cable R88A-CAWD003B Mar, 2020
Power Cable R88A-CAWD005B Mar, 2020
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Product Name Model Date of discontinuation 
Power Cable R88A-CAWD010B Mar, 2020
Power Cable R88A-CAWD015B Mar, 2020
Power Cable R88A-CAWD020B Mar, 2020
Power Cable R88A-CAWD030B Mar, 2020
Power Cable R88A-CAWD040B Mar, 2020
Power Cable R88A-CAWD050B Mar, 2020
Power Cable R88A-CAWD003S Mar, 2020
Power Cable R88A-CAWD005S Mar, 2020
Power Cable R88A-CAWD010S Mar, 2020
Power Cable R88A-CAWD015S Mar, 2020
Power Cable R88A-CAWD020S Mar, 2020
Power Cable R88A-CAWD030S Mar, 2020
Power Cable R88A-CAWD040S Mar, 2020
Power Cable R88A-CAWD050S Mar, 2020
Power Cable R88A-CAWE003B Mar, 2020
Power Cable R88A-CAWE005B Mar, 2020
Power Cable R88A-CAWE010B Mar, 2020
Power Cable R88A-CAWE015B Mar, 2020
Power Cable R88A-CAWE020B Mar, 2020
Power Cable R88A-CAWE030B Mar, 2020
Power Cable R88A-CAWE040B Mar, 2020
Power Cable R88A-CAWE050B Mar, 2020
Power Cable R88A-CAWE003S Mar, 2020
Power Cable R88A-CAWE005S Mar, 2020
Power Cable R88A-CAWE010S Mar, 2020
Power Cable R88A-CAWE015S Mar, 2020
Power Cable R88A-CAWE020S Mar, 2020
Power Cable R88A-CAWE030S Mar, 2020
Power Cable R88A-CAWE040S Mar, 2020
Power Cable R88A-CAWE050S Mar, 2020
Power Cable R88A-CAWF003S Mar, 2020
Power Cable R88A-CAWF005S Mar, 2020
Power Cable R88A-CAWF010S Mar, 2020
Power Cable R88A-CAWF015S Mar, 2020
Power Cable R88A-CAWF020S Mar, 2020
Power Cable R88A-CAWF030S Mar, 2020
Power Cable R88A-CAWF040S Mar, 2020
Power Cable R88A-CAWF050S Mar, 2020
Power Cable R88A-CAWR0R5S1 Mar, 2020
Power Cable R88A-CAWR0R5B1 Mar, 2020
Power Cable R88A-CAWR0R5B2 Mar, 2020
Power Cable R88A-CAWR0R5B3 Mar, 2020
Power Cable R88A-CAWR0R5S2 Mar, 2020
Power Cable R88A-CAWR0R5S3 Mar, 2020
Power Cable R88A-CAWH0R5S1 Mar, 2020
Power Cable R88A-CAWH0R5S2 Mar, 2020
Power Cable R88A-CAWH0R5B1 Mar, 2020
Power Cable R88A-CAWH0R5B2 Mar, 2020
Power Cable (Robot cable) R88A-CAWA010BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA003SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA005SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA010SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA015SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA020SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA030SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA040SR Mar, 2020
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Product Name Model Date of discontinuation 
Power Cable (Robot cable) R88A-CAWA050SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB003SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB005SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB010SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB015SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB020SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB030SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB040SR Mar, 2020
Power Cable (Robot cable) R88A-CAWB050SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC003SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC005SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC010SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC015SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC020SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC030SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC040SR Mar, 2020
Power Cable (Robot cable) R88A-CAWC050SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD003SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD005SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD010SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD015SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD020SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD030SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD040SR Mar, 2020
Power Cable (Robot cable) R88A-CAWD050SR Mar, 2020
Power Cable (Robot cable) R88A-CAWA003BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA005BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA015BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA020BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA030BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA040BR Mar, 2020
Power Cable (Robot cable) R88A-CAWA050BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB003BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB005BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB010BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB015BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB020BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB030BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB040BR Mar, 2020
Power Cable (Robot cable) R88A-CAWB050BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC003BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC005BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC010BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC015BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC020BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC030BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC040BR Mar, 2020
Power Cable (Robot cable) R88A-CAWC050BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD003BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD005BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD010BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD015BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD020BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD030BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD040BR Mar, 2020
Power Cable (Robot cable) R88A-CAWD050BR Mar, 2020
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Product Name Model Date of discontinuation 
Control cable R88A-CPW001S Mar, 2020
Control cable R88A-CPW002S Mar, 2020
Control cable R88A-CPW001M1 Mar, 2020
Control cable R88A-CPW001M2 Mar, 2020
Control cable R88A-CPW002M1 Mar, 2020
Control cable R88A-CPW002M2 Mar, 2020
Control cable R88A-CPW003M1 Mar, 2020
Control cable R88A-CPW003M2 Mar, 2020
Control cable R88A-CPW005M1 Mar, 2020
Control cable R88A-CPW005M2 Mar, 2020
Control cable R88A-CPWH0R3C Mar, 2020
Control cable R88A-CPWR0R3A Mar, 2020
Control cable R88A-CPWR0R3P Mar, 2020
Control cable R88A-CPWM0R3C Mar, 2020
Control cable R88A-CTW001N Mar, 2020
Control cable R88A-CTW002N Mar, 2020
Cable for monitor software R88A-CCW002C Mar, 2020
Cable for monitor software R88A-CCW002P2 Mar, 2020
Cable for monitor software R88A-CCW002P3 Mar, 2020
Cable for monitor software R88A-CCW002P4 Mar, 2020
Monitor cable R88A-CMW001S Mar, 2020
Battery R88A-BAT01W Mar, 2020
Battery R88A-BAT02W Mar, 2020
Reactor R88A-PX5059 Mar, 2020
Reactor R88A-PX5060 Mar, 2020
Reactor R88A-PX5061 Mar, 2020
Reactor R88A-PX5062 Mar, 2020
Reactor R88A-PX5063 Mar, 2020
Reactor R88A-PX5068 Mar, 2020
Reactor R88A-PX5069 Mar, 2020
Reactor R88A-PX5070 Mar, 2020
Reactor R88A-PX5071 Mar, 2020
Reactor R88A-PX5052 Mar, 2020
Reactor R88A-PX5053 Mar, 2020
Reactor R88A-PX5054 Mar, 2020
Reactor R88A-PX5056 Mar, 2020
Bracket R88A-TK01W Mar, 2020
Bracket R88A-TK02W Mar, 2020
Bracket R88A-TK03W Mar, 2020
Bracket R88A-TK05W Mar, 2020
Bracket R88A-TK06W Mar, 2020
Bracket R88A-TK07W Mar, 2020
Regenerative resistance R88A-RR88006 Mar, 2020

 
 


