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Title of Change:  NCV6323/24_Datasheet Update. 

Effective date: 18 Aug 2020 

Contact information: Contact your local ON Semiconductor Sales Office or Jana.Kubincova@onsemi.com 

Type of notification: This Product Bulletin is for notification purposes only. 
ON Semiconductor will proceed with implementation of this change upon publication of this Product Bulletin. 

Change Category: Datasheet update  

Change Sub-Category(s): Datasheet/Product Doc change 

Sites Affected:  

ON Semiconductor Sites External Foundry/Subcon Sites 

None None 

Description and Purpose:  
 

Change the way the TJMAX and TJ max rating are spec in the NCP/NCV6323 and NCP/NCV6324 datasheet in order to make it more comprehensive 
and less confusing.  
 
The proposed modifications are:  
 

 In the ABSOLUTE MAXIMUN RATINGS table 
o Remove the “Operating Ambient Temperature range” line 
o Change “Operating Junction Temperature range” by “Junction temperature range” 
o “Junction temperature range” changed to -40 °C  ... TSD 

 

 Add a RECOMMENDED OPERATING CONDITION  table  
o This table specs the recommended operating conditions for: 

 Analog & Power input supply (2.5 ~ 5.5 V) 
 Junction temperature range (-40 °C ~ +125 °C) 
 Main and critical external components 

o A Note that applies to this table, mentions that “Functional operation above the stresses listed in the Recommended 
Operating Ranges is not implied. Extended exposure to stresses beyond the Recommended Operating Ranges limits may 
affect device reliability.” 

 
NCP6324-D 
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 Added the RECOMMENDED OPERATING CONDITION Table 
 

 
 
NCV6323-D 

 
 Added the RECOMMENDED OPERATING CONDITION Table 

 

 
 

It is an improvement and a refresh of the old document. The change will not impact form, fit, or function of products.  
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List of Affected Standard Parts:  
 

Note: Only the standard (off the shelf) part numbers are listed in the parts list.  Any custom parts affected by this PCN are shown in the customer 
specific PCN addendum in the PCN email notification, or on the PCN Customized Portal. 
  

NCV6323BMTAATBG NCV6323DMTAATBG NCV6323BMTAAWTBG 

NCV6323DMTAAWTBG NCP6323DMTAATBG NCP6324BMTAATBG 

NCV6324BMTAATBG NCP6324CMTAATBG NCV6324CMTAATBG 

NCV6324BMTAAWTBG NCV6324CMTAAWTBG   

 
 
 



 

 

 

 

 

 

 

 

 

 

Note: The Japanese version is for reference only. In case of any differences between 

the English and Japanese version, the English version shall control. 

注：日本語版は参照用です。英語版と日本語版の違いがある場合は、英語版が優先さ

れます. 
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製品速報 

文書番号：PB23396Z 

発行日：18 Aug 2020 

 

変更件名：  NCV6323/24_データシート更新 

発効日: 18 Aug 2020 

連絡先情報： 現地のオン・セミコンダクター営業所また Jana.Kubincova@onsemi.com にお問い合わせください。 

通知種別：  本製品速報は通知目的のみのものです。オン・セミコンダクターは本製品速報の発行により本変更を実行します。 

変更カテゴリ： データシート更新 

変更サブカテゴリ：  データシート/製品資料の変更 

影響を受ける拠点：  

オン・セミコンダクター拠点： 外部製造工場 / 下請業者拠点： 

なし なし 

説明および目的：  

 

より包括的で分かりやすくするために NCP/NCV6323 および NCP/NCV6324 データシートにおける TJMAX および TJ 最大定格の記載方法を変更します。  
 

提案された変更は以下のとおりです。  

 

 絶対最大定格表について 

o 「動作周囲温度範囲」行を削除 

o 「動作接合部温度範囲」を「接合部温度範囲」に変更 

o 「接合部温度範囲」を -40 °C ～  TSD に変更 

 

 推奨動作条件表を追加  

o この表には以下の推奨動作条件が記載してあります。 

 アナログおよびパワー入力電源 (2.5 ～ 5.5 V) 

 接合部温度範囲 (-40 °C ～ +125 °C) 

 主要かつ重要な外付け部品 

o この表に適用する注意書きは、「推奨動作範囲を上回るストレス下での機能動作を想定したものではありません。推奨動作範囲を

超えたストレスに長時間さらすと、製品の信頼性に影響します。」と言及します。 

 
NCP6324-D 
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製品速報 

文書番号：PB23396Z 

発行日：18 Aug 2020 

 

追加された推奨動作条件表 

 

 
 
NCV6323-D 

 
追加された推奨動作条件表 
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製品速報 

文書番号：PB23396Z 

発行日：18 Aug 2020 

 

旧文書が改善、そして更新されています。  

 

この変更は製品の形状、適合性、または機能に影響を及ぼしません。  
 
 
 

影響を受ける部品の一覧：  

   
注:  標準の部品番号（既製品）のみが部品一覧に記載されます。  本 PCN に影響を受けるカスタム 部品は、PCN メールの顧客の特定の PCN の付属文

書、または PCN カスタマイズポータルに記載されています。  
 

NCV6323BMTAATBG NCV6323DMTAATBG NCV6323BMTAAWTBG 

NCV6323DMTAAWTBG NCP6323DMTAATBG NCP6324BMTAATBG 

NCV6324BMTAATBG NCP6324CMTAATBG NCV6324CMTAATBG 

NCV6324BMTAAWTBG NCV6324CMTAAWTBG  

 
 



Appendix A: Changed Products

D
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Product Customer Part Number Qualification Vehicle New Part Number Replacement Supplier
NCV6323BMTAATBG
NCP6324BMTAATBG
NCP6324CMTAATBG
NCV6324BMTAATBG
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