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OS-IN-2019-040
Correction of Radiation characteristics for Power TOPLED with 
Lens 60°

Description of change: LS E65F, LA E65F, LY E65F

Product type Data sheet version
before update

Data sheet version after 
update

LS E65F 1.6 >=1.7
LA E65F 1.5 >=1.6
LY E65F 1.5 >=1.6
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OS-IN-2019-040
Correction of Radiation characteristics for Power TOPLED with 
Lens 60°

Description of change: LS E65F, LA E65F, LY E65F

Item Brightness Groups (Example of LS E65F)
Current
status

New 
status
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OS-IN-2019-040
Correction of Radiation characteristics for Power TOPLED with 
Lens 60°

Description of change: KW DMLN32.SB

Item Radiation Characteristics
Current
status

New 
status
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Light is OSRAM 

 

 

           15.01.2020 

 

 

OS-IN-2019-040 
Correction of Radiation characteristics for Power 
TOPLED with Lens 60° 

 

Objective Correction of datasheet for Lx E65F  

Products affected LS E65F, LA E65F, LY E65F 

Background 

 

New datasheet version because of enhanced statistical basis for the 

radiation characteristic resulting in updated typical lumen values. 
 

 

Realization 
Please refer to customer information package for detailed description of 

the changes 

Time Schedule Updated datasheet is available. 

Assessment No change in fit, form, function and reliability of the LED 

 

 
Please direct your inquiry to your local Sales office. 

 

OSRAM Opto Semiconductors  

GmbH 

 

Head Office: 

 

Leibnizstrasse 4 

93055 Regensburg, Germany 

Phone +49 941 850-5 

Fax +49 941 850-1002 

www.osram-os.com 
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