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PRODUCT CHANGE NOTIFICATION
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DESCRIPTION OF CHANGE: (Required)

Copper QuickNet Part Numbers are transitioning into our Configure Price Quote (CPQ) tool. Although old part numbers are being 

discontinued, the characteristics of these parts can still be configured using CPQ.

Photos/Drawing (where applicable)

IMPACTED PART NUMBERS AND REPLACEMENT PART NUMBERS: (where applicable)

DATES: DISCONTINUATION AND NEW PRODUCT AVAILABILITY:

SCHEDULE FOR CHANGE

New product sample availability date

CONNECTIVITY & PATHWAYS

*Important: A return material authorization (RMA) may be obtained for these affected part numbers and they may be 

returned up to 60 days after the product discontinuation announcement date if purchased within the last 18 months and 

subject to the return policy requirements outlined in Panduit’s 1/1/19 Authorized Distributor Policy. Please contact your 

local Panduit Customer Experience team if you have any questions.
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IMPACTED PART NUMBER(s) Type Replacement Part 1

QBRBCBKBXB86 Direct Replacement Use CPQ

QBRBCBLBXB86 Direct Replacement Use CPQ

QCCBCBCBXX25M0 Direct Replacement Use CPQ

QCCBCBCBXX4M0 Direct Replacement Use CPQ

QCCBCBCBXX5M0 Direct Replacement Use CPQ

QCCBCBVXXX3M0 Direct Replacement Use CPQ

QCCBCLCLXX10M0 Direct Replacement Use CPQ

QCCBCLCLXX11M0 Direct Replacement Use CPQ

QCCBCLCLXX12M0 Direct Replacement Use CPQ

QCCBCLCLXX13M0 Direct Replacement Use CPQ

QCCBCLCLXX14M0 Direct Replacement Use CPQ

QCCBCLCLXX15M0 Direct Replacement Use CPQ

QCCBCLCLXX16M0 Direct Replacement Use CPQ

QCCBCLCLXX17M0 Direct Replacement Use CPQ

QCCBCLCLXX18M0 Direct Replacement Use CPQ

QCCBCLCLXX20M0 Direct Replacement Use CPQ

QCCBCLCLXX22M0 Direct Replacement Use CPQ

QCCBCLCLXX23M0 Direct Replacement Use CPQ

QCCBCLCLXX24M0 Direct Replacement Use CPQ

QCCBCLCLXX27M0 Direct Replacement Use CPQ

QCCBJBJBXX90M0 Direct Replacement Use CPQ

QCCWCGCGXX10M0 Direct Replacement Use CPQ

QCCWCGCGXX15M0 Direct Replacement Use CPQ

QCCWCGCGXX20M0 Direct Replacement Use CPQ

QCCWCGCGXX30M0 Direct Replacement Use CPQ

QCCWCGCGXX5M0 Direct Replacement Use CPQ

QCCWCHCHXX10M0 Direct Replacement Use CPQ

QCCWCHCHXX15M0 Direct Replacement Use CPQ

QCCWCHCHXX20M0 Direct Replacement Use CPQ

QCCWCHCHXX25M0 Direct Replacement Use CPQ

QCCWCHCHXX30M0 Direct Replacement Use CPQ

QCCWCHCHXX35M0 Direct Replacement Use CPQ

QCCWCHCHXX40M0 Direct Replacement Use CPQ

QCCWCHCHXX45M0 Direct Replacement Use CPQ

QCCWCLCLXX10M0 Direct Replacement Use CPQ

QCCWCLCLXX15M0 Direct Replacement Use CPQ

QCCWCLCLXX20M0 Direct Replacement Use CPQ

QCCWCLCLXX25M0 Direct Replacement Use CPQ

QCCWCLCLXX30M0 Direct Replacement Use CPQ

QCCWCLCLXX35M0 Direct Replacement Use CPQ

QCCWCLCLXX40M0 Direct Replacement Use CPQ

QCCWCLCLXX45M0 Direct Replacement Use CPQ

QCCWJWJWXX45M0 Direct Replacement Use CPQ

QCCWJWJWXX55M0 Direct Replacement Use CPQ

QCLBCBCBXX10M0 Direct Replacement Use CPQ

QCLBCBCBXX11M0 Direct Replacement Use CPQ



QCLBCBCBXX12M0 Direct Replacement Use CPQ

QCLBCBCBXX14M0 Direct Replacement Use CPQ

QCLBCBCBXX3M0 Direct Replacement Use CPQ

QCLBCBCBXX4M0 Direct Replacement Use CPQ

QCLBCBCBXX5M0 Direct Replacement Use CPQ

QCLBCBCBXX6M0 Direct Replacement Use CPQ

QCLBCBCBXX7M0 Direct Replacement Use CPQ

QCLBCBCBXX8M0 Direct Replacement Use CPQ

QCLBCBCBXX9M0 Direct Replacement Use CPQ

QCLBCGCGXX4M0 Direct Replacement Use CPQ

QCLBCGCGXX5M0 Direct Replacement Use CPQ

QCLBCGCGXX9M0 Direct Replacement Use CPQ

QCLBCHCHXX5M0 Direct Replacement Use CPQ

QCLBCLCLXX10M0 Direct Replacement Use CPQ

QCLBCLCLXX15M0 Direct Replacement Use CPQ

QCLBCLCLXX90M0 Direct Replacement Use CPQ

QCLBCWCWXX10M0 Direct Replacement Use CPQ

QCLBCWCWXX20M0 Direct Replacement Use CPQ

QCLBCWCWXX5M0 Direct Replacement Use CPQ

QCLWCBCBXX10M0 Direct Replacement Use CPQ

QCLWCBCBXX15M0 Direct Replacement Use CPQ

QCLWCBCBXX20M0 Direct Replacement Use CPQ

QCLWCBCBXX25M0 Direct Replacement Use CPQ

QCLWCBCBXX30M0 Direct Replacement Use CPQ

QCLWCBCBXX35M0 Direct Replacement Use CPQ

QCLWCBCBXX40M0 Direct Replacement Use CPQ

QCLWCBCBXX45M0 Direct Replacement Use CPQ

QCLWCBCBXX5M0 Direct Replacement Use CPQ

QCLWCBCBXX7M0 Direct Replacement Use CPQ

QCLWCBCBXX7M5 Direct Replacement Use CPQ

QCLWCBCBXX9M0 Direct Replacement Use CPQ

QCLWCBCBXX9M5 Direct Replacement Use CPQ

QCLWCWCWXX6M0 Direct Replacement Use CPQ

QCLWCWCWXX7M0 Direct Replacement Use CPQ

QCLWCWCWXX8M0 Direct Replacement Use CPQ

QCLWCWCWXX9M0 Direct Replacement Use CPQ

QCLWJWOWPB108 Direct Replacement Use CPQ

QCLWJWOWPB116 Direct Replacement Use CPQ

QCLWJWOWPB12 Direct Replacement Use CPQ

QCLWJWOWPB124 Direct Replacement Use CPQ

QCLWJWOWPB134 Direct Replacement Use CPQ

QCLWJWOWPB14 Direct Replacement Use CPQ

QCLWJWOWPB152 Direct Replacement Use CPQ

QCLWJWOWPB162 Direct Replacement Use CPQ

QCLWJWOWPB166 Direct Replacement Use CPQ

QCLWJWOWPB170 Direct Replacement Use CPQ

QCLWJWOWPB176 Direct Replacement Use CPQ



QCLWJWOWPB178 Direct Replacement Use CPQ

QCLWJWOWPB18 Direct Replacement Use CPQ

QCLWJWOWPB180 Direct Replacement Use CPQ

QCLWJWOWPB22 Direct Replacement Use CPQ

QCLWJWOWPB26 Direct Replacement Use CPQ

QCLWJWOWPB28 Direct Replacement Use CPQ

QCLWJWOWPB30 Direct Replacement Use CPQ

QCLWJWOWPB48 Direct Replacement Use CPQ

QCLWJWOWPB50 Direct Replacement Use CPQ

QCLWJWOWPB52 Direct Replacement Use CPQ

QCLWJWOWPB54 Direct Replacement Use CPQ

QCLWJWOWPB56 Direct Replacement Use CPQ

QCLWJWOWPB58 Direct Replacement Use CPQ

QCLWJWOWPB60 Direct Replacement Use CPQ

QCLWJWOWPB62 Direct Replacement Use CPQ

QCLWJWOWPB64 Direct Replacement Use CPQ

QCLWJWOWPB66 Direct Replacement Use CPQ

QCLWJWOWPB72 Direct Replacement Use CPQ

QCLWJWOWPB80 Direct Replacement Use CPQ

QCLWJWOWPB86 Direct Replacement Use CPQ

QCLWJWOWPB88 Direct Replacement Use CPQ

QCLWJWOWPB92 Direct Replacement Use CPQ

QCLWJWOWPB94 Direct Replacement Use CPQ

QCLWJWOWPB96 Direct Replacement Use CPQ

QCLWJWOWPB98 Direct Replacement Use CPQ

QCLXCBCBXX10M0 Direct Replacement Use CPQ

QCLXCBCBXX12M0 Direct Replacement Use CPQ

QCLXCBCBXX14M0 Direct Replacement Use CPQ

QCLXCBCBXX15M0 Direct Replacement Use CPQ

QCLXCBCBXX25M0 Direct Replacement Use CPQ

QCLXCBCBXX3M0T Direct Replacement Use CPQ

QCLXCBCBXX5M0 Direct Replacement Use CPQ

QCLXCBCBXX6M0 Direct Replacement Use CPQ

QCLXCBCBXX8M5 Direct Replacement Use CPQ

QCLXCBCBXX9M0 Direct Replacement Use CPQ

QCLXCGCGXX10M0 Direct Replacement Use CPQ

QCLXCGCGXX15M0 Direct Replacement Use CPQ

QCLXCGCGXX20M0 Direct Replacement Use CPQ

QCLXCGCGXX30M0 Direct Replacement Use CPQ

QCLXCGCGXX5M0 Direct Replacement Use CPQ

QCLXCHCHXX10M0 Direct Replacement Use CPQ

QCLXCHCHXX15M0 Direct Replacement Use CPQ

QCLXCHCHXX20M0 Direct Replacement Use CPQ

QCLXCHCHXX25M0 Direct Replacement Use CPQ

QCLXCHCHXX45M0 Direct Replacement Use CPQ

QCLXCLCLXX10M0 Direct Replacement Use CPQ

QCLXCLCLXX11M0 Direct Replacement Use CPQ



QCLXCLCLXX12M0 Direct Replacement Use CPQ

QCLXCLCLXX12M5 Direct Replacement Use CPQ

QCLXCLCLXX13M0 Direct Replacement Use CPQ

QCLXCLCLXX14M0 Direct Replacement Use CPQ

QCLXCLCLXX15M0 Direct Replacement Use CPQ

QCLXCLCLXX16M0 Direct Replacement Use CPQ

QCLXCLCLXX17M0 Direct Replacement Use CPQ

QCLXCLCLXX17M5 Direct Replacement Use CPQ

QCLXCLCLXX19M0 Direct Replacement Use CPQ

QCLXCLCLXX20M0 Direct Replacement Use CPQ

QCLXCLCLXX21M0 Direct Replacement Use CPQ

QCLXCLCLXX25M0 Direct Replacement Use CPQ

QCLXCLCLXX28M0 Direct Replacement Use CPQ

QCLXCLCLXX29M0 Direct Replacement Use CPQ

QCLXCLCLXX30M0 Direct Replacement Use CPQ

QCLXCLCLXX35M0 Direct Replacement Use CPQ

QCLXCLCLXX3M0 Direct Replacement Use CPQ

QCLXCLCLXX40M0 Direct Replacement Use CPQ

QCLXCLCLXX45M0 Direct Replacement Use CPQ

QCLXCLCLXX4M0 Direct Replacement Use CPQ

QCLXCLCLXX50M0 Direct Replacement Use CPQ

QCLXCLCLXX5M0 Direct Replacement Use CPQ

QCLXCLCLXX6M0 Direct Replacement Use CPQ

QCLXCLCLXX7M0 Direct Replacement Use CPQ

QCLXCLCLXX7M5 Direct Replacement Use CPQ

QCLXCLCLXX85M0 Direct Replacement Use CPQ

QCLXCLCLXX8M0 Direct Replacement Use CPQ

QCLXCLCLXX90M0 Direct Replacement Use CPQ

QCLXCLCLXX9M0 Direct Replacement Use CPQ

QCLXCLPXXX15M0 Direct Replacement Use CPQ

QCLXCLPXXX20M0 Direct Replacement Use CPQ

QCLXCWCWXX15M0 Direct Replacement Use CPQ

QCLXCWCWXX3M0 Direct Replacement Use CPQ

QCLXPXPXXX10M0 Direct Replacement Use CPQ

QCLXPXPXXX12M0 Direct Replacement Use CPQ

QCLXPXPXXX6M0 Direct Replacement Use CPQ

QCLXPXPXXX8M0 Direct Replacement Use CPQ

QCLXPXUXXX10M0 Direct Replacement Use CPQ

QCLXPXUXXX12M0 Direct Replacement Use CPQ

QCLXPXUXXX14M0 Direct Replacement Use CPQ

QCLXPXUXXX16M0 Direct Replacement Use CPQ

QCLXPXUXXX18M0 Direct Replacement Use CPQ

QCLXPXUXXX20M0 Direct Replacement Use CPQ

QCPBCBCBXX10 Direct Replacement Use CPQ

QCPBCBCBXX100 Direct Replacement Use CPQ

QCPBCBCBXX106 Direct Replacement Use CPQ

QCPBCBCBXX108 Direct Replacement Use CPQ



QCPBCBCBXX11 Direct Replacement Use CPQ

QCPBCBCBXX110 Direct Replacement Use CPQ

QCPBCBCBXX112 Direct Replacement Use CPQ

QCPBCBCBXX113 Direct Replacement Use CPQ

QCPBCBCBXX114 Direct Replacement Use CPQ

QCPBCBCBXX116 Direct Replacement Use CPQ

QCPBCBCBXX117 Direct Replacement Use CPQ

QCPBCBCBXX119 Direct Replacement Use CPQ

QCPBCBCBXX12 Direct Replacement Use CPQ

QCPBCBCBXX120 Direct Replacement Use CPQ

QCPBCBCBXX121 Direct Replacement Use CPQ

QCPBCBCBXX122 Direct Replacement Use CPQ

QCPBCBCBXX123 Direct Replacement Use CPQ

QCPBCBCBXX124 Direct Replacement Use CPQ

QCPBCBCBXX125 Direct Replacement Use CPQ

QCPBCBCBXX126 Direct Replacement Use CPQ

QCPBCBCBXX127 Direct Replacement Use CPQ

QCPBCBCBXX128 Direct Replacement Use CPQ

QCPBCBCBXX129 Direct Replacement Use CPQ

QCPBCBCBXX13 Direct Replacement Use CPQ

QCPBCBCBXX130 Direct Replacement Use CPQ

QCPBCBCBXX131 Direct Replacement Use CPQ

QCPBCBCBXX132 Direct Replacement Use CPQ

QCPBCBCBXX133 Direct Replacement Use CPQ

QCPBCBCBXX134 Direct Replacement Use CPQ

QCPBCBCBXX135 Direct Replacement Use CPQ

QCPBCBCBXX136 Direct Replacement Use CPQ

QCPBCBCBXX137 Direct Replacement Use CPQ

QCPBCBCBXX138 Direct Replacement Use CPQ

QCPBCBCBXX139 Direct Replacement Use CPQ

QCPBCBCBXX14 Direct Replacement Use CPQ

QCPBCBCBXX140 Direct Replacement Use CPQ

QCPBCBCBXX141 Direct Replacement Use CPQ

QCPBCBCBXX142 Direct Replacement Use CPQ

QCPBCBCBXX143 Direct Replacement Use CPQ

QCPBCBCBXX144 Direct Replacement Use CPQ

QCPBCBCBXX145 Direct Replacement Use CPQ

QCPBCBCBXX146 Direct Replacement Use CPQ

QCPBCBCBXX147 Direct Replacement Use CPQ

QCPBCBCBXX148 Direct Replacement Use CPQ

QCPBCBCBXX15 Direct Replacement Use CPQ

QCPBCBCBXX150 Direct Replacement Use CPQ

QCPBCBCBXX152 Direct Replacement Use CPQ

QCPBCBCBXX153 Direct Replacement Use CPQ

QCPBCBCBXX154 Direct Replacement Use CPQ

QCPBCBCBXX155 Direct Replacement Use CPQ

QCPBCBCBXX156 Direct Replacement Use CPQ



QCPBCBCBXX157 Direct Replacement Use CPQ

QCPBCBCBXX158 Direct Replacement Use CPQ

QCPBCBCBXX159 Direct Replacement Use CPQ

QCPBCBCBXX16 Direct Replacement Use CPQ

QCPBCBCBXX160 Direct Replacement Use CPQ

QCPBCBCBXX161 Direct Replacement Use CPQ

QCPBCBCBXX162 Direct Replacement Use CPQ

QCPBCBCBXX163 Direct Replacement Use CPQ

QCPBCBCBXX164 Direct Replacement Use CPQ

QCPBCBCBXX170 Direct Replacement Use CPQ

QCPBCBCBXX18 Direct Replacement Use CPQ

QCPBCBCBXX180 Direct Replacement Use CPQ

QCPBCBCBXX20 Direct Replacement Use CPQ

QCPBCBCBXX200 Direct Replacement Use CPQ

QCPBCBCBXX21 Direct Replacement Use CPQ

QCPBCBCBXX22 Direct Replacement Use CPQ

QCPBCBCBXX23 Direct Replacement Use CPQ

QCPBCBCBXX24 Direct Replacement Use CPQ

QCPBCBCBXX25 Direct Replacement Use CPQ

QCPBCBCBXX250 Direct Replacement Use CPQ

QCPBCBCBXX26 Direct Replacement Use CPQ

QCPBCBCBXX27 Direct Replacement Use CPQ

QCPBCBCBXX28 Direct Replacement Use CPQ

QCPBCBCBXX30 Direct Replacement Use CPQ

QCPBCBCBXX32 Direct Replacement Use CPQ

QCPBCBCBXX34 Direct Replacement Use CPQ

QCPBCBCBXX35 Direct Replacement Use CPQ

QCPBCBCBXX36 Direct Replacement Use CPQ

QCPBCBCBXX40 Direct Replacement Use CPQ

QCPBCBCBXX42 Direct Replacement Use CPQ

QCPBCBCBXX43 Direct Replacement Use CPQ

QCPBCBCBXX45 Direct Replacement Use CPQ

QCPBCBCBXX46 Direct Replacement Use CPQ

QCPBCBCBXX50 Direct Replacement Use CPQ

QCPBCBCBXX51 Direct Replacement Use CPQ

QCPBCBCBXX54 Direct Replacement Use CPQ

QCPBCBCBXX55 Direct Replacement Use CPQ

QCPBCBCBXX56 Direct Replacement Use CPQ

QCPBCBCBXX58 Direct Replacement Use CPQ

QCPBCBCBXX60 Direct Replacement Use CPQ

QCPBCBCBXX62 Direct Replacement Use CPQ

QCPBCBCBXX64 Direct Replacement Use CPQ

QCPBCBCBXX65 Direct Replacement Use CPQ

QCPBCBCBXX66 Direct Replacement Use CPQ

QCPBCBCBXX68 Direct Replacement Use CPQ

QCPBCBCBXX69 Direct Replacement Use CPQ

QCPBCBCBXX70 Direct Replacement Use CPQ



QCPBCBCBXX72 Direct Replacement Use CPQ

QCPBCBCBXX75 Direct Replacement Use CPQ

QCPBCBCBXX76 Direct Replacement Use CPQ

QCPBCBCBXX79 Direct Replacement Use CPQ

QCPBCBCBXX80 Direct Replacement Use CPQ

QCPBCBCBXX84 Direct Replacement Use CPQ

QCPBCBCBXX85 Direct Replacement Use CPQ

QCPBCBCBXX86 Direct Replacement Use CPQ

QCPBCBCBXX88 Direct Replacement Use CPQ

QCPBCBCBXX90 Direct Replacement Use CPQ

QCPBCBCBXX95 Direct Replacement Use CPQ

QCPBCBJBPX33 Direct Replacement Use CPQ

QCPBCBPXXX35 Direct Replacement Use CPQ

QCPBCBVXPX27 Direct Replacement Use CPQ

QCPBCBVXPX33 Direct Replacement Use CPQ

QCPBCGCGXX125 Direct Replacement Use CPQ

QCPBCGCGXX130 Direct Replacement Use CPQ

QCPBCGCGXX30 Direct Replacement Use CPQ

QCPBCGCGXX46 Direct Replacement Use CPQ

QCPBCGCGXX48 Direct Replacement Use CPQ

QCPBCGCGXX50 Direct Replacement Use CPQ

QCPBCGCGXX56 Direct Replacement Use CPQ

QCPBCGCGXX90 Direct Replacement Use CPQ

QCPBCLCLXX110 Direct Replacement Use CPQ

QCPBCLCLXX140 Direct Replacement Use CPQ

QCPBCLCLXX28 Direct Replacement Use CPQ

QCPBCLCLXX30 Direct Replacement Use CPQ

QCPBCLCLXX32 Direct Replacement Use CPQ

QCPBCLCLXX35 Direct Replacement Use CPQ

QCPBCLCLXX36 Direct Replacement Use CPQ

QCPBCLCLXX42 Direct Replacement Use CPQ

QCPBCLCLXX44 Direct Replacement Use CPQ

QCPBCLCLXX46 Direct Replacement Use CPQ

QCPBCLCLXX48 Direct Replacement Use CPQ

QCPBCLCLXX50 Direct Replacement Use CPQ

QCPBCLCLXX54 Direct Replacement Use CPQ

QCPBCLCLXX58 Direct Replacement Use CPQ

QCPBCLCLXX60 Direct Replacement Use CPQ

QCPBCLCLXX64 Direct Replacement Use CPQ

QCPBCLCLXX68 Direct Replacement Use CPQ

QCPBCLCLXX72 Direct Replacement Use CPQ

QCPBCLCLXX76 Direct Replacement Use CPQ

QCPBCLCLXX86 Direct Replacement Use CPQ

QCPBCLCLXX90 Direct Replacement Use CPQ

QCPBCRCRXX20 Direct Replacement Use CPQ

QCPBCRCRXX22 Direct Replacement Use CPQ

QCPBCRCRXX25 Direct Replacement Use CPQ



QCPBCRCRXX30 Direct Replacement Use CPQ

QCPBCRCRXX32 Direct Replacement Use CPQ

QCPBCRCRXX33 Direct Replacement Use CPQ

QCPBCRCRXX35 Direct Replacement Use CPQ

QCPBCRORXX50 Direct Replacement Use CPQ

QCPBCRORXX55 Direct Replacement Use CPQ

QCPBCRORXX60 Direct Replacement Use CPQ

QCPBCRORXX65 Direct Replacement Use CPQ

QCPBCRORXX70 Direct Replacement Use CPQ

QCPBCRORXX75 Direct Replacement Use CPQ

QCPBCRORXX80 Direct Replacement Use CPQ

QCPBCRORXX85 Direct Replacement Use CPQ

QCPBCRORXX90 Direct Replacement Use CPQ

QCPBCRPXXL50 Direct Replacement Use CPQ

QCPBCVOVXX25 Direct Replacement Use CPQ

QCPBCVOVXX30 Direct Replacement Use CPQ

QCPBCVOVXX35 Direct Replacement Use CPQ

QCPBCVOVXX40 Direct Replacement Use CPQ

QCPBCWCWXX20 Direct Replacement Use CPQ

QCPBCWCWXX21 Direct Replacement Use CPQ

QCPBCWCWXX40 Direct Replacement Use CPQ

QCPBCWOWXX15 Direct Replacement Use CPQ

QCPBCWOWXX20 Direct Replacement Use CPQ

QCPBJBJBXX12 Direct Replacement Use CPQ

QCPBJBJBXX15 Direct Replacement Use CPQ

QCPBJBJBXX18 Direct Replacement Use CPQ

QCPBJBJBXX20 Direct Replacement Use CPQ

QCPBJBJBXX35 Direct Replacement Use CPQ

QCPBJBPXXX10 Direct Replacement Use CPQ

QCPBJLJLXX25 Direct Replacement Use CPQ

QCPBKLKLXX84 Direct Replacement Use CPQ

QCPBLLKLXX92 Direct Replacement Use CPQ

QCPWCGCGXX34 Direct Replacement Use CPQ

QCPWCGCGXX68 Direct Replacement Use CPQ

QCPWCGCGXX83 Direct Replacement Use CPQ

QCPWCHCHXX34 Direct Replacement Use CPQ

QCPWCHCHXX51 Direct Replacement Use CPQ

QCPWCHCHXX68 Direct Replacement Use CPQ

QCPWCHCHXX83 Direct Replacement Use CPQ

QCPWCLCLXX17 Direct Replacement Use CPQ

QCPWCLCLXX20 Direct Replacement Use CPQ

QCPWCLCLXX34 Direct Replacement Use CPQ

QCPWCLCLXX51 Direct Replacement Use CPQ

QCPWCLCLXX60 Direct Replacement Use CPQ

QCPWCLCLXX68 Direct Replacement Use CPQ

QCPWCLCLXX70 Direct Replacement Use CPQ

QCPWCLCLXX83 Direct Replacement Use CPQ



QCPWCLCLXX99 Direct Replacement Use CPQ

QCPWCLUXXX10 Direct Replacement Use CPQ

QCPWCRCRXX18 Direct Replacement Use CPQ

QCPWCRCRXX20 Direct Replacement Use CPQ

QCPWCRCRXX31 Direct Replacement Use CPQ

QCPWCRCRXX33 Direct Replacement Use CPQ

QCPWCWCWXL14 Direct Replacement Use CPQ

QCPWCWCWXL16 Direct Replacement Use CPQ

QCPWCWCWXL22 Direct Replacement Use CPQ

QCPWCWCWXX30 Direct Replacement Use CPQ

QCPWJBJBXB30 Direct Replacement Use CPQ

QCPWJBJBXB37 Direct Replacement Use CPQ

QCPWJBJBXB44 Direct Replacement Use CPQ

QCPWJGJGXX20 Direct Replacement Use CPQ

QCPWJGJGXX25 Direct Replacement Use CPQ

QCPWJGJGXX30 Direct Replacement Use CPQ

QCPWJGJGXX35 Direct Replacement Use CPQ

QCPWJGJGXX40 Direct Replacement Use CPQ

QCPWJGJGXX45 Direct Replacement Use CPQ

QCPWJGJGXX50 Direct Replacement Use CPQ

QCPWJGJGXX55 Direct Replacement Use CPQ

QCPWPXPXXX34 Direct Replacement Use CPQ

QCPWPXPXXX51 Direct Replacement Use CPQ

QCPWPXPXXX68 Direct Replacement Use CPQ

QCPWPXUXXB100 Direct Replacement Use CPQ

QCRBCBCBXX10 Direct Replacement Use CPQ

QCRBCBCBXX100 Direct Replacement Use CPQ

QCRBCBCBXX105 Direct Replacement Use CPQ

QCRBCBCBXX11 Direct Replacement Use CPQ

QCRBCBCBXX110 Direct Replacement Use CPQ

QCRBCBCBXX113 Direct Replacement Use CPQ

QCRBCBCBXX115 Direct Replacement Use CPQ

QCRBCBCBXX12 Direct Replacement Use CPQ

QCRBCBCBXX120 Direct Replacement Use CPQ

QCRBCBCBXX125 Direct Replacement Use CPQ

QCRBCBCBXX13 Direct Replacement Use CPQ

QCRBCBCBXX130 Direct Replacement Use CPQ

QCRBCBCBXX14 Direct Replacement Use CPQ

QCRBCBCBXX14M0 Direct Replacement Use CPQ

QCRBCBCBXX15 Direct Replacement Use CPQ

QCRBCBCBXX15M0 Direct Replacement Use CPQ

QCRBCBCBXX16 Direct Replacement Use CPQ

QCRBCBCBXX16M0 Direct Replacement Use CPQ

QCRBCBCBXX17 Direct Replacement Use CPQ

QCRBCBCBXX17M0 Direct Replacement Use CPQ

QCRBCBCBXX18 Direct Replacement Use CPQ

QCRBCBCBXX18M0 Direct Replacement Use CPQ



QCRBCBCBXX19 Direct Replacement Use CPQ

QCRBCBCBXX19M0 Direct Replacement Use CPQ

QCRBCBCBXX20 Direct Replacement Use CPQ

QCRBCBCBXX200 Direct Replacement Use CPQ

QCRBCBCBXX20M0 Direct Replacement Use CPQ

QCRBCBCBXX21 Direct Replacement Use CPQ

QCRBCBCBXX22 Direct Replacement Use CPQ

QCRBCBCBXX23 Direct Replacement Use CPQ

QCRBCBCBXX235 Direct Replacement Use CPQ

QCRBCBCBXX24 Direct Replacement Use CPQ

QCRBCBCBXX245 Direct Replacement Use CPQ

QCRBCBCBXX25 Direct Replacement Use CPQ

QCRBCBCBXX26 Direct Replacement Use CPQ

QCRBCBCBXX28 Direct Replacement Use CPQ

QCRBCBCBXX30 Direct Replacement Use CPQ

QCRBCBCBXX32 Direct Replacement Use CPQ

QCRBCBCBXX35 Direct Replacement Use CPQ

QCRBCBCBXX35M0 Direct Replacement Use CPQ

QCRBCBCBXX37 Direct Replacement Use CPQ

QCRBCBCBXX38 Direct Replacement Use CPQ

QCRBCBCBXX39 Direct Replacement Use CPQ

QCRBCBCBXX40 Direct Replacement Use CPQ

QCRBCBCBXX41 Direct Replacement Use CPQ

QCRBCBCBXX43 Direct Replacement Use CPQ

QCRBCBCBXX44 Direct Replacement Use CPQ

QCRBCBCBXX45 Direct Replacement Use CPQ

QCRBCBCBXX46 Direct Replacement Use CPQ

QCRBCBCBXX47 Direct Replacement Use CPQ

QCRBCBCBXX48 Direct Replacement Use CPQ

QCRBCBCBXX49 Direct Replacement Use CPQ

QCRBCBCBXX50 Direct Replacement Use CPQ

QCRBCBCBXX51 Direct Replacement Use CPQ

QCRBCBCBXX52 Direct Replacement Use CPQ

QCRBCBCBXX53 Direct Replacement Use CPQ

QCRBCBCBXX54 Direct Replacement Use CPQ

QCRBCBCBXX55 Direct Replacement Use CPQ

QCRBCBCBXX56 Direct Replacement Use CPQ

QCRBCBCBXX57 Direct Replacement Use CPQ

QCRBCBCBXX58 Direct Replacement Use CPQ

QCRBCBCBXX59 Direct Replacement Use CPQ

QCRBCBCBXX60 Direct Replacement Use CPQ

QCRBCBCBXX61 Direct Replacement Use CPQ

QCRBCBCBXX62 Direct Replacement Use CPQ

QCRBCBCBXX63 Direct Replacement Use CPQ

QCRBCBCBXX64 Direct Replacement Use CPQ

QCRBCBCBXX65 Direct Replacement Use CPQ

QCRBCBCBXX66 Direct Replacement Use CPQ



QCRBCBCBXX67 Direct Replacement Use CPQ

QCRBCBCBXX68 Direct Replacement Use CPQ

QCRBCBCBXX69 Direct Replacement Use CPQ

QCRBCBCBXX6M0 Direct Replacement Use CPQ

QCRBCBCBXX7 Direct Replacement Use CPQ

QCRBCBCBXX70 Direct Replacement Use CPQ

QCRBCBCBXX71 Direct Replacement Use CPQ

QCRBCBCBXX72 Direct Replacement Use CPQ

QCRBCBCBXX74 Direct Replacement Use CPQ

QCRBCBCBXX75 Direct Replacement Use CPQ

QCRBCBCBXX76 Direct Replacement Use CPQ

QCRBCBCBXX78 Direct Replacement Use CPQ

QCRBCBCBXX79 Direct Replacement Use CPQ

QCRBCBCBXX7M0 Direct Replacement Use CPQ

QCRBCBCBXX80 Direct Replacement Use CPQ

QCRBCBCBXX82 Direct Replacement Use CPQ

QCRBCBCBXX84 Direct Replacement Use CPQ

QCRBCBCBXX85 Direct Replacement Use CPQ

QCRBCBCBXX86 Direct Replacement Use CPQ

QCRBCBCBXX88 Direct Replacement Use CPQ

QCRBCBCBXX89 Direct Replacement Use CPQ

QCRBCBCBXX8M0 Direct Replacement Use CPQ

QCRBCBCBXX9 Direct Replacement Use CPQ

QCRBCBCBXX90 Direct Replacement Use CPQ

QCRBCBCBXX93 Direct Replacement Use CPQ

QCRBCBCBXX95 Direct Replacement Use CPQ

QCRBCBCBXX96 Direct Replacement Use CPQ

QCRBCBJBXX116 Direct Replacement Use CPQ

QCRBCBOBXX10 Direct Replacement Use CPQ

QCRBCBOBXX30 Direct Replacement Use CPQ

QCRBCBOBXX35 Direct Replacement Use CPQ

QCRBCBOBXX40 Direct Replacement Use CPQ

QCRBCBOBXX45 Direct Replacement Use CPQ

QCRBCBOBXX50 Direct Replacement Use CPQ

QCRBCBOBXX55 Direct Replacement Use CPQ

QCRBCBOBXX60 Direct Replacement Use CPQ

QCRBCBOBXX65 Direct Replacement Use CPQ

QCRBCBOBXX70 Direct Replacement Use CPQ

QCRBCBPXPX64 Direct Replacement Use CPQ

QCRBCBRBXX10 Direct Replacement Use CPQ

QCRBCBRBXX20 Direct Replacement Use CPQ

QCRBCBUXXX100 Direct Replacement Use CPQ

QCRBCBUXXX125 Direct Replacement Use CPQ

QCRBCBUXXX150 Direct Replacement Use CPQ

QCRBCBUXXX175 Direct Replacement Use CPQ

QCRBCBUXXX200 Direct Replacement Use CPQ

QCRBCBUXXX225 Direct Replacement Use CPQ



QCRBCBUXXX70 Direct Replacement Use CPQ

QCRBCGJGXX116 Direct Replacement Use CPQ

QCRBCLALXX10 Direct Replacement Use CPQ

QCRBCLCLXX10 Direct Replacement Use CPQ

QCRBCLCLXX12 Direct Replacement Use CPQ

QCRBCLCLXX14 Direct Replacement Use CPQ

QCRBCLCLXX16 Direct Replacement Use CPQ

QCRBCLCLXX18 Direct Replacement Use CPQ

QCRBCLCLXX19 Direct Replacement Use CPQ

QCRBCLCLXX20 Direct Replacement Use CPQ

QCRBCLCLXX22 Direct Replacement Use CPQ

QCRBCLCLXX23 Direct Replacement Use CPQ

QCRBCLCLXX25 Direct Replacement Use CPQ

QCRBCLCLXX30 Direct Replacement Use CPQ

QCRBCLCLXX35 Direct Replacement Use CPQ

QCRBCLCLXX40 Direct Replacement Use CPQ

QCRBCLCLXX84 Direct Replacement Use CPQ

QCRBCRCRXX22 Direct Replacement Use CPQ

QCRBCRCRXX24 Direct Replacement Use CPQ

QCRBCRCRXX25 Direct Replacement Use CPQ

QCRBCRCRXX26 Direct Replacement Use CPQ

QCRBCRCRXX28 Direct Replacement Use CPQ

QCRBCRCRXX30 Direct Replacement Use CPQ

QCRBCRCRXX34 Direct Replacement Use CPQ

QCRBCRCRXX50 Direct Replacement Use CPQ

QCRBCRCRXX54 Direct Replacement Use CPQ

QCRBCRCRXX56 Direct Replacement Use CPQ

QCRBCRCRXX58 Direct Replacement Use CPQ

QCRBCRCRXX60 Direct Replacement Use CPQ

QCRBCRCRXX62 Direct Replacement Use CPQ

QCRBCRCRXX64 Direct Replacement Use CPQ

QCRBCRJRXX116 Direct Replacement Use CPQ

QCRBCVCVXX24 Direct Replacement Use CPQ

QCRBCVCVXX26 Direct Replacement Use CPQ

QCRBCVCVXX28 Direct Replacement Use CPQ

QCRBCVCVXX45 Direct Replacement Use CPQ

QCRBCVJVXX116 Direct Replacement Use CPQ

QCRBCWCWXX14M0 Direct Replacement Use CPQ

QCRBCWCWXX15M0 Direct Replacement Use CPQ

QCRBCWCWXX16M0 Direct Replacement Use CPQ

QCRBCWCWXX17M0 Direct Replacement Use CPQ

QCRBCWCWXX18M0 Direct Replacement Use CPQ

QCRBCWCWXX19M0 Direct Replacement Use CPQ

QCRBCWCWXX20M0 Direct Replacement Use CPQ

QCRBCWCWXX5M0 Direct Replacement Use CPQ

QCRBCWCWXX6M0 Direct Replacement Use CPQ

QCRBCWCWXX7M0 Direct Replacement Use CPQ



QCRBCWCWXX9M0 Direct Replacement Use CPQ

QCRBKGLGXX10 Direct Replacement Use CPQ

QCRWCBCBXX105 Direct Replacement Use CPQ

QCRWCBCBXX20 Direct Replacement Use CPQ

QCRWCBCBXX24 Direct Replacement Use CPQ

QCRWCBCBXX30 Direct Replacement Use CPQ

QCRWCBCBXX34 Direct Replacement Use CPQ

QCRWCBCBXX90 Direct Replacement Use CPQ

QCRWCGCGXX14 Direct Replacement Use CPQ

QCRWCGCGXX15 Direct Replacement Use CPQ

QCRWCGCGXX18 Direct Replacement Use CPQ

QCRWCGCGXX20 Direct Replacement Use CPQ

QCRWCGCGXX32 Direct Replacement Use CPQ

QCRWCGCGXX36 Direct Replacement Use CPQ

QCRWCGCGXX38 Direct Replacement Use CPQ

QCRWCGCGXX40 Direct Replacement Use CPQ

QCRWCGCGXX42 Direct Replacement Use CPQ

QCRWCLPLXL25 Direct Replacement Use CPQ

QCRWCLPXXL25 Direct Replacement Use CPQ

QCRWCRCRXX10 Direct Replacement Use CPQ

QCRWCRCRXX11 Direct Replacement Use CPQ

QCRWCRCRXX14 Direct Replacement Use CPQ

QCRWCRCRXX16 Direct Replacement Use CPQ

QCRWCRCRXX18 Direct Replacement Use CPQ

QCRWCRCRXX36 Direct Replacement Use CPQ

QCRWCWCWXX10 Direct Replacement Use CPQ

QCRWCWCWXX101 Direct Replacement Use CPQ

QCRWCWCWXX11 Direct Replacement Use CPQ

QCRWCWCWXX13 Direct Replacement Use CPQ

QCRWCWCWXX15 Direct Replacement Use CPQ

QCRWCWCWXX19 Direct Replacement Use CPQ

QCRWCWCWXX80 Direct Replacement Use CPQ

QCRWJWJWXX10 Direct Replacement Use CPQ

QCRWJWJWXX15 Direct Replacement Use CPQ

QCRWJWJWXX20 Direct Replacement Use CPQ

QEPBCLCLGX14 Direct Replacement Use CPQ

QEPBCLCLGX16 Direct Replacement Use CPQ

QEPBCLCLGX18 Direct Replacement Use CPQ

QEPBCLCLGX20 Direct Replacement Use CPQ

QEPBCLCLGX22 Direct Replacement Use CPQ

QEPBCLCLGX24 Direct Replacement Use CPQ

QEPBCLCLGX26 Direct Replacement Use CPQ

QEPBCLCLGX28 Direct Replacement Use CPQ

QEPBCLCLGX30 Direct Replacement Use CPQ

QEPBCLCLGX32 Direct Replacement Use CPQ

QEPBCLCLXX120 Direct Replacement Use CPQ

QEPBCLCLXX15 Direct Replacement Use CPQ



QEPBCLCLXX20 Direct Replacement Use CPQ

QEPBCLCLXX25 Direct Replacement Use CPQ

QEPBCLCLXX30 Direct Replacement Use CPQ

QEPBCLCLXX40 Direct Replacement Use CPQ

QEPBCLCLXX45 Direct Replacement Use CPQ

QEPBCLCLXX50 Direct Replacement Use CPQ

QEPBCLCLXX55 Direct Replacement Use CPQ

QEPBCLCLXX60 Direct Replacement Use CPQ

QEPBCLCLXX65 Direct Replacement Use CPQ

QEPBCOCOXX28 Direct Replacement Use CPQ

QEPWCLCLXX14 Direct Replacement Use CPQ

QEPWCLCLXX17 Direct Replacement Use CPQ

QEPWCLCLXX20 Direct Replacement Use CPQ

QEPWCLCLXX50 Direct Replacement Use CPQ

QEPWCLJLXX33 Direct Replacement Use CPQ

QEPWCLJLXX50 Direct Replacement Use CPQ

QEPWCLJLXX54 Direct Replacement Use CPQ

QEPWCLJLXX60 Direct Replacement Use CPQ

QEPWCLJLXX62 Direct Replacement Use CPQ

QEPWCLJLXX66 Direct Replacement Use CPQ

QEPWCLJLXX75 Direct Replacement Use CPQ

QEPWCLJLXX92 Direct Replacement Use CPQ

QERBCLCLXX20 Direct Replacement Use CPQ

QERBCLCLXX35 Direct Replacement Use CPQ

QERBCLCLXX80 Direct Replacement Use CPQ

QERBCLCLXX91 Direct Replacement Use CPQ

QHLXCLCLXX10M0 Direct Replacement Use CPQ

QHLXCLCLXX10M5 Direct Replacement Use CPQ

QHLXCLCLXX11M0 Direct Replacement Use CPQ

QHLXCLCLXX12M0 Direct Replacement Use CPQ

QHLXCLCLXX13M0 Direct Replacement Use CPQ

QHLXCLCLXX13M5 Direct Replacement Use CPQ

QHLXCLCLXX14M0 Direct Replacement Use CPQ

QHLXCLCLXX15M0 Direct Replacement Use CPQ

QHLXCLCLXX15M5 Direct Replacement Use CPQ

QHLXCLCLXX16M0 Direct Replacement Use CPQ

QHLXCLCLXX17M0 Direct Replacement Use CPQ

QHLXCLCLXX18M0 Direct Replacement Use CPQ

QHLXCLCLXX19M0 Direct Replacement Use CPQ

QHLXCLCLXX20M0 Direct Replacement Use CPQ

QHLXCLCLXX20M0T Direct Replacement Use CPQ

QHLXCLCLXX21M0 Direct Replacement Use CPQ

QHLXCLCLXX22M0 Direct Replacement Use CPQ

QHLXCLCLXX23M0 Direct Replacement Use CPQ

QHLXCLCLXX24M0 Direct Replacement Use CPQ

QHLXCLCLXX25M0 Direct Replacement Use CPQ

QHLXCLCLXX26M0 Direct Replacement Use CPQ



QHLXCLCLXX27M0 Direct Replacement Use CPQ

QHLXCLCLXX28M0 Direct Replacement Use CPQ

QHLXCLCLXX29M0 Direct Replacement Use CPQ

QHLXCLCLXX30M0 Direct Replacement Use CPQ

QHLXCLCLXX31M0 Direct Replacement Use CPQ

QHLXCLCLXX32M0 Direct Replacement Use CPQ

QHLXCLCLXX33M0 Direct Replacement Use CPQ

QHLXCLCLXX34M0 Direct Replacement Use CPQ

QHLXCLCLXX35M0 Direct Replacement Use CPQ

QHLXCLCLXX36M0 Direct Replacement Use CPQ

QHLXCLCLXX37M0 Direct Replacement Use CPQ

QHLXCLCLXX38M0 Direct Replacement Use CPQ

QHLXCLCLXX3M0 Direct Replacement Use CPQ

QHLXCLCLXX40M0 Direct Replacement Use CPQ

QHLXCLCLXX45M0 Direct Replacement Use CPQ

QHLXCLCLXX4M0 Direct Replacement Use CPQ

QHLXCLCLXX5M0 Direct Replacement Use CPQ

QHLXCLCLXX60M0 Direct Replacement Use CPQ

QHLXCLCLXX6M0 Direct Replacement Use CPQ

QHLXCLCLXX6M0T Direct Replacement Use CPQ

QHLXCLCLXX72M0 Direct Replacement Use CPQ

QHLXCLCLXX73M0 Direct Replacement Use CPQ

QHLXCLCLXX75M0 Direct Replacement Use CPQ

QHLXCLCLXX7M0 Direct Replacement Use CPQ

QHLXCLCLXX7M0T Direct Replacement Use CPQ

QHLXCLCLXX80M0 Direct Replacement Use CPQ

QHLXCLCLXX8M0 Direct Replacement Use CPQ

QHLXCLCLXX8M0T Direct Replacement Use CPQ

QHLXCLCLXX90M0 Direct Replacement Use CPQ

QHLXCLCLXX9M0 Direct Replacement Use CPQ

QHLXCLJLXX12M0 Direct Replacement Use CPQ

QHLXCLJLXX17M0 Direct Replacement Use CPQ

QHLXCLJLXX18M0 Direct Replacement Use CPQ

QHLXCLJLXX6M0 Direct Replacement Use CPQ

QHLXCLJLXX8M0 Direct Replacement Use CPQ

QHLXJBJBXX12M0 Direct Replacement Use CPQ

QHLXJBJBXX19M0 Direct Replacement Use CPQ

QHLXJBJBXX22M0 Direct Replacement Use CPQ

QHLXJBJBXX23M0 Direct Replacement Use CPQ

QHLXJBJBXX27M0 Direct Replacement Use CPQ

QHLXJBJBXX28M0 Direct Replacement Use CPQ

QHLXJBJBXX31M0 Direct Replacement Use CPQ

QHLXJBJBXX33M0 Direct Replacement Use CPQ

QHLXJBJBXX34M0 Direct Replacement Use CPQ

QHLXJBJBXX35M0 Direct Replacement Use CPQ

QHLXJBJBXX36M0 Direct Replacement Use CPQ

QHLXJBJBXX38M0 Direct Replacement Use CPQ



QHLXJBJBXX42M0 Direct Replacement Use CPQ

QHLXJBJBXX43M0 Direct Replacement Use CPQ

QHLXJBJBXX48M0 Direct Replacement Use CPQ

QHLXJBJBXX53M0 Direct Replacement Use CPQ

QHLXJBJBXX64M0 Direct Replacement Use CPQ

QHLXJGJGXX11M0 Direct Replacement Use CPQ

QHLXJGJGXX16M0 Direct Replacement Use CPQ

QHLXJGJGXX21M0 Direct Replacement Use CPQ

QHLXJGJGXX22M0 Direct Replacement Use CPQ

QHLXJGJGXX24M0 Direct Replacement Use CPQ

QHLXJGJGXX25M0 Direct Replacement Use CPQ

QHLXJGJGXX27M0 Direct Replacement Use CPQ

QHLXJGJGXX30M0 Direct Replacement Use CPQ

QHLXJGJGXX31M0 Direct Replacement Use CPQ

QHLXJGJGXX32M0 Direct Replacement Use CPQ

QHLXJGJGXX34M0 Direct Replacement Use CPQ

QHLXJGJGXX35M0 Direct Replacement Use CPQ

QHLXJGJGXX36M0 Direct Replacement Use CPQ

QHLXJGJGXX39M0 Direct Replacement Use CPQ

QHLXJGJGXX40M0 Direct Replacement Use CPQ

QHLXJGJGXX44M0 Direct Replacement Use CPQ

QHLXJGJGXX46M0 Direct Replacement Use CPQ

QHLXJGJGXX51M0 Direct Replacement Use CPQ

QHLXJGJGXX56M0 Direct Replacement Use CPQ

QHLXJGJGXX65M0 Direct Replacement Use CPQ

QHLXJLJLXX10M0 Direct Replacement Use CPQ

QHLXJLJLXX11M0 Direct Replacement Use CPQ

QHLXJLJLXX12M0 Direct Replacement Use CPQ

QHLXJLJLXX15M0 Direct Replacement Use CPQ

QHLXJLJLXX20M0 Direct Replacement Use CPQ

QHLXJLJLXX28M0 Direct Replacement Use CPQ

QHLXJLJLXX30M0 Direct Replacement Use CPQ

QHLXJLJLXX31M0 Direct Replacement Use CPQ

QHLXJLJLXX34M0 Direct Replacement Use CPQ

QHLXJLJLXX36M0 Direct Replacement Use CPQ

QHLXJLJLXX38M0 Direct Replacement Use CPQ

QHLXJLJLXX39M0 Direct Replacement Use CPQ

QHLXJLJLXX41M0 Direct Replacement Use CPQ

QHLXJLJLXX42M0 Direct Replacement Use CPQ

QHLXJLJLXX43M0 Direct Replacement Use CPQ

QHLXJLJLXX46M0 Direct Replacement Use CPQ

QHLXJLJLXX48M0 Direct Replacement Use CPQ

QHLXJLJLXX51M0 Direct Replacement Use CPQ

QHLXJLJLXX54M0 Direct Replacement Use CPQ

QHLXJLJLXX60M0 Direct Replacement Use CPQ

QHLXJLJLXX62M0 Direct Replacement Use CPQ

QHLXJLJLXX63M0 Direct Replacement Use CPQ



QHLXJLJLXX64M0 Direct Replacement Use CPQ

QHLXJLJLXX66M0 Direct Replacement Use CPQ

QHLXJLJLXX68M0 Direct Replacement Use CPQ

QHLXJLJLXX6M0 Direct Replacement Use CPQ

QHLXJLJLXX71M0 Direct Replacement Use CPQ

QHLXJLJLXX72M0 Direct Replacement Use CPQ

QHLXJLJLXX75M0 Direct Replacement Use CPQ

QHLXJLJLXX76M0 Direct Replacement Use CPQ

QHLXJLJLXX79M0 Direct Replacement Use CPQ

QHLXJLJLXX81M0 Direct Replacement Use CPQ

QHLXJLJLXX84M0 Direct Replacement Use CPQ

QHLXJLJLXX85M0 Direct Replacement Use CPQ

QHLXJLJLXX87M0 Direct Replacement Use CPQ

QHLXJLJLXX89M0 Direct Replacement Use CPQ

QHLXJLJLXX8M0 Direct Replacement Use CPQ

QHLXJLJLXX90M0 Direct Replacement Use CPQ

QHLXJLJLXX9M0 Direct Replacement Use CPQ

QHLXJRJRXX10M0 Direct Replacement Use CPQ

QHLXJRJRXX15M0 Direct Replacement Use CPQ

QHLXJRJRXX21M0 Direct Replacement Use CPQ

QHLXJRJRXX24M0 Direct Replacement Use CPQ

QHLXJRJRXX26M0 Direct Replacement Use CPQ

QHLXJRJRXX30M0 Direct Replacement Use CPQ

QHLXJRJRXX31M0 Direct Replacement Use CPQ

QHLXJRJRXX32M0 Direct Replacement Use CPQ

QHLXJRJRXX33M0 Direct Replacement Use CPQ

QHLXJRJRXX36M0 Direct Replacement Use CPQ

QHLXJRJRXX38M0 Direct Replacement Use CPQ

QHLXJRJRXX40M0 Direct Replacement Use CPQ

QHLXJRJRXX43M0 Direct Replacement Use CPQ

QHLXJRJRXX47M0 Direct Replacement Use CPQ

QHLXJRJRXX50M0 Direct Replacement Use CPQ

QHLXJRJRXX55M0 Direct Replacement Use CPQ

QHLXJRJRXX66M0 Direct Replacement Use CPQ

QHLXUXUXXX20M0 Direct Replacement Use CPQ

QHLXUXUXXX30M0 Direct Replacement Use CPQ

QHLXUXUXXX35M0 Direct Replacement Use CPQ

QTLXCLCLXX10M0 Direct Replacement Use CPQ

QTLXCLCLXX10M0E Direct Replacement Use CPQ

QTLXCLCLXX11M0E Direct Replacement Use CPQ

QTLXCLCLXX12M0E Direct Replacement Use CPQ

QTLXCLCLXX13M0E Direct Replacement Use CPQ

QTLXCLCLXX14M0E Direct Replacement Use CPQ

QTLXCLCLXX15M0 Direct Replacement Use CPQ

QTLXCLCLXX15M0E Direct Replacement Use CPQ

QTLXCLCLXX16M0E Direct Replacement Use CPQ

QTLXCLCLXX17M0E Direct Replacement Use CPQ



QTLXCLCLXX18M0E Direct Replacement Use CPQ

QTLXCLCLXX19M0E Direct Replacement Use CPQ

QTLXCLCLXX20M0 Direct Replacement Use CPQ

QTLXCLCLXX20M0E Direct Replacement Use CPQ

QTLXCLCLXX21M0E Direct Replacement Use CPQ

QTLXCLCLXX22M0 Direct Replacement Use CPQ

QTLXCLCLXX22M0E Direct Replacement Use CPQ

QTLXCLCLXX24M0E Direct Replacement Use CPQ

QTLXCLCLXX25M0 Direct Replacement Use CPQ

QTLXCLCLXX25M0E Direct Replacement Use CPQ

QTLXCLCLXX26M0E Direct Replacement Use CPQ

QTLXCLCLXX27M0E Direct Replacement Use CPQ

QTLXCLCLXX28M0E Direct Replacement Use CPQ

QTLXCLCLXX29M0 Direct Replacement Use CPQ

QTLXCLCLXX29M0E Direct Replacement Use CPQ

QTLXCLCLXX30M0 Direct Replacement Use CPQ

QTLXCLCLXX30M0E Direct Replacement Use CPQ

QTLXCLCLXX36M0E Direct Replacement Use CPQ

QTLXCLCLXX38M0E Direct Replacement Use CPQ

QTLXCLCLXX39M0E Direct Replacement Use CPQ

QTLXCLCLXX40M0E Direct Replacement Use CPQ

QTLXCLCLXX42M0E Direct Replacement Use CPQ

QTLXCLCLXX44M0E Direct Replacement Use CPQ

QTLXCLCLXX55M0 Direct Replacement Use CPQ

QTLXCLCLXX5M0 Direct Replacement Use CPQ

QTLXCLCLXX5M0E Direct Replacement Use CPQ

QTLXCLCLXX6M0 Direct Replacement Use CPQ

QTLXCLCLXX6M0E Direct Replacement Use CPQ

QTLXCLCLXX75M0 Direct Replacement Use CPQ

QTLXCLCLXX7M0 Direct Replacement Use CPQ

QTLXCLCLXX7M0E Direct Replacement Use CPQ

QTLXCLCLXX8M0 Direct Replacement Use CPQ

QTLXCLCLXX8M0E Direct Replacement Use CPQ

QTLXCLCLXX90M0 Direct Replacement Use CPQ

QTLXCLCLXX9M0 Direct Replacement Use CPQ

QTLXCLCLXX9M0E Direct Replacement Use CPQ

QXCBJBJBXX26M0 Direct Replacement Use CPQ

QXCBJBJBXX34M0 Direct Replacement Use CPQ

QXLBCECEXX5M0 Direct Replacement Use CPQ

QXLBCICIXX5M0 Direct Replacement Use CPQ

QXLBCOCOXX6M0 Direct Replacement Use CPQ

QXLBJBPXXB4M5 Direct Replacement Use CPQ

QXLWCLCLXX6M0 Direct Replacement Use CPQ

QXLXCLPXXX25M0 Direct Replacement Use CPQ

QXLXCLPXXX4M0 Direct Replacement Use CPQ

QXLXCLPXXX5M0 Direct Replacement Use CPQ

QXLXCWCWXX60M0 Direct Replacement Use CPQ



QXLXCWCWXX6M0 Direct Replacement Use CPQ

QXPRCRCRAX26 Direct Replacement Use CPQ

QXRBJBJBXX100 Direct Replacement Use CPQ

QXRBJBJBXX35 Direct Replacement Use CPQ

QXRBJBJBXX40 Direct Replacement Use CPQ

QXRBJBJBXX60 Direct Replacement Use CPQ

QXRBJBJBXX65 Direct Replacement Use CPQ

QXRBJBJBXX70 Direct Replacement Use CPQ

QXRBJBJBXX75 Direct Replacement Use CPQ

QXRBJBJBXX85 Direct Replacement Use CPQ

QXRBJBJBXX90 Direct Replacement Use CPQ

QXRBJBJBXX95 Direct Replacement Use CPQ

QXRBJGJGXX25 Direct Replacement Use CPQ

QXRBJGJGXX30 Direct Replacement Use CPQ

QXRBJGJGXX35 Direct Replacement Use CPQ

QXRBJGJGXX40 Direct Replacement Use CPQ

QXRBJGJGXX55 Direct Replacement Use CPQ

QXRBJGJGXX60 Direct Replacement Use CPQ

QXRBJGJGXX65 Direct Replacement Use CPQ

QXRBJGJGXX70 Direct Replacement Use CPQ

QXRBJGJGXX75 Direct Replacement Use CPQ

QXRBJGJGXX80 Direct Replacement Use CPQ

QXRBJGJGXX85 Direct Replacement Use CPQ

QXRBJGJGXX90 Direct Replacement Use CPQ

QXRBJLJLXX35 Direct Replacement Use CPQ

QXZBCLCLXX11M0 Direct Replacement Use CPQ

QXZBCLCLXX9M0 Direct Replacement Use CPQ

QZLBCBCBXX15M0 Direct Replacement Use CPQ

QZLBCBCBXX20M0 Direct Replacement Use CPQ

QZLBCLCLXC20M0 Direct Replacement Use CPQ

QZLBCLCLXC5M0 Direct Replacement Use CPQ

QZLBCLCLXC6M0 Direct Replacement Use CPQ

QZLBJBJBXX11M0 Direct Replacement Use CPQ

QZLBJBJBXX15M0 Direct Replacement Use CPQ

QZLBJBJBXX18M0 Direct Replacement Use CPQ

QZLBJBJBXX20M0 Direct Replacement Use CPQ

QZLBJBJBXX22M0 Direct Replacement Use CPQ

QZLBJBJBXX9M0 Direct Replacement Use CPQ

QZLWCLCLXX10M0 Direct Replacement Use CPQ

QZLWCLCLXX12M0 Direct Replacement Use CPQ

QZLWCLCLXX14M0 Direct Replacement Use CPQ

QZLWCLCLXX15M0 Direct Replacement Use CPQ

QZLWCLCLXX16M0 Direct Replacement Use CPQ

QZLWCLCLXX21M0 Direct Replacement Use CPQ

QZLWCLCLXX6M0 Direct Replacement Use CPQ

QZLWCLCLXX6M5 Direct Replacement Use CPQ

QZLWCLCLXX7M0 Direct Replacement Use CPQ



QZLWCLCLXX8M0 Direct Replacement Use CPQ

QZLWCLCLXX9M0 Direct Replacement Use CPQ

QZLWJLUXXX68M0 Direct Replacement Use CPQ

QZLWJLUXXX70M0 Direct Replacement Use CPQ

QZLWJLUXXX73M0 Direct Replacement Use CPQ

QZLWJLUXXX75M0 Direct Replacement Use CPQ

QZLXCBCBXX10M0 Direct Replacement Use CPQ

QZLXCBCBXX11M0 Direct Replacement Use CPQ

QZLXCBCBXX12M0 Direct Replacement Use CPQ

QZLXCBCBXX17M0 Direct Replacement Use CPQ

QZLXCBCBXX20M0 Direct Replacement Use CPQ

QZLXCBCBXX23M0 Direct Replacement Use CPQ

QZLXCBCBXX25M0 Direct Replacement Use CPQ

QZLXCBCBXX30M0 Direct Replacement Use CPQ

QZLXCBCBXX32M0 Direct Replacement Use CPQ

QZLXCBCBXX5M0 Direct Replacement Use CPQ

QZLXCBCBXX6M0 Direct Replacement Use CPQ

QZLXCBCBXX7M0 Direct Replacement Use CPQ

QZLXCBCBXX8M0 Direct Replacement Use CPQ

QZLXCBCBXX9M0 Direct Replacement Use CPQ

QZLXCBOBXX10M0E Direct Replacement Use CPQ

QZLXCBOBXX30M0E Direct Replacement Use CPQ

QZLXCLCLXX10M0 Direct Replacement Use CPQ

QZLXCLCLXX11M0 Direct Replacement Use CPQ

QZLXCLCLXX12M0 Direct Replacement Use CPQ

QZLXCLCLXX13M0 Direct Replacement Use CPQ

QZLXCLCLXX14M0 Direct Replacement Use CPQ

QZLXCLCLXX15M0 Direct Replacement Use CPQ

QZLXCLCLXX16M0 Direct Replacement Use CPQ

QZLXCLCLXX20M0 Direct Replacement Use CPQ

QZLXCLCLXX25M0 Direct Replacement Use CPQ

QZLXCLCLXX30M0 Direct Replacement Use CPQ

QZLXCLCLXX35M0 Direct Replacement Use CPQ

QZLXCLCLXX3M0 Direct Replacement Use CPQ

QZLXCLCLXX40M0 Direct Replacement Use CPQ

QZLXCLCLXX45M0 Direct Replacement Use CPQ

QZLXCLCLXX4M0 Direct Replacement Use CPQ

QZLXCLCLXX55M0 Direct Replacement Use CPQ

QZLXCLCLXX5M0 Direct Replacement Use CPQ

QZLXCLCLXX60M0 Direct Replacement Use CPQ

QZLXCLCLXX62M0 Direct Replacement Use CPQ

QZLXCLCLXX69M0 Direct Replacement Use CPQ

QZLXCLCLXX6M0 Direct Replacement Use CPQ

QZLXCLCLXX70M0 Direct Replacement Use CPQ

QZLXCLCLXX72M0 Direct Replacement Use CPQ

QZLXCLCLXX73M0 Direct Replacement Use CPQ

QZLXCLCLXX78M0 Direct Replacement Use CPQ



QZLXCLCLXX7M0 Direct Replacement Use CPQ

QZLXCLCLXX8M0 Direct Replacement Use CPQ

QZLXCLCLXX93M0 Direct Replacement Use CPQ

QZLXCLCLXX9M0 Direct Replacement Use CPQ

QZLXCRCRXX10M0 Direct Replacement Use CPQ

QZLXCRCRXX17M0 Direct Replacement Use CPQ

QZLXCRCRXX23M0 Direct Replacement Use CPQ

QZLXCRCRXX25M0 Direct Replacement Use CPQ

QZLXCRCRXX26M0 Direct Replacement Use CPQ

QZLXCRCRXX27M0 Direct Replacement Use CPQ

QZLXCRCRXX28M0 Direct Replacement Use CPQ

QZLXCRCRXX31M0 Direct Replacement Use CPQ

QZLXCRCRXX5M0 Direct Replacement Use CPQ

QZLXCRCRXX6M0 Direct Replacement Use CPQ

QZLXCRCRXX7M0 Direct Replacement Use CPQ

QZLXCRCRXX8M0 Direct Replacement Use CPQ

QZLXCRCRXX9M0 Direct Replacement Use CPQ

QZLXJBJBXX10M0 Direct Replacement Use CPQ

QZLXJBJBXX12M0 Direct Replacement Use CPQ

QZLXJBJBXX16M0 Direct Replacement Use CPQ

QZLXJBJBXX4M0 Direct Replacement Use CPQ

QZLXJBJBXX64M0 Direct Replacement Use CPQ

QZLXJBJBXX66M0 Direct Replacement Use CPQ

QZLXJBJBXX6M0 Direct Replacement Use CPQ

QZLXJBJBXX76M0 Direct Replacement Use CPQ

QZLXJBJBXX82M0 Direct Replacement Use CPQ

QZLXJBJBXX8M0 Direct Replacement Use CPQ

QZLXJLJLXX10M0 Direct Replacement Use CPQ

QZLXJLJLXX11M0 Direct Replacement Use CPQ

QZLXJLJLXX12M0 Direct Replacement Use CPQ

QZLXJLJLXX13M0 Direct Replacement Use CPQ

QZLXJLJLXX14M0 Direct Replacement Use CPQ

QZLXJLJLXX15M0 Direct Replacement Use CPQ

QZLXJLJLXX16M0 Direct Replacement Use CPQ

QZLXJLJLXX17M0 Direct Replacement Use CPQ

QZLXJLJLXX18M0 Direct Replacement Use CPQ

QZLXJLJLXX19M0 Direct Replacement Use CPQ

QZLXJLJLXX20M0 Direct Replacement Use CPQ

QZLXJLJLXX21M0 Direct Replacement Use CPQ

QZLXJLJLXX22M0 Direct Replacement Use CPQ

QZLXJLJLXX23M0 Direct Replacement Use CPQ

QZLXJLJLXX24M0 Direct Replacement Use CPQ

QZLXJLJLXX25M0 Direct Replacement Use CPQ

QZLXJLJLXX26M0 Direct Replacement Use CPQ

QZLXJLJLXX27M0 Direct Replacement Use CPQ

QZLXJLJLXX28M0 Direct Replacement Use CPQ

QZLXJLJLXX29M0 Direct Replacement Use CPQ



QZLXJLJLXX30M0 Direct Replacement Use CPQ

QZLXJLJLXX35M0 Direct Replacement Use CPQ

QZLXJLJLXX40M0 Direct Replacement Use CPQ

QZLXJLJLXX50M0 Direct Replacement Use CPQ

QZLXJLJLXX8M0 Direct Replacement Use CPQ

QZLXJLJLXX9M0 Direct Replacement Use CPQ

QZPBCBCBXX10 Direct Replacement Use CPQ

QZPBCBCBXX100 Direct Replacement Use CPQ

QZPBCBCBXX105 Direct Replacement Use CPQ

QZPBCBCBXX11 Direct Replacement Use CPQ

QZPBCBCBXX13 Direct Replacement Use CPQ

QZPBCBCBXX14 Direct Replacement Use CPQ

QZPBCBCBXX15 Direct Replacement Use CPQ

QZPBCBCBXX16 Direct Replacement Use CPQ

QZPBCBCBXX17 Direct Replacement Use CPQ

QZPBCBCBXX18 Direct Replacement Use CPQ

QZPBCBCBXX19 Direct Replacement Use CPQ

QZPBCBCBXX20 Direct Replacement Use CPQ

QZPBCBCBXX200 Direct Replacement Use CPQ

QZPBCBCBXX21 Direct Replacement Use CPQ

QZPBCBCBXX210 Direct Replacement Use CPQ

QZPBCBCBXX218 Direct Replacement Use CPQ

QZPBCBCBXX22 Direct Replacement Use CPQ

QZPBCBCBXX220 Direct Replacement Use CPQ

QZPBCBCBXX224 Direct Replacement Use CPQ

QZPBCBCBXX225 Direct Replacement Use CPQ

QZPBCBCBXX228 Direct Replacement Use CPQ

QZPBCBCBXX23 Direct Replacement Use CPQ

QZPBCBCBXX232 Direct Replacement Use CPQ

QZPBCBCBXX234 Direct Replacement Use CPQ

QZPBCBCBXX238 Direct Replacement Use CPQ

QZPBCBCBXX24 Direct Replacement Use CPQ

QZPBCBCBXX240 Direct Replacement Use CPQ

QZPBCBCBXX242 Direct Replacement Use CPQ

QZPBCBCBXX246 Direct Replacement Use CPQ

QZPBCBCBXX248 Direct Replacement Use CPQ

QZPBCBCBXX25 Direct Replacement Use CPQ

QZPBCBCBXX252 Direct Replacement Use CPQ

QZPBCBCBXX254 Direct Replacement Use CPQ

QZPBCBCBXX258 Direct Replacement Use CPQ

QZPBCBCBXX26 Direct Replacement Use CPQ

QZPBCBCBXX264 Direct Replacement Use CPQ

QZPBCBCBXX27 Direct Replacement Use CPQ

QZPBCBCBXX28 Direct Replacement Use CPQ

QZPBCBCBXX29 Direct Replacement Use CPQ

QZPBCBCBXX30 Direct Replacement Use CPQ

QZPBCBCBXX31 Direct Replacement Use CPQ



QZPBCBCBXX32 Direct Replacement Use CPQ

QZPBCBCBXX33 Direct Replacement Use CPQ

QZPBCBCBXX34 Direct Replacement Use CPQ

QZPBCBCBXX35 Direct Replacement Use CPQ

QZPBCBCBXX36 Direct Replacement Use CPQ

QZPBCBCBXX37 Direct Replacement Use CPQ

QZPBCBCBXX38 Direct Replacement Use CPQ

QZPBCBCBXX39 Direct Replacement Use CPQ

QZPBCBCBXX40 Direct Replacement Use CPQ

QZPBCBCBXX42 Direct Replacement Use CPQ

QZPBCBCBXX44 Direct Replacement Use CPQ

QZPBCBCBXX45 Direct Replacement Use CPQ

QZPBCBCBXX46 Direct Replacement Use CPQ

QZPBCBCBXX47 Direct Replacement Use CPQ

QZPBCBCBXX48 Direct Replacement Use CPQ

QZPBCBCBXX49 Direct Replacement Use CPQ

QZPBCBCBXX50 Direct Replacement Use CPQ

QZPBCBCBXX50/N Direct Replacement Use CPQ

QZPBCBCBXX52 Direct Replacement Use CPQ

QZPBCBCBXX53 Direct Replacement Use CPQ

QZPBCBCBXX54 Direct Replacement Use CPQ

QZPBCBCBXX55 Direct Replacement Use CPQ

QZPBCBCBXX60 Direct Replacement Use CPQ

QZPBCBCBXX64 Direct Replacement Use CPQ

QZPBCBCBXX66 Direct Replacement Use CPQ

QZPBCBCBXX75 Direct Replacement Use CPQ

QZPBCBCBXX80 Direct Replacement Use CPQ

QZPBCBCBXX90 Direct Replacement Use CPQ

QZPBCBOBXX23 Direct Replacement Use CPQ

QZPBCBOBXX34 Direct Replacement Use CPQ

QZPBCBPXXX45 Direct Replacement Use CPQ

QZPBCGCGXX15 Direct Replacement Use CPQ

QZPBCGCGXX23 Direct Replacement Use CPQ

QZPBCGCGXX26 Direct Replacement Use CPQ

QZPBCGCGXX30 Direct Replacement Use CPQ

QZPBCGCGXX50/N Direct Replacement Use CPQ

QZPBCLCLXX14 Direct Replacement Use CPQ

QZPBCLCLXX15 Direct Replacement Use CPQ

QZPBCLCLXX16 Direct Replacement Use CPQ

QZPBCLCLXX17 Direct Replacement Use CPQ

QZPBCLCLXX18 Direct Replacement Use CPQ

QZPBCLCLXX19 Direct Replacement Use CPQ

QZPBCLCLXX20 Direct Replacement Use CPQ

QZPBCLCLXX22 Direct Replacement Use CPQ

QZPBCLCLXX23 Direct Replacement Use CPQ

QZPBCLCLXX24 Direct Replacement Use CPQ

QZPBCLCLXX26 Direct Replacement Use CPQ



QZPBCLCLXX27 Direct Replacement Use CPQ

QZPBCLCLXX28 Direct Replacement Use CPQ

QZPBCLCLXX29 Direct Replacement Use CPQ

QZPBCLCLXX30 Direct Replacement Use CPQ

QZPBCLCLXX31 Direct Replacement Use CPQ

QZPBCLCLXX32 Direct Replacement Use CPQ

QZPBCLCLXX34 Direct Replacement Use CPQ

QZPBCLCLXX36 Direct Replacement Use CPQ

QZPBCLCLXX38 Direct Replacement Use CPQ

QZPBCLCLXX40 Direct Replacement Use CPQ

QZPBCLCLXX42 Direct Replacement Use CPQ

QZPBCLCLXX44 Direct Replacement Use CPQ

QZPBCLCLXX46 Direct Replacement Use CPQ

QZPBCLCLXX48 Direct Replacement Use CPQ

QZPBCRCRXX30 Direct Replacement Use CPQ

QZPBCVPXXX10 Direct Replacement Use CPQ

QZPBCWCWXX95 Direct Replacement Use CPQ

QZPBJBJBXX132 Direct Replacement Use CPQ

QZPBJBJBXX15 Direct Replacement Use CPQ

QZPBJBJBXX17 Direct Replacement Use CPQ

QZPBJBJBXX197 Direct Replacement Use CPQ

QZPBJBJBXX33 Direct Replacement Use CPQ

QZPBJBJBXX50 Direct Replacement Use CPQ

QZPBTXLLXX55 Direct Replacement Use CPQ

QZPBVXLLXX55 Direct Replacement Use CPQ

QZPWCBCBXX14 Direct Replacement Use CPQ

QZPWCBCBXX20 Direct Replacement Use CPQ

QZPWCBCBXX23 Direct Replacement Use CPQ

QZPWCBCBXX27 Direct Replacement Use CPQ

QZPWCBCBXX30 Direct Replacement Use CPQ

QZPWCBCBXX37 Direct Replacement Use CPQ

QZPWCBCBXX40 Direct Replacement Use CPQ

QZPWCBCBXX43 Direct Replacement Use CPQ

QZPWCBCBXX46 Direct Replacement Use CPQ

QZPWCBCBXX50 Direct Replacement Use CPQ

QZPWCBCBXX60 Direct Replacement Use CPQ

QZPWCBCBXX70 Direct Replacement Use CPQ

QZPWCGCVXX35 Direct Replacement Use CPQ

QZPWCLCLXX33 Direct Replacement Use CPQ

QZPWCRCRXX14 Direct Replacement Use CPQ

QZPWCRCRXX20 Direct Replacement Use CPQ

QZPWCRCRXX23 Direct Replacement Use CPQ

QZPWCRCRXX27 Direct Replacement Use CPQ

QZPWCRCRXX30 Direct Replacement Use CPQ

QZPWCRCRXX50 Direct Replacement Use CPQ

QZPWCRCRXX53 Direct Replacement Use CPQ

QZPWCRCRXX56 Direct Replacement Use CPQ



QZPWCRCRXX60 Direct Replacement Use CPQ

QZPWCRCRXX63 Direct Replacement Use CPQ

QZPWCRCVXX40 Direct Replacement Use CPQ

QZPWJLJLXX17 Direct Replacement Use CPQ

QZPWJLJLXX25 Direct Replacement Use CPQ

QZRBCBCBXL10 Direct Replacement Use CPQ

QZRBCBCBXL16N01 Direct Replacement Use CPQ

QZRBCBCBXX10 Direct Replacement Use CPQ

QZRBCBCBXX14 Direct Replacement Use CPQ

QZRBCBCBXX15 Direct Replacement Use CPQ

QZRBCBCBXX17 Direct Replacement Use CPQ

QZRBCBCBXX19 Direct Replacement Use CPQ

QZRBCBCBXX20 Direct Replacement Use CPQ

QZRBCBCBXX22 Direct Replacement Use CPQ

QZRBCBCBXX24 Direct Replacement Use CPQ

QZRBCBCBXX25 Direct Replacement Use CPQ

QZRBCBCBXX27 Direct Replacement Use CPQ

QZRBCBCBXX295 Direct Replacement Use CPQ

QZRBCBCBXX30 Direct Replacement Use CPQ

QZRBCBCBXX31 Direct Replacement Use CPQ

QZRBCBCBXX32 Direct Replacement Use CPQ

QZRBCBCBXX33 Direct Replacement Use CPQ

QZRBCBCBXX35 Direct Replacement Use CPQ

QZRBCBCBXX36 Direct Replacement Use CPQ

QZRBCBCBXX39 Direct Replacement Use CPQ

QZRBCBCBXX40 Direct Replacement Use CPQ

QZRBCBCBXX46 Direct Replacement Use CPQ

QZRBCBCBXX50 Direct Replacement Use CPQ

QZRBCBCBXX52 Direct Replacement Use CPQ

QZRBCBCBXX56 Direct Replacement Use CPQ

QZRBCBCBXX59 Direct Replacement Use CPQ

QZRBCBCBXX60 Direct Replacement Use CPQ

QZRBCBCBXX62 Direct Replacement Use CPQ

QZRBCBCBXX65 Direct Replacement Use CPQ

QZRBCBCBXX66 Direct Replacement Use CPQ

QZRBCBCBXX69 Direct Replacement Use CPQ

QZRBCBCBXX70 Direct Replacement Use CPQ

QZRBCBCBXX78 Direct Replacement Use CPQ

QZRBCBCBXX85 Direct Replacement Use CPQ

QZRBCBCBXX90 Direct Replacement Use CPQ

QZRBCBOBXX115 Direct Replacement Use CPQ

QZRBCBOBXX50 Direct Replacement Use CPQ

QZRBCBPXXX10 Direct Replacement Use CPQ

QZRBCBPXXX23 Direct Replacement Use CPQ

QZRBCBPXXX27 Direct Replacement Use CPQ

QZRBCBPXXX30 Direct Replacement Use CPQ

QZRBCBPXXX36 Direct Replacement Use CPQ



QZRBCBPXXX40 Direct Replacement Use CPQ

QZRBCBPXXX50 Direct Replacement Use CPQ

QZRBCBPXXX66 Direct Replacement Use CPQ

QZRBCBPXXX73 Direct Replacement Use CPQ

QZRBCLCLXX48 Direct Replacement Use CPQ

QZRBJBJBXX105 Direct Replacement Use CPQ

QZRBJBJBXX25 Direct Replacement Use CPQ

QZRBJBJBXX30 Direct Replacement Use CPQ

QZRBJBJBXX33 Direct Replacement Use CPQ

QZRBKLKLXX125 Direct Replacement Use CPQ

QZRBKLKLXX135 Direct Replacement Use CPQ

QZRBKLKLXX140 Direct Replacement Use CPQ

QZRBKLKLXX145 Direct Replacement Use CPQ

QZRBKLKLXX150 Direct Replacement Use CPQ

QZRBKLKLXX155 Direct Replacement Use CPQ

QZRBKLKLXX160 Direct Replacement Use CPQ

QZRBKLKLXX165 Direct Replacement Use CPQ

QZRWCICIXX32 Direct Replacement Use CPQ

QZRWCICIXX33 Direct Replacement Use CPQ

QZRWCICIXX34 Direct Replacement Use CPQ

QZRWCICIXX37 Direct Replacement Use CPQ

QZRWCICIXX38 Direct Replacement Use CPQ

QZRWCICIXX39 Direct Replacement Use CPQ

QZRWCICIXX41 Direct Replacement Use CPQ

QZRWCICIXX42 Direct Replacement Use CPQ

QZRWCICIXX45 Direct Replacement Use CPQ

QZRWCICIXX47 Direct Replacement Use CPQ

QZRWCICIXX49 Direct Replacement Use CPQ

QZRWCICIXX53 Direct Replacement Use CPQ

QZRWCICIXX60 Direct Replacement Use CPQ

QZRWCICIXX62 Direct Replacement Use CPQ

QZRWCLCLXX17 Direct Replacement Use CPQ

QZRWCLCLXX80 Direct Replacement Use CPQ

QZRWJGJGXX15 Direct Replacement Use CPQ

QZZBCLCLXX10M0 Direct Replacement Use CPQ

QZZBCLCLXX15M0 Direct Replacement Use CPQ

QZZBCLCLXX30M0 Direct Replacement Use CPQ

QZZXCLCLXX10M0 Direct Replacement Use CPQ

QZZXCLCLXX15M0 Direct Replacement Use CPQ

QZZXCLCLXX30M0 Direct Replacement Use CPQ




