
 

Part Change Notification Number: 

TGEANA_PCN_0068 

Date: 19th April 2022 

Parts Affected: TG-AH482, TG-AL375, TG-A375S series 

Old Manufacturer Part Number Old Digikey Part Number 
Replacement Manufacturer Part 
Number Replacement Digikey Part Number 

DC0001/06-TG-AH482-2.0-0 1168-DC0001/06-TG-AH482-2.0-0-ND DC0001/06-TG-AH486-2.0-0 1168-DC0001/06-TG-AH486-2.0-0-ND 

DC0001/14-TG-AH482-2.0-0 1168-DC0001/14-TG-AH482-2.0-0-ND DC0001/14-TG-AH486-2.0-0 1168-DC0001/14-TG-AH486-2.0-0-ND 

DC0011/05-TG-AH482-2.0-0 1168-DC0011/05-TG-AH482-2.0-0-ND DC0011/05-TG-AH486-2.0-0 1168-DC0011/05-TG-AH486-2.0-0-ND 

DC0011/06-TG-AH482-2.0-0 1168-DC0011/06-TG-AH482-2.0-0-ND DC0011/06-TG-AH486-2.0-0 1168-DC0011/06-TG-AH486-2.0-0-ND 

DC0011/07-TG-AH482-2.0-0 1168-DC0011/07-TG-AH482-2.0-0-ND DC0011/07-TG-AH486-2.0-0 1168-DC0011/07-TG-AH486-2.0-0-ND 

TG-AH482-100-100-0.3-0 1168-TG-AH482-100-100-0.3-0-ND TG-AH486-100-100-0.3-0 1168-TG-AH486-100-100-0.3-0-ND 

TG-AH482-100-100-0.5-0 1168-TG-AH482-100-100-0.5-0-ND TG-AH486-100-100-0.5-0 1168-TG-AH486-100-100-0.5-0-ND 

TG-AH482-100-100-0.5-1A 1168-TG-AH482-100-100-0.5-1A-ND TG-AH486-100-100-0.5-1A 1168-TG-AH486-100-100-0.5-1A-ND 

TG-AH482-100-100-1.0-0 1168-TG-AH482-100-100-1.0-0-ND TG-AH486-100-100-1.0-0 1168-TG-AH486-100-100-1.0-0-ND 

TG-AH482-100-100-1.0-1A 1168-TG-AH482-100-100-1.0-1A-ND TG-AH486-100-100-1.0-1A 1168-TG-AH486-100-100-1.0-1A-ND 

TG-AH482-100-100-10.0-0 1168-TG-AH482-100-100-10.0-0-ND TG-AH486-100-100-10.0-0 1168-TG-AH486-100-100-10.0-0-ND 

TG-AH482-100-100-10.0-1A 1168-TG-AH482-100-100-10.0-1A-ND TG-AH486-100-100-10.0-1A 1168-TG-AH486-100-100-10.0-1A-ND 

TG-AH482-100-100-2.0-0 1168-TG-AH482-100-100-2.0-0-ND TG-AH486-100-100-2.0-0 1168-TG-AH486-100-100-2.0-0-ND 

TG-AH482-100-100-2.0-1A 1168-TG-AH482-100-100-2.0-1A-ND TG-AH486-100-100-2.0-1A 1168-TG-AH486-100-100-2.0-1A-ND 

TG-AH482-100-100-3.0-0 1168-TG-AH482-100-100-3.0-0-ND TG-AH486-100-100-3.0-0 1168-TG-AH486-100-100-3.0-0-ND 

TG-AH482-100-100-3.0-1A 1168-TG-AH482-100-100-3.0-1A-ND TG-AH486-100-100-3.0-1A 1168-TG-AH486-100-100-3.0-1A-ND 

TG-AH482-100-100-5.0-0 1168-TG-AH482-100-100-5.0-0-ND TG-AH486-100-100-5.0-0 1168-TG-AH486-100-100-5.0-0-ND 

TG-AH482-100-100-5.0-1A 1168-TG-AH482-100-100-5.0-1A-ND TG-AH486-100-100-5.0-1A 1168-TG-AH486-100-100-5.0-1A-ND 

TG-AH482-150-150-0.3-0 1168-TG-AH482-150-150-0.3-0-ND TG-AH486-150-150-0.3-0 1168-TG-AH486-150-150-0.3-0-ND 

TG-AH482-150-150-0.5-0 1168-TG-AH482-150-150-0.5-0-ND TG-AH486-150-150-0.5-0 1168-TG-AH486-150-150-0.5-0-ND 

TG-AH482-150-150-0.5-1A 1168-TG-AH482-150-150-0.5-1A-ND TG-AH486-150-150-0.5-1A 1168-TG-AH486-150-150-0.5-1A-ND 

TG-AH482-150-150-0.5-2A 1168-TG-AH482-150-150-0.5-2A-ND TG-AH486-150-150-0.5-2A 1168-TG-AH486-150-150-0.5-2A-ND 

TG-AH482-150-150-1.0-0 1168-TG-AH482-150-150-1.0-0-ND TG-AH486-150-150-1.0-0 1168-TG-AH486-150-150-1.0-0-ND 

TG-AH482-150-150-1.0-1A 1168-TG-AH482-150-150-1.0-1A-ND TG-AH486-150-150-1.0-1A 1168-TG-AH486-150-150-1.0-1A-ND 

TG-AH482-150-150-10.0-0 1168-TG-AH482-150-150-10.0-0-ND TG-AH486-150-150-10.0-0 1168-TG-AH486-150-150-10.0-0-ND 

TG-AH482-150-150-10.0-1A 1168-TG-AH482-150-150-10.0-1A-ND TG-AH486-150-150-10.0-1A 1168-TG-AH486-150-150-10.0-1A-ND 

TG-AH482-150-150-2.0-0 1168-TG-AH482-150-150-2.0-0-ND TG-AH486-150-150-2.0-0 1168-TG-AH486-150-150-2.0-0-ND 

TG-AH482-150-150-2.0-1A 1168-TG-AH482-150-150-2.0-1A-ND TG-AH486-150-150-2.0-1A 1168-TG-AH486-150-150-2.0-1A-ND 

TG-AH482-150-150-3.0-0 1168-TG-AH482-150-150-3.0-0-ND TG-AH486-150-150-3.0-0 1168-TG-AH486-150-150-3.0-0-ND 

TG-AH482-150-150-3.0-1A 1168-TG-AH482-150-150-3.0-1A-ND TG-AH486-150-150-3.0-1A 1168-TG-AH486-150-150-3.0-1A-ND 

TG-AH482-150-150-5.0-0 1168-TG-AH482-150-150-5.0-0-ND TG-AH486-150-150-5.0-0 1168-TG-AH486-150-150-5.0-0-ND 

TG-AH482-150-150-5.0-1A 1168-TG-AH482-150-150-5.0-1A-ND TG-AH486-150-150-5.0-1A 1168-TG-AH486-150-150-5.0-1A-ND 

TG-AH482-15-15-0.1-0 1168-TG-AH482-15-15-0.1-0-ND TG-A482K-15-15-0.1-0 1168-TG-A482K-15-15-0.1-0-ND 

TG-AH482-300-300-0.3-0 1168-TG-AH482-300-300-0.3-0-ND TG-AH486-300-300-0.3-0 1168-TG-AH486-300-300-0.3-0-ND 

TG-AH482-300-300-0.5-0 1168-TG-AH482-300-300-0.5-0-ND TG-AH486-300-300-0.5-0 1168-TG-AH486-300-300-0.5-0-ND 

t-Global Technology (Europe and North America) Ltd 
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UK 
sales@tglobaltechnology.com 

t: +44 (0)1455 553 510  
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TG-AH482-300-300-0.5-1A 1168-TG-AH482-300-300-0.5-1A-ND TG-AH486-300-300-0.5-1A 1168-TG-AH486-300-300-0.5-1A-ND 

TG-AH482-300-300-1.0-0 1168-TG-AH482-300-300-1.0-0-ND TG-AH486-300-300-1.0-0 1168-TG-AH486-300-300-1.0-0-ND 

TG-AH482-300-300-1.0-1A 1168-TG-AH482-300-300-1.0-1A-ND TG-AH486-300-300-1.0-1A 1168-TG-AH486-300-300-1.0-1A-ND 

TG-AH482-300-300-10.0-0 1168-TG-AH482-300-300-10.0-0-ND TG-AH486-300-300-10.0-0 1168-TG-AH486-300-300-10.0-0-ND 

TG-AH482-300-300-10.0-1A 1168-TG-AH482-300-300-10.0-1A-ND TG-AH486-300-300-10.0-1A 1168-TG-AH486-300-300-10.0-1A-ND 

TG-AH482-300-300-2.0-0 1168-TG-AH482-300-300-2.0-0-ND TG-AH486-300-300-2.0-0 1168-TG-AH486-300-300-2.0-0-ND 

TG-AH482-300-300-2.0-1A 1168-TG-AH482-300-300-2.0-1A-ND TG-AH486-300-300-2.0-1A 1168-TG-AH486-300-300-2.0-1A-ND 

TG-AH482-300-300-3.0-0 1168-TG-AH482-300-300-3.0-0-ND TG-AH486-300-300-3.0-0 1168-TG-AH486-300-300-3.0-0-ND 

TG-AH482-300-300-3.0-1A 1168-TG-AH482-300-300-3.0-1A-ND TG-AH486-300-300-3.0-1A 1168-TG-AH486-300-300-3.0-1A-ND 

TG-AH482-300-300-5.0-0 1168-TG-AH482-300-300-5.0-0-ND TG-AH486-300-300-5.0-0 1168-TG-AH486-300-300-5.0-0-ND 

TG-AH482-300-300-5.0-1A 1168-TG-AH482-300-300-5.0-1A-ND TG-AH486-300-300-5.0-1A 1168-TG-AH486-300-300-5.0-1A-ND 

TG-AH482-320-320-0.3-0 1168-TG-AH482-320-320-0.3-0-ND TG-AH486-310-310-0.3-0 1168-TG-AH486-310-310-0.3-0-ND 

TG-AH482-320-320-0.5-0 1168-TG-AH482-320-320-0.5-0-ND TG-AH486-310-310-0.5-0 1168-TG-AH486-310-310-0.5-0-ND 

TG-AH482-320-320-0.5-1A 1168-TG-AH482-320-320-0.5-1A-ND TG-AH486-310-310-0.5-1A 1168-TG-AH486-310-310-0.5-1A-ND 

TG-AH482-320-320-0.5-2A 1168-TG-AH482-320-320-0.5-2A-ND TG-AH486-310-310-0.5-2A 1168-TG-AH486-310-310-0.5-2A-ND 

TG-AH482-320-320-1.0-0 1168-TG-AH482-320-320-1.0-0-ND TG-AH486-310-310-1.0-0 1168-TG-AH486-310-310-1.0-0-ND 

TG-AH482-320-320-1.0-1A 1168-TG-AH482-320-320-1.0-1A-ND TG-AH486-310-310-1.0-1A 1168-TG-AH486-310-310-1.0-1A-ND 

TG-AH482-320-320-10.0-0 1168-TG-AH482-320-320-10.0-0-ND TG-AH486-310-310-10.0-0 1168-TG-AH486-310-310-10.0-0-ND 

TG-AH482-320-320-10.0-1A 1168-TG-AH482-320-320-10.0-1A-ND TG-AH486-310-310-10.0-1A 1168-TG-AH486-310-310-10.0-1A-ND 

TG-AH482-320-320-2.0-0 1168-TG-AH482-320-320-2.0-0-ND TG-AH486-310-310-2.0-0 1168-TG-AH486-310-310-2.0-0-ND 

TG-AH482-320-320-2.0-1A 1168-TG-AH482-320-320-2.0-1A-ND TG-AH486-310-310-2.0-1A 1168-TG-AH486-310-310-2.0-1A-ND 

TG-AH482-320-320-3.0-0 1168-TG-AH482-320-320-3.0-0-ND TG-AH486-310-310-3.0-0 1168-TG-AH486-310-310-3.0-0-ND 

TG-AH482-320-320-3.0-1A 1168-TG-AH482-320-320-3.0-1A-ND TG-AH486-310-310-3.0-1A 1168-TG-AH486-310-310-3.0-1A-ND 

TG-AH482-320-320-5.0-0 1168-TG-AH482-320-320-5.0-0-ND TG-AH486-310-310-5.0-0 1168-TG-AH486-310-310-5.0-0-ND 

TG-AH482-320-320-5.0-1A 1168-TG-AH482-320-320-5.0-1A-ND TG-AH486-310-310-5.0-1A 1168-TG-AH486-310-310-5.0-1A-ND 

TG-AH482-32-10-1.0-0 1168-TG-AH482-32-10-1.0-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-AH482-5.5-5-3.2-1A 1168-TG-AH482-5.5-5-3.2-1A-ND TG-AH486-5.5-5-3.5-1A 1168-TG-AH486-5.5-5-3.5-1A-ND 

TG-AH482-9-14-3.2-0 1168-TG-AH482-9-14-3.2-0-ND TG-AH486-14-9-3.5-0 1168-TG-AH486-14-9-3.5-0-ND 

TG-AH482-20-20-4.0-1A 1168-TG-AH482-20-20-4.0-1A-ND TG-AH486-20-20-4.0-1A 1168-TG-AH486-20-20-4.0-1A-ND 

TG-AL375-100-100-0.3-0 1168-TG-AL375-100-100-0.3-0-ND TG-AH486-100-100-0.3-0 1168-TG-AH486-100-100-0.3-0-ND 

TG-AL375-100-100-0.5-0 1168-TG-AL375-100-100-0.5-0-ND TG-AH486-100-100-0.5-0 1168-TG-AH486-100-100-0.5-0-ND 

TG-AL375-100-100-0.5-1A 1168-TG-AL375-100-100-0.5-1A-ND TG-AH486-100-100-0.5-1A 1168-TG-AH486-100-100-0.5-1A-ND 

TG-AL375-100-100-1.0-0 1168-TG-AL375-100-100-1.0-0-ND TG-AH486-100-100-1.0-0 1168-TG-AH486-100-100-1.0-0-ND 

TG-AL375-100-100-1.0-1A 1168-TG-AL375-100-100-1.0-1A-ND TG-AH486-100-100-1.0-1A 1168-TG-AH486-100-100-1.0-1A-ND 

TG-AL375-100-100-10.0-0 1168-TG-AL375-100-100-10.0-0-ND TG-AH486-100-100-10.0-0 1168-TG-AH486-100-100-10.0-0-ND 

TG-AL375-100-100-10.0-1A 1168-TG-AL375-100-100-10.0-1A-ND TG-AH486-100-100-10.0-1A 1168-TG-AH486-100-100-10.0-1A-ND 

TG-AL375-100-100-2.0-0 1168-TG-AL375-100-100-2.0-0-ND TG-AH486-100-100-2.0-0 1168-TG-AH486-100-100-2.0-0-ND 

TG-AL375-100-100-2.0-1A 1168-TG-AL375-100-100-2.0-1A-ND TG-AH486-100-100-2.0-1A 1168-TG-AH486-100-100-2.0-1A-ND 

TG-AL375-100-100-3.0-0 1168-TG-AL375-100-100-3.0-0-ND TG-AH486-100-100-3.0-0 1168-TG-AH486-100-100-3.0-0-ND 

TG-AL375-100-100-3.0-1A 1168-TG-AL375-100-100-3.0-1A-ND TG-AH486-100-100-3.0-1A 1168-TG-AH486-100-100-3.0-1A-ND 

TG-AL375-100-100-5.0-0 1168-TG-AL375-100-100-5.0-0-ND TG-AH486-100-100-5.0-0 1168-TG-AH486-100-100-5.0-0-ND 

TG-AL375-100-100-5.0-1A 1168-TG-AL375-100-100-5.0-1A-ND TG-AH486-100-100-5.0-1A 1168-TG-AH486-100-100-5.0-1A-ND 

TG-AL375-150-150-0.3-0 1168-TG-AL375-150-150-0.3-0-ND TG-AH486-150-150-0.3-0 1168-TG-AH486-150-150-0.3-0-ND 

TG-AL375-150-150-0.3-2A 1168-TG-AL375-150-150-0.3-2A-ND TG-AH486-150-150-0.3-2A 1168-TG-AH486-150-150-0.3-2A-ND 

TG-AL375-150-150-0.5-0 1168-TG-AL375-150-150-0.5-0-ND TG-AH486-150-150-0.5-0 1168-TG-AH486-150-150-0.5-0-ND 

TG-AL375-150-150-0.5-1A 1168-TG-AL375-150-150-0.5-1A-ND TG-AH486-150-150-0.5-1A 1168-TG-AH486-150-150-0.5-1A-ND 

TG-AL375-150-150-0.5-2A 1168-TG-AL375-150-150-0.5-2A-ND TG-AH486-150-150-0.5-2A 1168-TG-AH486-150-150-0.5-2A-ND 

TG-AL375-150-150-1.0-0 1168-TG-AL375-150-150-1.0-0-ND TG-AH486-150-150-1.0-0 1168-TG-AH486-150-150-1.0-0-ND 



TG-AL375-150-150-1.0-1A 1168-TG-AL375-150-150-1.0-1A-ND TG-AH486-150-150-1.0-1A 1168-TG-AH486-150-150-1.0-1A-ND 

TG-AL375-150-150-10.0-0 1168-TG-AL375-150-150-10.0-0-ND TG-AH486-150-150-10.0-0 1168-TG-AH486-150-150-10.0-0-ND 

TG-AL375-150-150-10.0-1A 1168-TG-AL375-150-150-10.0-1A-ND TG-AH486-150-150-10.0-1A 1168-TG-AH486-150-150-10.0-1A-ND 

TG-AL375-150-150-2.0-0 1168-TG-AL375-150-150-2.0-0-ND TG-AH486-150-150-2.0-0 1168-TG-AH486-150-150-2.0-0-ND 

TG-AL375-150-150-2.0-1A 1168-TG-AL375-150-150-2.0-1A-ND TG-AH486-150-150-2.0-1A 1168-TG-AH486-150-150-2.0-1A-ND 

TG-AL375-150-150-3.0-0 1168-TG-AL375-150-150-3.0-0-ND TG-AH486-150-150-3.0-0 1168-TG-AH486-150-150-3.0-0-ND 

TG-AL375-150-150-3.0-1A 1168-TG-AL375-150-150-3.0-1A-ND TG-AH486-150-150-3.0-1A 1168-TG-AH486-150-150-3.0-1A-ND 

TG-AL375-150-150-5.0-0 1168-TG-AL375-150-150-5.0-0-ND TG-AH486-150-150-5.0-0 1168-TG-AH486-150-150-5.0-0-ND 

TG-AL375-150-150-5.0-1A 1168-TG-AL375-150-150-5.0-1A-ND TG-AH486-150-150-5.0-1A 1168-TG-AH486-150-150-5.0-1A-ND 

TG-AL375-17-17-3.0-1A 1168-TG-AL375-17-17-3.0-1A-ND - 
Please Contact T-Global for 
Recommendation 

TG-AL375-23-23-2.0-1A 1168-TG-AL375-23-23-2.0-1A-ND - 
Please Contact T-Global for 
Recommendation 

TG-AL375-24-22-0.5-1A 1168-TG-AL375-24-22-0.5-1A-ND - 
Please Contact T-Global for 
Recommendation 

TG-AL375-300-300-0.3-0 1168-TG-AL375-300-300-0.3-0-ND TG-AH486-300-300-0.3-0 1168-TG-AH486-300-300-0.3-0-ND 

TG-AL375-300-300-0.5-0 1168-TG-AL375-300-300-0.5-0-ND TG-AH486-300-300-0.5-0 1168-TG-AH486-300-300-0.5-0-ND 

TG-AL375-300-300-0.5-1A 1168-TG-AL375-300-300-0.5-1A-ND TG-AH486-300-300-0.5-1A 1168-TG-AH486-300-300-0.5-1A-ND 

TG-AL375-300-300-1.0-0 1168-TG-AL375-300-300-1.0-0-ND TG-AH486-300-300-1.0-0 1168-TG-AH486-300-300-1.0-0-ND 

TG-AL375-300-300-1.0-1A 1168-TG-AL375-300-300-1.0-1A-ND TG-AH486-300-300-1.0-1A 1168-TG-AH486-300-300-1.0-1A-ND 

TG-AL375-300-300-10.0-0 1168-TG-AL375-300-300-10.0-0-ND TG-AH486-300-300-10.0-0 1168-TG-AH486-300-300-10.0-0-ND 

TG-AL375-300-300-10.0-1A 1168-TG-AL375-300-300-10.0-1A-ND TG-AH486-300-300-10.0-1A 1168-TG-AH486-300-300-10.0-1A-ND 

TG-AL375-300-300-2.0-0 1168-TG-AL375-300-300-2.0-0-ND TG-AH486-300-300-2.0-0 1168-TG-AH486-300-300-2.0-0-ND 

TG-AL375-300-300-2.0-1A 1168-TG-AL375-300-300-2.0-1A-ND TG-AH486-300-300-2.0-1A 1168-TG-AH486-300-300-2.0-1A-ND 

TG-AL375-300-300-3.0-0 1168-TG-AL375-300-300-3.0-0-ND TG-AH486-300-300-3.0-0 1168-TG-AH486-300-300-3.0-0-ND 

TG-AL375-300-300-3.0-1A 1168-TG-AL375-300-300-3.0-1A-ND TG-AH486-300-300-3.0-1A 1168-TG-AH486-300-300-3.0-1A-ND 

TG-AL375-300-300-5.0-0 1168-TG-AL375-300-300-5.0-0-ND TG-AH486-300-300-5.0-0 1168-TG-AH486-300-300-5.0-0-ND 

TG-AL375-300-300-5.0-1A 1168-TG-AL375-300-300-5.0-1A-ND TG-AH486-300-300-5.0-1A 1168-TG-AH486-300-300-5.0-1A-ND 

TG-AL375-320-320-0.3-0 1168-TG-AL375-320-320-0.3-0-ND TG-AH486-310-310-0.3-0 1168-TG-AH486-310-310-0.3-0-ND 

TG-AL375-320-320-0.3-2A 1168-TG-AL375-320-320-0.3-2A-ND TG-AH486-310-310-0.3-2A 1168-TG-AH486-310-310-0.3-2A-ND 

TG-AL375-320-320-0.5-0 1168-TG-AL375-320-320-0.5-0-ND TG-AH486-310-310-0.5-0 1168-TG-AH486-310-310-0.5-0-ND 

TG-AL375-320-320-0.5-1A 1168-TG-AL375-320-320-0.5-1A-ND TG-AH486-310-310-0.5-1A 1168-TG-AH486-310-310-0.5-1A-ND 

TG-AL375-320-320-0.5-2A 1168-TG-AL375-320-320-0.5-2A-ND TG-AH486-310-310-0.5-2A 1168-TG-AH486-310-310-0.5-2A-ND 

TG-AL375-320-320-1.0-0 1168-TG-AL375-320-320-1.0-0-ND TG-AH486-310-310-1.0-0 1168-TG-AH486-310-310-1.0-0-ND 

TG-AL375-320-320-1.0-1A 1168-TG-AL375-320-320-1.0-1A-ND TG-AH486-310-310-1.0-1A 1168-TG-AH486-310-310-1.0-1A-ND 

TG-AL375-320-320-1.5-1A 1168-TG-AL375-320-320-1.5-1A-ND TG-AH486-310-310-1.5-1A 1168-TG-AH486-310-310-1.5-1A-ND 

TG-AL375-320-320-10.0-0 1168-TG-AL375-320-320-10.0-0-ND TG-AH486-310-310-10.0-0 1168-TG-AH486-310-310-10.0-0-ND 

TG-AL375-320-320-10.0-1A 1168-TG-AL375-320-320-10.0-1A-ND TG-AH486-310-310-10.0-1A 1168-TG-AH486-310-310-10.0-1A-ND 

TG-AL375-320-320-2.0-0 1168-TG-AL375-320-320-2.0-0-ND TG-AH486-310-310-2.0-0 1168-TG-AH486-310-310-2.0-0-ND 

TG-AL375-320-320-2.0-1A 1168-TG-AL375-320-320-2.0-1A-ND TG-AH486-310-310-2.0-1A 1168-TG-AH486-310-310-2.0-1A-ND 

TG-AL375-320-320-3.0-0 1168-TG-AL375-320-320-3.0-0-ND TG-AH486-310-310-3.0-0 1168-TG-AH486-310-310-3.0-0-ND 

TG-AL375-320-320-3.0-1A 1168-TG-AL375-320-320-3.0-1A-ND TG-AH486-310-310-3.0-1A 1168-TG-AH486-310-310-3.0-1A-ND 

TG-AL375-320-320-5.0-0 1168-TG-AL375-320-320-5.0-0-ND TG-AH486-310-310-5.0-0 1168-TG-AH486-310-310-5.0-0-ND 

TG-AL375-320-320-5.0-1A 1168-TG-AL375-320-320-5.0-1A-ND TG-AH486-310-310-5.0-1A 1168-TG-AH486-310-310-5.0-1A-ND 

TG-AL375-54-45-2.0-0 1168-TG-AL375-54-45-2.0-0-ND TG-AH486-54-45-2.0-0 1168-TG-AH486-54-45-2.0-0-ND 

TG-AL375-74-18-0.15-0 1168-TG-AL375-74-18-0.15-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-A375S-100-100-0.5-0 1168-TG-A375S-100-100-0.5-0-ND TG-A3500-100-100-0.5 1168-TG-A3500-100-100-0.5-ND 

TG-A375S-100-100-1.0-0 1168-TG-A375S-100-100-1.0-0-ND TG-A3500-100-100-1.0 1168-TG-A3500-100-100-1.0-ND 

TG-A375S-100-100-2.0-0 1168-TG-A375S-100-100-2.0-0-ND TG-A3500-100-100-2.0 1168-TG-A3500-100-100-2.0-ND 

TG-A375S-100-100-3.0-0 1168-TG-A375S-100-100-3.0-0-ND TG-A3500-100-100-3.0 1168-TG-A3500-100-100-3.0-ND 



TG-A375S-150-150-0.5-0 1168-TG-A375S-150-150-0.5-0-ND TG-A3500-150-150-0.5 1168-TG-A3500-150-150-0.5-ND 

TG-A375S-150-150-1.0-0 1168-TG-A375S-150-150-1.0-0-ND TG-A3500-150-150-1.0 1168-TG-A3500-150-150-1.0-ND 

TG-A375S-150-150-2.0-0 1168-TG-A375S-150-150-2.0-0-ND TG-A3500-150-150-2.0 1168-TG-A3500-150-150-2.0-ND 

TG-A375S-150-150-3.0-0 1168-TG-A375S-150-150-3.0-0-ND TG-A3500-150-150-3.0 1168-TG-A3500-150-150-3.0-ND 

TG-A375S-28-10-3.0-0 1168-TG-A375S-28-10-3.0-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-A375S-300-300-0.5-0 1168-TG-A375S-300-300-0.5-0-ND TG-A3500-310-310-0.5 1168-TG-A3500-310-310-0.5-ND 

TG-A375S-300-300-1.0-0 1168-TG-A375S-300-300-1.0-0-ND TG-A3500-310-310-1.0 1168-TG-A3500-310-310-1.0-ND 

TG-A375S-300-300-2.0-0 1168-TG-A375S-300-300-2.0-0-ND TG-A3500-310-310-2.0 1168-TG-A3500-310-310-2.0-ND 

TG-A375S-300-300-3.0-0 1168-TG-A375S-300-300-3.0-0-ND TG-A3500-310-310-3.0 1168-TG-A3500-310-310-3.0-ND 

TG-A375S-32.5-26.5-1.0-0 1168-TG-A375S-32.5-26.5-1.0-0-ND TG-A3500-32.5-26.5-1.0 1168-TG-A3500-32.5-26.5-1.0-ND 

TG-A375S-320-320-0.5-0 1168-TG-A375S-320-320-0.5-0-ND TG-A3500-310-310-0.5 1168-TG-A3500-310-310-0.5-ND 

TG-A375S-320-320-1.0-0 1168-TG-A375S-320-320-1.0-0-ND TG-A3500-310-310-1.0 1168-TG-A3500-310-310-1.0-ND 

TG-A375S-320-320-2.0-0 1168-TG-A375S-320-320-2.0-0-ND TG-A3500-310-310-2.0 1168-TG-A3500-310-310-2.0-ND 

TG-A375S-320-320-3.0-0 1168-TG-A375S-320-320-3.0-0-ND TG-A3500-310-310-3.0 1168-TG-A3500-310-310-3.0-ND 

TG-A375S-320-320-4.0-0 1168-TG-A375S-320-320-4.0-0-ND TG-A3500-310-310-4.0 1168-TG-A3500-310-310-4.0-ND 

TG-A375S-50-32-1.0-0 1168-TG-A375S-50-32-1.0-0-ND TG-A3500-50-32-1.0 1168-TG-A3500-50-32-1.0-ND 

TG-A375S-50M-320-0.5-0 1168-TG-A375S-50M-320-0.5-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-A375S-50M-320-1.0-0 1168-TG-A375S-50M-320-1.0-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-A375S-50M-320-1.5-0 1168-TG-A375S-50M-320-1.5-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-A375S-50M-320-2.0-0 1168-TG-A375S-50M-320-2.0-0-ND - 
Please Contact T-Global for 
Recommendation 

TG-AH482-33-12.7-0.5-1A 1168-TG-AH482-33-12.7-0.5-1A-ND TG-AH486-33-12.7-0.5-1A 1168-TG-AH486-33-12.7-0.5-1A-ND 

TG-AH482-55.9-15.25-2.0-1A 1168-TG-AH482-55.9-15.25-2.0-1A-ND TG-AH486-55.9-15.25-2.0-1A 1168-TG-AH486-55.9-15.25-2.0-1A-ND 

TG-AH482-55.9-25-2.0-1A 1168-TG-AH482-55.9-25-2.0-1A-ND TG-AH486-55.9-25-2.0-1A 1168-TG-AH486-55.9-25-2.0-1A-ND 

 

Reason: Low Demand 

Description: Due to the low demand for the product series TG-AL375, AH482 and A375S, T-Global have taken 
the decision to obsolete these materials from their portfolio. To discuss a suitable alternative for your project, 
please contact sales@tglobaltechnology.com. 
 
Last Buy: 31st May 2022 

 

Approved By: Duncan Bell, General Manager 
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