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Dear Valued TRINAMIC Customer,  

 

this product discontinuation notice is to inform you that TRINAMIC will discontinue the 

product  

 

TMC222 

 

which is established since 2003. This is due to components of the product that will be 

discontinued. We will continue to provide support of this product through December 

31, 2017 

 

Support for this product will be limited to existing documentation that is available at 

www.trinamic.com 

 

Products Affected 

Article Name Affected Article Numbers Compatible 

Article *) 

Article Numbers of 

Compatible Article 

TMC222-LI 00-0002 TMC223-LI *) 00-0030 

TMC222-LI-X 00-0002X TMC223-LI-X *) 00-0030X 

TMC222-SI 00-0003 TMC223-SI *) 00-0029 

TMC222-SI-T 00-0003T TMC223-SI-T *) 00-0029T 

TMC222-SI-X 00-0003X TMC223-SI-X *) 00-0029X 

TMC222-EVAL 40-0002 TMC223-EVAL *) 40-0014 
 

*) Please read Appendix for further information of TMC223 compatibility 
 

Timing 
 

Effective date for placing last purchase orders until 30.06.2017 

Final shipments until 31.12.2017 
 

 

If you have any questions, please contact your sales partner.  
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Appendix 

TMC223 Compatibility 

 

TMC223 is an upgraded version of TMC222 well established since 2007. The TMC223 has 

an additional command (SetStallParam) and control bits for sensorless stall detection. 

The TMC222 ignores stall detection commands. 

 

• Hardware drop in compatible 

• No change in electrical behavior of digital and analog core die 

• Additional command SetStallParam (Adr.:0x96) 

 
 

1.1 Notes on hardware compatibility: 

 

No change in pin assignment 

 

 

TMC222 pin assignment TMC223 pin assignment 

  
Passed 
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No change in mechanical dimensions 

 

SOIC-20 Package Outline 
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QFN32 Package Outline 
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1.2 Notes on software compatibility 

 

When a TMC223 within a TMC222 environment receives a stall detection command, it 

might cause unwanted motor stop.   

 

TMC222/TMC223 Command Overview 

 

The table blow shows the differences in TMC222 and TMC223 command set. Four 

categories are marked (green: no change, orange: change in command response, blue: 

new command, red: change in command).  

 
TMC222 command set:               TMC223 command set: 

  

 

 

 

 

 

 

 

 

 

 

To avoid unwanted behaviour application firmware validation is recommended. 


