
PANEL MOUNTS

Part No. Description
9402 Miniature Banana Socket Panel Mount

Construction: Nylon body with recessed entry design. Three-level copper, nickel and
tin plated brass contact and terminal. 1/4-32 UNEF thread. Nut furnished. Mounts in
.268” (6.80mm) hole. For panel thickness up to .156” (4.75mm).
Color: Available in red and black.

Construction: Nylon body with recessed closed entry design. Silver-plated beryllium
copper contact spring. Brass solder terminal is hot tin dipped. 1/4-32 nut furnished.
Mounted in .265” hole in panels up to 5/16” (6.35mm) thick.
Color: Available in red and black.

STANDARD BBANANA PPLUG BBINDING PPOST WWITH TTURRET TTERMINAL

Part No. Description
9280-(color) Standard Banana Plug Binding Post

Construction: Nylon body. 5/16-32 UNEF thread. For panel thickeness up to .281”
(7.15mm). Rated at 15 Amps, 5,000 VDC.
Color: Available in red, black and white.

Part No. Description
9281-(color) European Binding Post

Construction: Nylon body. 5/16-32 UNEF thread. For panel thickness up to .281”
(7.15mm). Rated at 15 Amps, 5,000 VDC.
Color: Available in red, black and white.

STANDARD BBANANA PPLUG BBINDING PPOST WWITH KKEYED 
INSULATORS AAND  TTURRET TTERMINAL

Part No. Description
9282-(color) Standard Banana Plug Binding Post

Construction: Metal body. Bright tin-plated. For panel thickness from .062” (1.58mm)
to .250” (6.35mm). Rated at 15 Amps, 1,000 VAC RMS.
Color: Available in red, black and white.

Part No. Description
9406 Double Standard Banana Plug Binding Post

Construction: Nylon body. 5/16-32 UNEF thread. For panel thickness up to .250”
(7.15mm). Rated at 15 Amps, 8000 VDC.
Color: Available in red and black.

STANDARD DDOUBLE BBANANA SSOCKET BBINDING PPOST WWITH 
TURRET TTERMINAL

MINIATURE DDOUBLE BBANANA SSOCKET PPANEL MMOUNT WWITH 
TURRET TTERMINALS

EUROPEAN BBINDING PPOST WWITH TTURRET TTERMINAL FFOR
STANDARD BBANANA PPLUG

Construction: Nylon body. 5/16-32 UNEF thread. For panel thickness up to .250”
(7.15mm). Rated at 15 Amps, 8,000 VDC.
Color: Available in red and black.

Part No. Description
9407 European Binding Post

EUROPEAN DDOUBLE BBINDING SSOCKET WWITH TTURRET TTERMINAL
FOR SSTANDARD BBANANA PPLUG

Part No. Description
9401 Standard .080” Tip Socket Panel Mount

STANDARD DDOUBLE ..080” ((2.03 mmm) TTIP SSOCKET PPANEL MMOUNT
WITH TTURRET TTERMINALS
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