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SMD Quartz Crystal · JXS21-WA

1000 pcs per reel

TAPING SPECIFICATION

LOAD CAPACITANCE CODES

�  � pF: k

  
 pF: n

�� pF: h

�� pF: l

�	 pF: a

�� pF: v

�� pF: x

�� pF: j

�� pF: b

�� pF: t

�� pF: f

	� pF: c

		 pF: g

	� pF: d

	� pF: r

	� pF: w

�� pF: .

series: s

	 T:	�rd OT

Feeding

0.65 ±0.05

3.
5 ±

0.
05

8.
0 

±
0.

2

4.0 ±0.1 ø 1.55 ±0.05

1.85 ±0.14.0 ±0.1

1.
75

 ±0
.1

2.
25

 ±
0.

1

ø
 1

78
±

2.
0

2.0±0.1

±0.3

120°

60
.5

±0
.5

ø
 2

1±
0.

5

ø 
13

±
0.

5

8.75

in mm

03042019-18

����������������

������� �

���

�
 �

���

����

��� ��
�� �� ����� ��
������
	

����� ����
	�
���
�������
	�

���� ����� �� ��
������������

note: parts are also suitable for soldering systems with lead (Pb) content

REFLOW SOLDERING PROFILE

example 20.0 MHz / 12 pF: 20a00

* hand soldering temperature should not exceed 280 °C
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MARKING

frequency with load capacitance code 

company code / date code / internal code 

date code: A ~ M: Jan. - Dec.
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