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SELF-ALIGNING CABLE CLAMPS
Designed with a molded-in saddle washer

to speed installation and improve appearance

Split LoomSpiral Wrap

Rounded edges protect against insulation abrasion

and cutting hoses

Saddle washer allows for quick and secure alignment

Secures the routing of cables, harnesses, and hoses

Manufactured from durable and flexible Nylon 66

Available in Natural or UV Black

Sold in case quantities

ACT
Part Number *
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Bag
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Inch/mm

Thickness
Inch/mm

Closed Dia.Screw
Size Inch/mm

Center to Center Per
Case
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100

100

100

100

100
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.469/11.91
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Replace (#) with color number:  0=UV Black, 9=Natural     COO = China*
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.486/12.34

.469/11.91
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Inch/mm Inch/mm
Overall Length

.205/5.20

.256/6.50

.352/8.94

.470/11.93

.564/14.32

.693/17.60

.813/20.65

.890/22.60

1.126/28.60

1.440/36.57

.151/3.83

.409/10.38

.440/11.17

.492/12.49

.582/14.78

.622/15.79

.708/17.98

.767/19.48

.820/20.82

.940/23.87

.980/24.89

.362/9.19

.900/22.86

.982/24.94

1.117/28.37

1.233/31.31

1.335/33.90

1.460/37.08

1.577/40.05

1.684/42.77

2.000/50.80

2.168/55.06

.867/22.02 5000

5000

5000

2500

2500

2500

2500

2000

2000

1000

2500

#6AL-SAC-125-(#)-C 100.377/9.57 .046/1.16 .082/2.08 .314/7.97 .800/20.32 5000


