
Grommet KADL F3119xxxzz

 
Grommet TPE TPV

 
 Properties

• Accessories for Cable Entry 
System KADL (series F310
9xxxzz)

• due to the split grommets, pre
assembled cables with 
connectors can be inserted 
into housings and sealed

• for cables with ØC = 3,0  32,5
mm 

• clamping range per grommet 
up to 2mm

• strain relief for cables

• toolfree installation

• easy enlargements and 
adjustments

Temperature range 30 °C

+100 °C

Comment The grommets shall be ordered 
separately as accessories for Cable 
Entry System KADL. 

 Features

Grommet small

Descriptio
n

ØC L H Da
VPE

Part No.

TK 35 3  5 20 33 22,2 10 F311900101

TK 57 5  7 20 33 22,2 10 F311900102

TK 79 7  9 20 33 22,2 10 F311900103

TK 911 9  11 20 33 22,2 10 F311900104

TK 1113 11  13 20 33 22,2 10 F311900105

TK 1315 13  15 20 33 22,2 10 F311900106

TK 1516 15  16 20 33 22,2 10 F311900107

TK G*  20 20 22,2 10 F311900199

Grommet large

Jacob GmbH ∙ Elektrotechnische Fabrik ∙ GottliebDaimlerStraße 11 ∙ 71394 Kernen ∙ Telefon 07151 40110 ∙ Fax 07151 401149 ∙ EMail: jacob@jacobgmbh.de



Descriptio
n

ØC L H Da
VPE

Part No.

TG 1517 15  17 20 33 38,7 10 F311900201

TG 1719 17  19 20 33 38,7 10 F311900202

TG 1921 19  21 20 33 38,7 10 F311900203

TG 2123 21  23 20 33 38,7 10 F311900204

TG 2325 23  25 20 33 38,7 10 F311900205

TG 2527 25  27 20 33 38,7 10 F311900206

TG 2729 27  29 20 33 38,7 10 F311900207

TG 2931 29  31 20 33 38,7 10 F311900208

TG 31
32,5

31  32,5 20 33 38,7 10 F311900209

TG G*  20 20 38,7 10 F311900299

*closed (without slot and bore)
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