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NOTES

1. OPERATING TEMPERATURE: -40°C~+85°C

2. MATERIALS:

  INSULATOR: LCP, UL94 V-0, COLOR: BLACK

  CONTACT: PHOSPHOR BRONZE, WITH 10μ" GOLD PLATING ON CONTACT AREA,

                    AND GOLD FLASH ON SOLDER AREA OVER 50μ" NICKEL UNDERPLATING

  SHELL: STAINLESS STEEL, WITH MATTE TIN PLATING

   PAD: BRASS, WITH MATTE TIN PLATING

   O-RING: SILICON, BLACK

3. MATCH WITH O-RING PART NO. M00-556-001 IS PACKED SEPARATELY.

4. PART NO:                                                  PACKAGING

    690-W05-290-483     TAPE AND REEL PACKAGING
    690-W05-290-783           TUBE PACKAGING (200PCS PER TUBE)
5.ELECTRICAL SPECS:

CURRENT RATING: 1.8A (PIN1 & PIN5 )      0.5A (ONLY PIN2 &PIN3 & PIN4)

VOLTAGE RAYING: 30V

CONTACT RESISTANCE:         30mΩ MAX.

INSULATION RESISTANCE:     100MΩ MIN. AT 500V DC

DIELECTRIC WITHSTANDING VOLTAGE: 100V AC FOR 60s AT 10mA

6.WATERPROOF RATING: IPX7

7.EPOXY RETENTION FORCE: 20kgf Min.

8.TAIL MISALIGNMENT

   TOLERANCE FROM DATUM A:

    UPWARD DIRECTION: 0.05 MAX

    DOWNWARD DIRECTION: 0.05 MAX

ADD EPOXY RETENTION FORCE
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QUANTITY PER REEL: 1100 PCS

SEE PART NO.
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