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ISSUE
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ORIGINAL 1

THIS SERIES FULLY CONFORMS TO 

THE EUROPEAN UNION DIRECTIVES 

2011/65/EU FOR RoHS COMPLIANCY.COMPLIANT

PCB SOCKET, VERTICAL PRESS FIT 
W/ GROUNDING PAD, 170 CONTACTS, FEMALE

.X ±0.35

1 1

DRAWING NUMBER: 171-170-231-012

±0.15

NOTES:

MATERIAL:
HOUSING: L.C.P GLASS FILLED, UL-94V-0 COLOR: BLACK
SIGNAL CONTACT: COPPER ALLOY

GOLD FLASH PLATING ON CONTACT AREA
MATTE TIN PLATING ON SOLDER TAIL OVER
NICKEL UNDER PLATING

GROUND CONTACT: COPPER ALLOY
GOLD FLASH PLATING ON CONTACT AREA
MATTE TIN PLATING ON SOLDER TAIL OVER
NICKEL UNDER PLATING
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5 GROUND PAD 3 COPPER ALLOY 100~200 μ" NICKEL

4 INSERT MOLDING 58
GLASS FILLED LCP, 

UL94 V-0
BLACK

4 SIGNAL CONTACT 58 COPPER ALLOY SEE NOTES

3 GROUND CONTACT 27 COPPER ALLOY SEE NOTES

2 CAP 1
GLASS FILLED LCP, 

UL94 V-0
BLACK

1 HOUSING 1
GLASS FILLED LCP, 

UL94 V-0
BLACK

NO. DESCRIPTION QTY. MATERIAL FINISH / COLOR


