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4. PACKAGING SPECIFICATION : PK-104266-001
5. COPLANALITY OF SOLDER TAILS (PEAK TEMP. : 260°C), 
   BEFORE & AFTER REFLOW : 0.08 MAX.
6. APPLICABLE SOLIDE WIRE RANGE :
   (OUTSIDE WIRE INSULATION : 2.1mm DIAMETER MAX.)
   - SOLID WIRE : AWG #24~#18
   - STRAND WIRE : AWG #24~#20

NOTE 
1. MATERIAL
   - HEADER : LCP, GLASS FILLED, UL94V-0
                       HALOGEN FREE, COLOR OF NATURAL
   - CONTACT TERMINAL : COPPER-ALLOY, 0.3mm THICKNESS
2. PLATING
   - CONTACT TERMINAL : TIN -PLATED
     0.8㎛ MINIMUM TIN PLAING
3. PRODUCT SPECIFICATION : PS-104266-001
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3.

TOP TAPE LEADER PART

PULL OUT DIRECTION

LEAD TAPE LENGTH.

PEEL-OFF FORCE OF TOP TAPE : 0.1~0.59N (10.2~60gf)
(PEELING DIRECTION AS SHOWN IN FOLLOWING FIG.)
<PEEL-OFF SPEED : 300mm/min (REF.)>

PEEL OFF DIRECTION

NOTES

(EMPTY)

2.

PULL OUT DIRECTION

FLASH IN ANY PORTION SUOULD BE LESS THAN 0.20mm MAX.

COMPONENT
SUPPLIER

COVER TAPE BONDED PART.

TAIL PART
 (EMPTY)

NUMBER OF CONNECTORS : 900 PCS/REEL.

4.

COVER TAPE NON-BONDED PART.

1.

5. UNLESS OTHERWISE SPECIFIED INNER R0.2 MAX.
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