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SD-106059-7X00 PSD 001

GENERAL
TOLERANCES

(UNLESS SPECIFIED)

ANGULAR TOL ± °

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET106059

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

DIMENSION UNITS SCALE

HYBRID 1:1
DRWN BY DATE

BANDREI 2007/07/17
CHK'D BY DATE

BANDREI 2009/06/02
APPR BY DATE

BANDREI 2007/07/17
DRAWING SIZE THIRD ANGLE PROJECTION

B

ADAPTER ASSEMBLY 
METAL BODY INDUSTRIAL LC
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THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
USE ONLYPRE-RELEASE

REFERENCE

QUALITY
SYMBOLS
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FORMAT: master-tb-prod-B
REVISION: G
DATE: 2017/02/06

RELEASE STATUS ER RELEASE DATE 2019/01/04 15:41:29
C

26.01 +0.13
-0.00

1.024 +.005
-.000

⌀

5.21 +0.00
-0.13

.205 +.000
-.005

14.61 +0.00
-0.13

.575 +.000
-.005

NOTE:

ALL DIMENSIONS SHOWN ARE FOR REFERENCE ONLY. 

ADAPTER P/N VERSION CABLE TYPE
1060597200 WITH LOGO MULTIMODE
1060597400 WITHOUT LOGO MULTIMODE
1060597600 WITH LOGO SINGLE MODE
1060597800 WITHOUT LOGO SINGLE MODE
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33.02
1.300

24.56
.967

33.64
1.324

38.13
1.501

6.25
.246

1.52
.060

0.94
.037

17.42
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RECOMMENDED PANEL THICKNESS: .060*(1.5mm) - .312*(7.9mm)

RECOMMENDED MOUNTING CUTOUT
                     SCALE  1 : 1

PANEL GASKET

LOCK NUT

THREAD 3/4 NPT

PROTECTION COVER

BAYONET LOCK


