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JUNCTION 6
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FRONT VIEW

3P FEMALE

(6 PLC'S)

7/8"-16UN EXTERNAL

3 POLE FEMALE

 THREAD

5

7 LABEL POLYOLEFIN SEE NOTE-8

6 LABEL ABS WHITE

5 INSERT TPE YELLOW

4 CONTACT PIN COPPER ALLOY GOLD OVER NICKEL

3 CONTACT SOCKET COPPER ALLOY GOLD OVER NICKEL

2 RECEPTACLE SHELL ZINC ALLOY BLACK E-COATED

1 HOUSING PBT YELLOW

ITEM COMPONENT MATERIAL FINISH

NOTES:

1. MATERIAL: AS NOTED

2. FINISH: AS NOTED

3. ELECTRICAL:

          VOLTAGE RATING: 600V AC/DC

          CURRENT: 7A

4. TEMP RATING: -20° TO +105°C

5. PROTECTION: IP67 (WHEN MATED)

6. COUPLING THREAD- AS NOTED

7. CSA CERTIFIED FILE: LR6837

8. LABEL IS MARKED WITH P/N, DATE CODE AND

SCHEMATIC

9. ALL DIMENSIONS ARE FOR REFERENCE

          UNLESS TOLERANCED OR NOTED OTHERWISE
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REVISION: B
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DOCUMENT STATUS RELEASE DATEP1 2021/07/14 21:16:15

CURRENT REV DESC: ITEM #5 WAS PVC. ADDED DIMS.
UPDATED TEMP RATING & CSA NOTE.
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