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ITEM  DESCRIPTION  MATERIAL  FINISH

1  OVERMOLD  TPE  GRAY

2  QC MALE COUPLING NUT  ALUMINUM  CLEAR ANODIZE

3  QC MALE INSERT  TPE  BLACK

4  QC PIN CONTACT  COPPER ALLOY  GOLD PLATED

5  QC FEMALE COUPLING NUT  ALUMINUM  CLEAR ANODIZE

6  QC FEMALE INSERT  TPE  BLACK

7  QC SOCKET CONTACT  COPPER ALLOY  GOLD PLATED

8  MC COUPLING NUT  ZINC ALLOY  BLACK E-COAT

9  MC FEMALE INSERT  TPE  BLACK

10  MC SOCKET CONTACT  COPPER ALLOY  GOLD PLATED

11  LABEL  PLASTIC FILM  BLACK/YELLOW
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  NOTES:

  1. MATERIAL: SEE TABLE

  2. FINISHES: SEE TABLE

  3. ELECTRICAL DATA:

  REDUCING TEE QC TO MC

  POLES: 3

  VOLTAGE: 600V AC/DC PER UL 2237

                     500V AC/DC PER IEC 60664

  CURRENT: 15A

  4. TEMPERATURE RANGE: -20°C TO +105°C

  5. PROTECTION: IP67 (WHEN MATED)

  6. LABEL IS MARKED WITH P/N, DATE CODE, VOLTAGE &

AMPERAGE

  7. PACKAGING:

ASSEMBLIES ARE BAGGED SEPARATELY IN POLY BAGS

WITH  BAR CODE LABEL ATTACHED TO THE OUTSIDE OF THE

BAG.

  8. UL LISTED FILE: E258922

  9. ASSEMBLY IS RoHS COMPLIANT

10. DIMENSIONS SHOWN ARE FOR REFERENCE

      UNLESS TOLERANCED OR NOTED OTHERWISE
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