
44516

9) THIS PART CONFORMS TO CLASS B REQUIREMENTS OF COSMETIC 
    SPECIFICATION PS-45499-002.

7

4)   PACKAGING SPECIFICATION: PK-43879-002

8) THIS DIMENSION DOES NOT APPLY TO PARTS WITHOUT
     P.C. BOARD RETENTION CLIPS.

PS-43810-001

     TERMINAL:
        1.=(0.00254)/.000100 MIN. BRIGHT TIN OVER
         (0.00127)/.000050 MIN. NICKEL
        2.=(0.00076)/.000030 MIN. SELECT GOLD AND
         (0.00254)/.000100 MIN. SELECT MATTE TIN
         OVER (0.00127)/.000050 MIN. NICKEL OVERALL
     MOUNTING CLIP:
         (0.00254)/.000100 MIN. MATTE TIN OVER
         (0.00127)/.000050 MIN. NICKEL

10) DISCOLORATION IN THE BANDOLIER CARRIER AREA OF THE PIN IS
      INHERENT TO THE PLATING PROCESS AND IS DUE TO THE MASKING
      EFFECT OF THE CARRIER.  THIS DISCOLORATION IS IN A 
      NON-FUNCTIONAL AREA OF THE PIN AND WILL NOT AFFECT THE 
      PERFORMANCE OF THE HEADER ASSEMBLY.

11) PARTS ARE NOT DESIGNED FOR CURRENT SHARING

12) TEXT ON PART IS FOR REFERENCE ONLY.  
      TEXT AND TEXT LOCATION MAY VARY 
      DEPENDING ON PART NUMBER AND/OR TOOL.

SEE NOTE 8

SEE NOTE 8

SEE NOTE 8

SEE NOTE 8

SEE NOTE 8

SEE NOTE 8
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