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24.38 [0.960]

7.49 [0.295]

12.06 [0.475]

NOTES:

       MATERIAL: LCP ZENITE 6130, COLOR NATURAL

       FLAMMABILITY RATING: UL94V-0, UL FILE NO. E344082

       CONTACTS: PHOSPHOR BRONZE, C5191, NICKEL PLATED

       ELECTRICAL :

               VOLTAGE: 250V AC

               CONTACT RESISTANCE: 30mΩ MAX

               INSULATION RESISTANCE: 1000mΩ AT DC 500V

               DIELECTRIC STRENGTH: AC 1000V PER MINUTE

               TEMPERATURE RANGE: -40°C TO +200°C

     APPROXIMATE WEIGHT: 1.88g

       ROHS COMPLIANT

BR/CR/DL 2032 VERTICAL BATTERY HOLDER, SURFACE MOUNT

+

-

MADE IN CHINA

20.83 [0.820]

PCB LAYOUT

HOLDER PROFILE

3.07 [0.121]

5.94 [0.234]

7.11 [0.280]

6.86 [0.270]

5.21 [0.205]

6.86 [0.270]

04/06/18

Added flammability rating

T.B. B.S.A

05/03/19

Added Dim. 1.47 to PCB layout

T.B. B.S.B

1.47 [0.058]

10/31/19

Added weight of the part

T.B. B.S.C
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