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DRAWING NO.  903-517P-71A

ITEM NO.  903-517P-71A

PART NO.903-517P-71A  

 NOTES:
 
1.  MATERIALS AND FINISHES:
     BODY - ZINC DIECAST, NICKEL PLATING
     CAP  & FERRULE - BRASS, NICKEL PLATING
     CONTACT PIN - BeCu, GOLD PLATING
     RETAINING RING - BeCu, NICKEL PLATING
     INSULATOR - PTFE , RED
     OUTER  CONTACT - BRASS, GOLD PLATING
 
2.  ELECTRICAL: 
     A. IMPEDANCE:  75 OHM
     B. DIELECTRIC WITHSTANDING VOLTAGE: 1000  VRMS, MIN.
 
3.  MECHANICAL:
     A. DURABILITY:   500  CYCLES MIN. 
     B. TEMPERATURE RANGE:  -65�$� C TO +165�$� C
 
4.  CRIMPED FERRULE
    HEX CRIMP SIZE 0.128"
 
5.  CONTACT PIN TO SOLDER
 
6.  PACKAGING:
     A. PACKAGE CONNECTOR AS PER ROUTING INSTRUCTIONS.
     B. MARK BAG OR TAG "AMPHENOL RF 903-517P-71A  AND DATE CODE"
 
7.  FOR ASSEMBLY INSTRUCTIONS SEE 349-50618 SHEET 3.
 
8. * INDICATES CABLE ENTRY DIMENSIONS

INTERFACE PER
MIL-STD-348
SMB SERIES
FIGURE 311.2

STAMP: " AMPHENOL"
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