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RECOMMENDED PCB LAYOUT
TOLERANCE = 0.05mm

SEE ABOVE

DATAMATE L-TEK
MALE DIL VERTICAL SMT

ASSEMBLY - UNLATCHED, P/PLACE

ORDER CODE:
 
 
 
TOTAL No. OF WAYS
 04, 06, 08, 10, 12
 14, 16, 18, 20, 26
 34
 
FINISH
 22 - SELECTIVE GOLD
           + TIN/LEAD
 42 - SELECTIVE GOLD
           + 100% TIN
 45 - GOLD

M80-826XXXXP

SPECIFICATIONS:
 MATERIAL:
  MOULDING = G-F PPS UL94V-0, BLACK
  CONTACTS = PHOSPHOR BRONZE
  PICK & PLACE CAP = PHOSPHOR BRONZE
 FINISH:
  CONTACTS:
   ALL FINISHES = NICKEL UNDERCOAT
   22 = 0.75µm GOLD ON CONTACT AREA, 
        3.0µm 90/10 TIN/LEAD ON TAILS
   42 = 0.75µm GOLD ON CONTACT AREA, 
        3.0µm 100% TIN ON TAILS 
   45 = 0.75µm GOLD ALL OVER
 PACKING:
  TUBE
FOR COMPLETE SPECIFICATION, SEE COMPONENT
SPECIFICIATION C005XX (LATEST ISSUE)

0.2

NOTES:
1. 2-OFF STRAIN RELIEF STRAPS 
   M80-0030006 MAY BE USED
   WITH THIS CONNECTOR.
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