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CABLE PITCH

- = NOT ROHS COMPLIANT

# OF CONDUCTORS
( 1 - 99 )

- (DASH)

METHOD 
- = STANDARD

SPACE ( 1 SPACE BETWEEN ORIENTATION 
 AND METHOD )

ORIENTATION OF CABLE ENDS

CABLE LENGTH IN MM ( UP TO 4 SPACES)
NO DECIMAL POINTS

050 = 0.50MM ( 0.0197" )
062 = 0.625MM ( 0.0246" )
100 = 1.00MM ( 0.0394" )
125 = 1.25MM ( 0.0492" )
127 = 1.27MM ( 0.050" )
254 = 2.54MM ( 0.100" )

R= ROHS COMPLIANT

PARLEX STANDARD PART NUMBERING

15 CHARACTERS MAXIMUM



ZIF WITH STIFFENERS BOTH ENDSB

ZIF WITH STIFFENERS OPPOSITE SIDESBO

ZIF WITH STIFFENER ONE END AND LASERED ONE END
BL

ZIF WITH STIFFENER ONE END AND ONE END BLUNT CUT
BT

ZIF WITH STIFFENER ONE END ONLYBN

CABLE LENGTH
0.280"±0.030"

LASERED AREA

0.112" REF.
BUSSBAR

CABLES IN PIECE FORM

CABLE ORIENTATIONS

ZIF WITH NO STIFFENERSN

ZIF WITH NO STIFFENERS OPPOSITE SIDESNO

CABLE BLUNT CUT BOTH ENDSTT

ZIF WITH NO STIFFENER ONE END AND ONE END BLUNT CUTNT

ZIF WITH NO STIFFENER ONE END AND LASERED ONE END
NL

CABLE LENGTH
0.280"±0.030"

LASERED AREA

0.112" REF.
BUSSBAR

LASERED CABLE BOTH ENDS

L CABLE LENGTH
0.280"±0.030"

LASERED AREA

0.112" REF.
BUSSBAR

CABLES IN PIECE FORM


