
Trace Small Conduit or Pipes

Connecting a signal transmitter to the Mini Duct Hunter™ energizes the 
unit with a specific frequency.  When the energized Duct Hunter™ rod is 
pushed into pipe, the signal radiates outward to the surface.  
A signal receiver detects the frequency applied to the Duct Hunter™ , 
allowing the pipe to be traced inside walls, floors or underground.
• Locate Fiber Optic Cables In PVC Pipe Without Tracer Wire
• Fiber To The Home Applications - Locate Fiber Optic Mini-Duct
• Plumbing Applications - Fiberglass Will Not Rust
• Trace Sewer Laterals (Up To 4” In Diameter) To Avoid Cross Bores
• Handle And Lightweight Frame For Easy Transport
• 3/16” Rod Has 2.5” Bend Radius    -   1/8” Rod Has 1.75” Bend Radius
• 3/16” Rod End Ferrule - Standard 1/4”-20 Thread
• 1/8” Rod End Ferrule - 1/4”-20 Thread
• Includes Accessory Kit
• Dimensions: 22” X 17” X 7”

22”

Accessories

15-163 Flexible Leader with Ball Tip -Guides rod around bends, sweeps, misalign-
ments and wires. Fits 1/8” and 3/16” Rod

15-146 3/16” End Ferrule Repair Kit - End Ferrule, Adhesive, Emery Cloth

15-140 3/16” Splice Repair Kit - Splice Ferrule, Adhesive, Shrink Tube, Emery Cloth

15-160 Pulling Eye - Attaches to end fitting of rod so pull line can be attached to 
rod. Fits 1/8” and 3/16” Rod

15-168 Sonde Adapter

15-18-146 1/8” End Ferrule Repair Kit - End Ferrule, Adhesive, Emery Cloth

15-18-140 1/8” Splice Repair Kit - Splice Ferrule, Adhesive, Shrink Tube, Emery Cloth

15-316-AK 3/16” Accessory Kit: Flexible Spring Leader Tip, End Ferrule, Splice Ferrule, 
Pulling Eye, Adhesive, Emery Cloth, Canvas Pouch

15-18-AK 1/8” Accessory Kit: Flexible Spring Leader Tip, End Ferrule, Splice Ferrule, Pull-
ing Eye, Adhesive, Emery Cloth, Canvas Pouch

Duct Hunter Rod
Diameter Length Recommended 

Conduit Size

15-316-100 3/16” 100’ 1/2” - 1-1/2”

15-316-150 3/16” 150’ 1/2” - 1-1/2”

15-316-200 3/16” 200’ 1/2” - 1-1/2”

15-316-250 3/16” 250’ 1/2” - 1-1/2”

15-316-300 3/16” 300’ 1/2” - 1-1/2”

15-18-100 1/8” 100’ 1/2” - 1”

15-18-150 1/8” 150’ 1/2” - 1”

15-18-200 1/8” 200’ 1/2” - 1”

3/16” Mini Duct Hunter can be used in sewer 
laterals up to 4” diameter for preventing 
cross-bores. 

FOR SMALL CONDUIT

TRACEABLE RODDER
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