## POLE ACCESSORIES CHOOSING THE RIGHT POLE

The Jameson Big Shot launches throw bag and line over tree limbs, delivering line up to 150'. For safety and effectiveness, we recommend using with two 4' Jameson poles or one 4' and one 6' pole, always starting with a Base Pole. Not for use with Telescoping Poles.


THROW LINE \& BAGS
High strength throw lines available in 100\% Dyneema®, Poly/Dyneema ${ }^{\circledR}$ \& Polyethylene Throw bags feature high-visibility colors, metal ring for line attachment and web loop for


| Part Number | Throw Line | Color | Strength |
| :---: | :---: | :---: | :---: |
| TL-DY-175180 | Dyneema ${ }^{\oplus} 1.75 \mathrm{~mm} \times 180 \mathrm{ft}$., Order Qty. 12 | Orange | 450 lbs . |
| TL-DY-1751000 | Dyneema® $1.75 \mathrm{~mm} \times 1000 \mathrm{ft}$. | Orange | 450 lbs . |
| TL-DY-22180 | Dyneema ${ }^{\text {® }} 2.2 \mathrm{~mm} \times 180 \mathrm{ft}$., Order Qty. 12 | Orange | 650 lbs |
| TL-DY-221000 | Dyneema ${ }^{\otimes} 2.2 \mathrm{~mm} \times 1000 \mathrm{ft}$. | Orange | 650 lbs |
| TL-PD-25180 | Poly/Dyneema ${ }^{\text {® }} 2.5 \mathrm{~mm} \times 180 \mathrm{ft}$, Order Qty. 12 | Green/White | 450 lbs . |
| TL-PD-251000 | Poly/Dyneema ${ }^{\text {® }} 2.5 \mathrm{~mm} \times 1000 \mathrm{ft}$. | Green/White | 450 lbs . |
| TL-PE-18200 | Polyethylene 1/8 in $\times 200 \mathrm{ft}$., Order Qty. 12 | Orange/Yellow | 250 lbs . |
| TL-PE-181000 | Polyethylene $1 / 8 \mathrm{in} \times 1000 \mathrm{ft}$. | Orange/Yellow | 250 lbs . |
| TL-PE-532200 | Polyethylene 5/32 in x 200 ft ., Order Qty. 10 | Red/Yellow | 650 lbs . |
| TL-PE-5321000 | Polyethylene $5 / 32$ in $\times 1000 \mathrm{ft}$. | Red/Yellow | 650 lbs . |


| Throw Bag |  |  |
| :--- | :--- | :--- |
| TB-16 | 16-oz. Bag Order Qty. 12 | Orange/ Black |
| TB-14 | 14-oz. Bag Order Qty. 12 | Green/Black |
| TB-12 | 12-oz. Bag Order Qty. 12 | Yellow/Black |
| TB-10 | 10-oz. Bag Order Qty. 12 | Red/Black |



## POLE ACCESSORIES CHOOSING THE RIGHT POLE



Jameson Limb \& Wire Raiser conveniently pulls or lifts branches out of dense foliage. Use to lift wire or cable during aerial installation. Not for use on or near live wires. Snaps into pole ferrule - no adapter needed.

| Part Number | Description |
| :--- | :--- |
| WR-1 | Limb \& Wire Raiser |
| FG-6-3W | Limb/Wire Raiser \& Pole Kit <br> Two 6' FG Extension Poles, One 3' FG Extension Pole, <br> One 6' FG Base Pole, One Limb \& Wire Raiser |

Limb \& Wire Raiser


| Part Number | Description |
| :---: | :---: |
| $17-4 \mathrm{HC}$ | Inductive Coupler Clamp |

Use with transmitter to apply signal to cables when direct connection is not possible.

Operational frequency range 8 kHz to 82 kHz . 15 ft . cord, $1 / 4$ "-20 mounting hole

Heavy duty vinyl bag carries poles and protects them during transport or storage. Features four 6' pole pockets, outside pruner head pocket and carrying straps.

| Part Number | Description |
| :--- | :---: |
| B-6V | Pole \& Pruner Bag |
|  |  |
| Part Number | Description |
| PPA-1 | Pike Pole Adapter |

Adapter snaps into female ferrule of Jameson extension or base pole Allows you to convert the FG or JE Pole into a tool for plumbing up and testing utility poles.


| Part Number | Description |
| :--- | ---: |
| IHA-2 | Inductive Clamp Adapter |

Adapter snaps into female ferrule of Jameson extension or base pole for use with inductive clamp. 1/4"-20 male stud


